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Light Columns
We offer architectural lighting solutions that enhance the beauty 
of outdoor spaces while meeting the needs of people and the 
environment. The light column range combines modern, creative design 
with high performance to perfectly accentuate architectural and urban 
features.

Urban & Area
We develop versatile urban lighting systems that combine collective 
and individual interests with a wide range of modern luminaires with an 
essential classic design that fits perfectly into any urban environment, 
creating inviting light and excellent visibility to make the most of the 
cityscape.

Bollards
Bring definition and architectural interest to outdoor sites and along 
paths, with bollards of perfect solid geometry and LED lighting 
functionality. The bollard range offer a broad range of configurations, 
with many available options for optics and heights for a variety of LED 
illuminating possibilities.

Floodlighting
Elegant and versatile floodlight series, ideal for general and dynamic 
accent, spot or food lighting of large areas with a wide range of optics. 
Products are suitable for applications where powerful light output is 
required. The luminaires provide long range dynamic light for building 
facades, bridges, shopping malls, halls, hotels and sports facilities.
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Wall Washers Surface
Available in different configurations, wall washers and grazers series 
are ideal for highlighting architectural details and linear grazing. The 
slim and compact profiles provide a great flexibility to user when 
installation space is limited. Built-in and remote power options and 
dimming controls allow for easier placements on site.

Wall Washers Recessed
Linear in-ground is a series of high quality IP67 wallwasher recessed 
floor luminaires featuring extruded aluminum housing, optimized heat 
dissipation structure and PCB layout design to ensure long life and 
better stability. Together with the high-density tempered glass and 
aluminum or stainless steel housing options and cover plates, the 
luminaires are suitable for all outdoor challenges.

Wall Mounted
Wall surface mounted luminaires feature a minimal, unique design 
and precise optical control that ensures glare control and a high level 
of uniformity for any lighting scheme. The luminaires are designed to 
provide a functional, wide range of lighting solutions for use in gardens, 
residential areas, shopping centers, parks and urban spaces.

Wall Recessed
Recessed wall luminaire range fulfil the purpose of safe walking in 
residential and commercial areas, on walkways and in the perimeter 
of buildings, integrating into the architectural context thanks to their 
minimal design and functional advantages.
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In-Ground
The sleek and attractive aluminium and stainless steel housings 
guarantee a fitting with efficient heat dissipation and corrosion 
resistance properties. The luminaires are perfect to highlight any 
features, both in residential and commercial applications. Adapting a 
double insulation method, all in-ground lights have an IP67 ranking 
featuring thick tempered glass.

Ceiling
Outdoor ceiling lights provide both function and style to the exterior 
areas around private or commercial spaces. The luminaires are 
versatile surface mount or suspended mount fixtures ideal for ambient 
and task lighting providing a homogeneous lighting with defined 
contours.

Linear Surface
Encapsulated linear LED Line luminaires, suitable for outdoor 
installation, with a wide range of colours, highlight the geometry of 
building spaces. Continuous lines without shadows, optimal lighting 
technology and qualitative precision are the main features of the range.
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Linear Recessed
In-ground linear direct view, accent, way finding and contour lighting 
luminaires integrated into architecture. Modular diffused light collection 
that highlights architectural spaces, creating compositions and 
lighting effects on floors and walls with wide choice of outputs, colour 
temperatures and colour-mixings.

Creative Linear Pixel
The linear pixel lighting family of narrow LED video bars is ideal for 
integrating video into stage and set designs, interiors, exteriors and 
custom set elements. Media facade line range allows endless pattern 
and graphic arrangements and offers customizable pixel mapping 
solutions with DMX 512 and RDM protocol. Perfect viewing without pixel 
gaps or shadows at connection points.

Pillars
Emphasize the structural aesthetics of buildings with pillar luminaires 
and create effective eye-catchers. Pillars play an important role in the 
design of residential buildings, bridges and gardens.

Handrail
The handrail luminaires create welcoming atmosphere and enhance 
safety with the original slim spotlight. The system is designed 
specifically for external stairways in urban areas. The system includes 
durable and long-lasting LED lighting in a railing.
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Easy control
With the use of next-generation live or stand-alone interfaces, our systems can connect to 
iPhone, iPod Touch or iPad to the same Wi-Fi network remotely.

Project approach and commissioning
The company team studies each project with a unique approach and creates custom-
made systems that allow greater integration into the architecture. BSI® provides final 
commissioning for the projects.

System monitoring
Voltage Monitoring, Temperature Monitoring, Status Monitoring, Power Cycle Monitoring, 
Lumen-Maintenance Life Monitoring. Our monitoring systems sends automatic failure 
alerts and status notifications to minimize operational risks.

Customization options
The products can be tailored on each project for a unique solution. Full customization 
options are available for pixel pitch and length of items give flexibility in adapting into 
various architectural surroundings and display effects such as text, graphic and video.

Dynamic lighting
BSI® offers tuneable white systems, allowing you to change the character of a space using 
variable colour temperatures from warm 2700K to cool 6500K.

Right colour
Option of choosing RGBW as an alternative to RGB is available, providing a mix of RGB 
with cool or warm white colours.
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Corporate
Soul of architectural lighting: This is our philosophy.

BSI® Lighting Technologies designs and manufactures creative lighting 
solutions for the international architectural market. The company is built 
on a solid basis of experience and a range of dynamic lighting solutions.

BSI® Lighting Technologies offers a wide range of services, from 
consultation and advice to architects and architectural lighting designers 
during the initial project design phase to helping to identify and develop 
technology solutions, customized products, or custom-designed, project-
specific products.

Our product range includes architectural outdoor lighting from light 
columns to bollards, post-top luminaires, façade lighting systems, 
floodlights and wall & ceiling luminaires. Each product in the BSI® 
range has been developed by our technical team in collaboration with 
specialist partners. The range combines performance-driven design, 
appealing aesthetics and consistent quality.
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History
A story of genuine passion for lighting.

Since our start in 2004 with architectural outdoor lighting, it has been a unique journey. BSI® Lighting has continued to 
innovate with intelligent LED luminaires and has become known for its production flexibility and customization capabilities.

Our extensive range of lighting solutions provides designers and architects with the tools necessary to create exquisite 
lighting installations.

Thanks to our successful history and decades of relationships with countless customers, BSI® is today a reference point for 
its style, characterized by continuous innovation and passionate attention to customers’ needs.

Our Values
Safety, elegance and sophistication: Our guidelines for manufacturing lights.

Light shapes human experience. We value collaboration with our community and seek ideas that shape the future 
responsibly, sustainably and for the benefit of our world. We help our clients realize and enhance their visions of architecture 
while promoting human health, sustainability, energy efficiency and innovation.

Our commitment to quality, R&D and flexibility allows us to offer unique and innovative lighting solutions and high-quality 
products on the international level.

BSI Group
Made in Turkiye
BSI® Lighting Technologies is a Turkish lighting group that develops, manufactures and distributes professional lighting 
solutions for the global market.
We are proud of our strong production capacity and the group brands BSI Lighting and MSM Lighting have been 
manufacturing lighting systems for over 20 years.
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Smart Lighting 
Technologies
The capabilities in manufacturing lighting solutions make it a natural 
fit with BSI® further strengthening our ability to offer our customers 
integrated and high-value options for professional lighting.

BSI® Lighting Technologies is an independent and flexible 
supplier whose know-how and knowledge is operating in many 
industry verticals all over the globe. BSI® has the full flexibility and 
processes to cooperate with its business partners wherever they 
are located.

Solid Experience
BSI® Lighting Technologies collaborates with landscape designers, 
architects, lighting designers and lighting specifiers to develop 
custom lighting solutions specific to their needs. Having an in-house 
design staff increases productivity and gives the client all the tools 
necessary to bring their ideas to life.

The company was created to complement a variety of design styles 
for urban, public, hospitality, commercial and residential spaces. We 
strive to provide our clients with innovative designs, precision work 
and unique materials. BSI® is committed to energy efficiency in 
design and the use of renewable and reclaimable resources.
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Engineered For Quality
BSI® Lighting Technologies develops and manufactures the entire 
product range with the expertise of electronics, mechanics, software 
and optics under one roof.

With an in-house team of engineers and product designers as 
well as its own research and development department, BSI® 
Lighting Technologies has decades of experience in the design 
and development of LED-based products for a wide range of 
applications.

Research & Development
BSI® Lighting Technologies has extensive experience in designing 
luminaires for a range of extreme environments.

With a growing portfolio of products and an increasingly 
comprehensive range of services, our investment in Research and 
Technology is very important.

The company has grown steadily over the years, thanks to a 
continuous focus on research and development and close control of 
the entire manufacturing process.

Lighting Design
The company team studies each project with a unique approach 
and creates custom-made systems that allow greater integration 
into the architecture.

BSI® Lighting Technologies follows smart, sustainable and 
ecologically responsible outdoor lighting principles using new 
technologies and best practices in lighting design.

We provide the most current research and information to our clients 
on smart lighting solutions based on their performance and real 
effectiveness.

Sustainability
BSI® Lighting Technologies offers a comprehensive portfolio for the 
implementation of sustainable architectural lighting solutions.

We are aware that sustainability is not a static goal, but a complex 
objective with various levels of interdependence between the 
environment, economy and society.

We therefore strive to grow as a company while trying to minimize 
negative social and environmental impacts.
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For detailed information about the 
iAxis Mono Surface
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Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iAxis Mono Surface

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9154253 12W 59 50 75 - 90 335

AR9154255 24W 59 50 75 - 90 635

AR9154257 36W 59 50 75 - 90 935

AR9154258 48W 59 50 75 - 90 1235

AR9154412 12W 59 50 75 - 90 535

AR9154414 24W 59 50 75 - 90 1035

AR9154416 36W 59 50 75 - 90 1535

AR9154551 18W 59 50 75 - 90 1035

AR9154552 9W 59 50 75 - 90 535
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. End- to-end connection via power connectors. Includes 
adjustable mounting brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface.

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis RGB-RGBW Surface

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative 
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility and feature 
superb color mixing and uniform light distribution.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis RGB-RGBW Surface

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9155331/RGB 18W 59 50 75 - 90 635

AR9155332/RGB 27W 59 50 75 - 90 935

AR9155333/RGB 36W 59 50 75 - 90 1235

AR9155334/RGB 45W 59 50 75 - 90 1535

AR9155335/RGBW 16W 59 50 75 - 90 675

AR9155336/RGBW 24W 59 50 75 - 90 1035

AR9155337/RGBW 36W 59 50 75 - 90 1535
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. End- to-end connection via power connectors. Includes 
adjustable mounting brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.

25

b s i l i g h t i n g . c o m



iA
xis

For detailed information about the 
iAxis Dynamic Surface

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. Graze 
intelligent white luminaires offer channels of cool, neutral, 
and warm white LEDs that enable color temperatures from 
2200K to 6500K.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Dynamic Surface

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9156331 18W 59 50 75 - 90 635

AR9156332 27W 59 50 75 - 90 935

AR9156333 36W 59 50 75 - 90 1235

AR9156334 45W 59 50 75 - 90 1535

AR9156401 16W 59 50 75 - 90 675

AR9156411 24W 59 50 75 - 90 1035

AR9156412 36W 59 50 75 - 90 1535
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. End to-end connection via power connectors. Includes 
adjustable mounting brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis LV Surface

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. The new 
iAxis LV series luminaires, with a robust housing suitable for 
outdoor use, offer high light output and are available in both 
wallwashing and grazing effects.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iAxis LV Surface

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9157251 24W 60 65 95 335

AR9157252 48W 60 65 95 635

AR9157253 72W 60 65 95 935

AR9157254 96W 60 65 95 1235

AR9157411 24W 60 65 95 535

AR9157412 48W 60 65 95 1035

AR9157413 60W 60 65 95 1285

AR9157414 72W 60 65 95 1535

AR9157415 96W 60 65 95 2035

AR9157551 36W 60 65 95 1035
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. End to- end connection via power connectors. Includes 
adjustable mounting brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK09

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis Mini Surface

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. Featuring 
very compact and slim housing for convenient installation in 
confined or remote spaces. Its elegant profile and versatile 
configuration meet the requirements of a powerful but easily 
customizable luminaire.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight plug and T-connector options ensure easy, 
fast and secure installation. The robust luminaire fits 
seamlessly into the architecture.

iAxis Mini Surface

Codes Power A (mm) B (mm) L (mm)

AR9158411 6W 34 34 264

AR9158251 12W 34 34 314

AR9158252 18W 34 34 464

AR9158412 24W 34 34 514

AR9158253 24W 34 34 614

AR9158413 18W 34 34 764

AR9158254 36W 34 34 914

AR9158414 24W 34 34 1014

AR9158255 48W 34 34 1214

AR9158415 30W 34 34 1264
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. End-to-end connection via plug 
connectors. Includes adjustable or fixed mounting brackets.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class III

LED 18-54W
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For detailed information about the 
iAxis Edge Surface

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
High Performance and Innovative
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. Featuring 
very compact and slim housing for convenient installation in 
confined or remote spaces. Its elegant profile and versatile 
configuration meet the requirements of a powerful but easily 
customizable luminaire.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight plug and T-connector options ensure easy, 
fast and secure installation. The robust luminaire fits 
seamlessly into the architecture.
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iAxis Edge Surface

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9152713 12W 59 39 75 - 90 335

AR9152715 24W 59 39 75 - 90 635

AR9152717 36W 59 39 75 - 90 935

AR9152718 48W 59 39 75 - 90 1235

AR9152720 12W 59 39 75 - 90 535

AR9152722 24W 59 39 75 - 90 1035

AR9152724 36W 59 39 75 - 90 1535

AR9152725 18W 59 39 75 - 90 1035

AR9152726 9W 59 39 75 - 90 535

A

L
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C
B
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. End-to-end connection via 
power connectors. Includes adjustable mounting brackets.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class III

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
BS Linus DA

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Compact and High Performance
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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A BS Linus DA

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9344501 MONO 22W 45 58 77 - 109 600

AR9344502 MONO 31W 45 58 77 - 109 900

AR9344503 MONO 47W 45 58 77 - 109 1200

AR9344601 RGB 35W 45 58 77 - 109 600

AR9344602 RGB 50W 45 58 77 - 109 900

AR9344603 RGB 70W 45 58 77 - 109 1200

AR9344701 TUNABLE 22W 45 58 77 - 109 600

AR9344702 TUNABLE 31W 45 58 77 - 109 900

AR9344703 TUNABLE 47W 45 58 77 - 109 1200

WALL
MOUNT

GROUND
MOUNT

A
L

C

A

C

B

B

A
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18 degree

25 degree

30x90 degree

60x110 degree

90x110 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone rubber gaskets. End- 
to-end connection via power connectors. Includes adjustable mounting 
brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 198-264 V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface, RGB DMX 512

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
BS Linus VA

Defining architectural spaces with precision optics. 
Architectural LED Washer range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Compact and High Performance
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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BS Linus VA

Codes Power A (mm) B (mm) C (mm) L (mm)

AR9466201 MONO 12W 45 58 77 - 109 320

AR9466202 MONO 24W 45 58 77 - 109 610

AR9466203 MONO 36W 45 58 77 - 109 910

AR9466204 MONO 48W 45 58 77 - 109 1200

AR9466301 RGB 28W 45 58 77 - 109 610

AR9466302 RGB 38W 45 58 77 - 109 910

AR9466303 RGB 54W 45 58 77 - 109 1200

AR9466401 TUNABLE 14W 45 58 77 - 109 610

AR9466402 TUNABLE 21W 45 58 77 - 109 910

AR9466403 TUNABLE 28W 45 58 77 - 109 1200

WALL
MOUNT

GROUND
MOUNT
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17 degree

25 degree

35 degree

45x20 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. End- to-end connection via power connectors. Includes 
adjustable mounting brackets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 198-264 V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface, RGB DMX 512

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis String

Defining architectural spaces with precision optics. The 
system has been developed for use in a wide variety of 
large-scale outdoor architectural lighting projects requiring 
wall grazing and wall wash lighting where the building 
surfaces are non-linear with curved profiles and facades.
High Performance and Creative
High performance and modular wall washing and wall 
grazing luminaires with impressive creativity.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Versatile and Easy to Install
Featuring very compact and slim housing for convenient 
installation in confined or remote spaces. Its elegant profile 
and versatile configuration meet the requirements of a 
powerful but easily customizable luminaire.
The watertight plug and T-connector ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.
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ng iAxis String

Codes Power A (mm) B (mm) L (mm)

AR91593 1 Module 2W 34 34 70

AR91594 1 Module 4W 34 34 120

AR91595 12 Modules 24W 34 34 1000

AR91596 6 Modules 24W 34 34 1000

AR91597 24 Modules 48W 34 34 2000

AR91598 12 Modules 48W 34 34 2000

A

B

L
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant encapsulated thermoplastic housing with stainless 
steel screws (A4 grade) durable and exhibits superior resistance 
to external factors including UV radiation. Withstands changing 
temperature, humidity or sunlight and extreme weather conditions. 
Operates with a remote driver. Product can be angled up to 45 
degrees. 6 or 12 Units for 1000mm and 12 or 24 Units for 2000mm.

LED MacAdam Step 3

Nominal Voltage 6V DC / 12V DC / 72V DC / 144V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class III

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis Mono Recessed

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Innovative
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Mono Recessed

Codes Power A (mm) 
Frameless

A (mm)  
With Frame B (mm) L (mm) 

Frameless
L (mm)     

With Frame

AR8122251 12W 64 92 85 314 367

AR8122253 24W 64 92 85 614 667

AR8122255 36W 64 92 85 914 967

AR8122411 12W 64 92 85 514 567

AR8122413 24W 64 92 85 1014 1067

AR8122415 36W 64 92 85 1514 1567

AR8122416 9W 64 92 85 514 567

AR8122417 18W 64 92 85 1014 1067
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Power unit is built in. End-to-end connection via power 
connectors. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis Mono Recessed Inox

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Innovative
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Mono Recessed Inox

Codes Power A (mm) B (mm) L (mm)

AR8122451 12W 92 85 367

AR8122453 24W 92 85 667

AR8122455 36W 92 85 967

AR8122511 12W 92 85 567

AR8122513 24W 92 85 1067

AR8122515 36W 92 85 1567

AR8122516 9W 92 85 567

AR8122517 18W 92 85 1067

Frameless With Frame

L LA

A A

A

B B
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Steel frame with 316 recessed box. Power unit is built in. End-
to-end connection via power connectors.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis RGB-RGBW Recessed

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Innovative
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility and feature 
superb color mixing and uniform light distribution.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis RGB-RGBW Recessed

Codes Power A (mm) 
Frameless

A (mm)  
With Frame B (mm) L (mm) 

Frameless
L (mm)     

With Frame

AR8122251 RGB 12W 64 92 85 520 567

AR8122253 RGB 24W 64 92 85 1020 1067

AR8122255 RGB 36W 64 92 85 1520 1567

AR8122257 RGB 27W 64 92 85 920 967

AR8122258 RGB 36W 64 92 85 1220 1267

AR8122259 RGB 45W 64 92 85 1520 1567

AR8122260 RGBW 12W 64 92 85 520 567

AR8122261 RGBW 24W 64 92 85 1020 1067

AR8122262 RGBW 36W 64 92 85 1520 1567

AR8122264 RGBW 24W 64 92 85 920 967

AR8122265 RGBW 32W 64 92 85 1220 1267

AR8122266 RGBW 40W 64 92 85 1520 1567
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Power unit is built in. End-to-end connection via power 
connectors. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.

8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

45

b s i l i g h t i n g . c o m



iA
xis

For detailed information about the 
iAxis RGB-RGBW Recessed Inox

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Innovative
High performance and compact linear wall washing and wall 
grazing luminaires with impressive versatility and feature 
superb color mixing and uniform light distribution.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis RGB-RGBW Recessed Inox

Codes Power A (mm) B (mm) L (mm)

AR8122351 RGB 12W 92 85 567

AR8122353 RGB 24W 92 85 1067

AR8122355 RGB 36W 92 85 1567

AR8122357 RGB 27W 92 85 967

AR8122358 RGB 36W 92 85 1267

AR8122359 RGB 45W 92 85 1567

AR8122360 RGBW 12W 92 85 567

AR8122361 RGBW 24W 92 85 1067

AR8122362 RGBW 36W 92 85 1567

AR8122364 RGBW 24W 92 85 967

AR8122365 RGBW 32W 92 85 1267

AR8122366 RGBW 40W 92 85 1567
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Stainless steel frame with 316 recessed box. Power unit is 
built in. End-to-end connection via power connectors. 

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.

8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree
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For detailed information about the 
iAxis Dynamic Recessed

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
Versatile and High Impact
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. Graze 
intelligent white luminaires offer channels of cool, neutral, 
and warm white LEDs that enable color temperatures from 
2200K to 6500K.

Innovative light sources and precise optical systems combine to form a high 
impact and low maintenance lighting system. Striking dynamic lighting scenarios 
can be controlled via the DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.
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iAxis Dynamic Recessed

Codes Power A (mm) 
Frameless

A (mm)  With 
Frame B (mm) L (mm) 

Frameless
L (mm)     

With Frame

AR8124331 12W 64 92 85 520 567

AR8124333 24W 64 92 85 1020 1067

AR8124401 36W 64 92 85 1520 1567

AR8124403 27W 64 92 85 920 967

AR8124411 36W 64 92 85 1220 1267

AR8124412 45W 64 92 85 1520 1567
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Power unit is built in. End-to-end connection via power 
connectors. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis Dynamic Recessed Inox

Defining architectural spaces with precision optics. 
Architectural in-ground linear LED Washer range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
Versatile and High Impact
High performance and compact linear wall washing and 
wall grazing luminaires with impressive versatility. Graze 
intelligent white luminaires offer channels of cool, neutral, 
and warm white LEDs that enable color temperatures from 
2200K to 6500K.
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system. 
Striking dynamic lighting scenarios can be controlled via the 
DMX-RDM protocol.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Dynamic Recessed Inox

Codes Power A (mm) B (mm) L (mm)

AR8124631 12W 92 85 567

AR8124633 24W 92 85 1067

AR8124701 36W 92 85 1567

AR8124703 27W 92 85 967

AR8124711 36W 92 85 1267

AR8124712 45W 92 85 1567
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8 degree 30 degree

10x60 degree 45 degree

12 degree 60 degree

18x38 degree 90 degree

Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Stainless steel frame with 316 recessed box. Power unit is 
built in. End-to-end connection via power connectors.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.
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For detailed information about the 
iAxis Diffused Recessed

Linear ground-recessed luminaire for outdoor installation. 
Architectural LED in-ground linear range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Versatile and High Impact
Extremely versatile walk-over and drive-over linear luminaire 
with diffused lighting effects.
Innovative light sources and efficient design combine to form 
a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Diffused Recessed

Codes Power A (mm) 
Frameless

A (mm)  
With Frame B (mm) L (mm) 

Frameless
L (mm)     

With Frame

AR812601 18W 64 92 85 1014 1067

AR812602 36W 64 92 85 1014 1067

AR812603 9W 64 92 85 514 567

AR812604 18W 64 92 85 514 567
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Power unit is built in. End-to-end connection via power 
connectors. Includes recessing box. 

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface 

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.

Diffused Beam
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For detailed information about the 
iAxis Diffused Recessed Inox

Linear ground-recessed luminaire for outdoor installation. 
Architectural LED in-ground linear range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Versatile and High Impact
Extremely versatile walk-over and drive-over linear luminaire 
with diffused lighting effects.
Innovative light sources and efficient design combine to form 
a high impact and low maintenance lighting system.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iAxis Diffused Recessed Inox

Codes Power A (mm) B (mm) L (mm)

AR812701 18W 92 85 1067

AR812702 36W 92 85 1067

AR812703 9W 92 85 567

AR812704 18W 92 85 567

54

Linear Recessed



Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Steel frame with 316 recessed box. Power unit is built in. End-
to-end connection via power connectors.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface 

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598-1 and relevant standards.

Diffused Beam
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For detailed information about the 
iLinex S Recessed

Linear slim ground-recessed luminaire for outdoor 
installation. Architectural LED in-ground linear range 
inspires architects, designers and system integrators with 
its exceptional quality, homogeneous light output and 
remarkable creativity.
Compact and High Performance
Extremely versatile walk-over and drive-over linear luminaire 
with diffused lighting effects.
Innovative light sources and efficient design combine to form 
a high impact and low maintenance lighting system.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iLinex S Recessed

Codes Power A (mm) B (mm) L (mm)

AR8081 6W 22 60 1000

AR8082 10W 22 60 1000

AR8083 14W 22 60 1000
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof connectors 
and recessing box. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class III

Complies with EN60598-1 and relevant standards.

Diffused Beam
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For detailed information about the 
iLinex S Recessed Inox

Linear slim ground-recessed luminaire for outdoor 
installation. Architectural LED in-ground linear range 
inspires architects, designers and system integrators with 
its exceptional quality, homogeneous light output and 
remarkable creativity.
Versatile and High Impact
Extremely versatile walk-over and drive-over linear luminaire 
with diffused lighting effects.
Innovative light sources and efficient design combine to form 
a high impact and low maintenance lighting system.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iLinex S Recessed Inox

Codes Power A (mm) B (mm) L (mm)

AR8181 6W 22 60 1000

AR8182 10W 22 60 1000

AR8183 14W 22 60 1000

L
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Technical Features

Corrosion resistant stainless steel body (316) with stainless steel 
screws (A4 grade) and silicone rubber gaskets. Operates with a remote 
driver. Includes waterproof connectors and recessed box. BSILINEA® 
LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class III

Complies with EN60598-1 and relevant standards.

Diffused Beam
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For detailed information about the 
iLinex M Recessed

Linear ground-recessed luminaire for outdoor installation. 
Architectural LED in-ground linear range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Versatile and High Impact
Extremely versatile walk-over and drive-over linear luminaire 
with diffused lighting effects.
Innovative light sources and efficient design combine to form 
a high impact and low maintenance lighting system.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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iLinex M Recessed

Codes Power A (mm) B (mm) L (mm)

AR8161 10W 49 85 522

AR8162 10W 49 85 1022

AR8163 14W 49 85 522

AR8164 14W 49 85 1022

AR8165 18W 49 85 522

AR8166 18W 49 85 1022

AR8167 24W 49 85 522

AR8168 24W 49 85 1022
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof connectors 
and recessing box. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class III

Complies with EN60598-1 and relevant standards.

Diffused Beam
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Minimalistic linear luminaires suitable for facade or wall and 
ceiling direct view applications.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Robust and Compact
High protection against vandalism thanks to a robust, 
anodized aluminium housing with high a mechanical impact 
rating.
Exceptional performance and compact dot-free, 
homogeneous light emission surface with impressive 
versatility.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight connector system ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.

For detailed information about the 
iLevel

ile
ve

l
iL

ev
el

iLevel

Codes Power A (mm) B (mm) L (mm)

AR6071 10 / 14 / 16 / 18W 19 17 1000

AR6072 10 / 14 / 16 / 18W 19 21 1000

AR6073 10 / 14 / 16 / 18W 19 20 1000

AR6074 10 / 14 / 16 / 18W 19 21 1000

AR6075 10 / 14 / 16 / 18W 19 25 1000

AR6076 10 / 14 / 16 / 18W 19 35 1000

AR6077 10 / 14 / 16 / 18W 19 60 1000

AR6078 10 / 14 / 16 / 18W 22 60 1000

AR6079 10 / 14 / 16 / 18W 36 60 1000

AR6071 AR6072 AR6073 AR6074 AR6075 AR6076 AR6077 AR6078 AR6079

B

B B B B B B
B B B

A

A A A A A A

A A
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof connectors 
and mounting bracket. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class III

Complies with EN60598 and relevant standards.

120 degree
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Minimalistic linear luminaires suitable for facade or wall and 
ceiling direct view applications.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Robust and High-Performance
High protection against vandalism thanks to a robust, 
anodized aluminium housing with high a mechanical impact 
rating.
Exceptional performance and compact dot-free, 
homogeneous light emission surface with impressive 
versatility.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight connector system ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.

For detailed information about the 
iRinga
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iRinga

Codes Power A (mm) B (mm) L (mm)

AR4401 12W 21 30 1000

AR4402 12W 21 65 1000

AR4403 18W 21 30 1000

AR4404 18W 21 65 1000

L

B

A

L A

A

A

B

TOP VIEW

TOP VIEW

FRONT VIEW

FRONT VIEW

LEFT VIEW

LEFT VIEW
AR4401 - AR4403  

AR4402 - AR4404  
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof connectors 
and mounting bracket. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class III

Complies with EN60598 and relevant standards.

10 degree
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Minimalistic linear luminaires suitable for facade or wall and 
ceiling direct view applications.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Robust and Compact
High protection against vandalism thanks to a robust, 
anodized aluminium housing with high a mechanical impact 
rating.
Exceptional performance and compact dot-free, 
homogeneous light emission surface with precise light 
control thanks to the high-quality optical options. 
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight connector system ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.

For detailed information about the 
iFluance
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iFluance

Codes Power A (mm) B (mm) L (mm)

AR4482 18W 23 18 1000

AR4484 18W 23 28 1000

AR4486 18W 23 53 1000

AR4486

A
L

B
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AL

AR4484

AR4482

B
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof connectors 
and mounting bracket. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class III

Complies with EN60598 and relevant standards.

30x95 degree

90x110 degree

Asymmetric

Asymmetric
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Encapsulated linear luminaires suitable for facade or wall 
and ceiling direct view applications.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Sleek and High-Performance
Efficient design luminaire that features tremendous 
modularity and ease of use. BS Sleekline is made of 
anodized aluminum, resulting in a form with simplicity 
matches its function.
Exceptional performance and compact dot-free, 
homogeneous light-emitting surface with polyurethane 
encapsulation make it more resistant to salt water, UV light 
and solvents.

Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power supply unit, is 
optionally available with DMX or DALI control or in the user-friendly On-Off 
version.
The watertight connector system ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

For detailed information about the 
BS Sleekline
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BS Sleekline

Codes Power A (mm) B (mm) L (mm)

AR763301 6W 28 40 1000

AR763302 8W 28 40 1000

AR763303 12W 28 40 1000

AR763304 16W 28 40 1000

AR763401 6W 28 50 1000

AR763402 8W 28 50 1000

AR763403 12W 28 50 1000

AR763404 16W 28 50 1000

A L

B
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW- 6060) with stainless steel screws (A4 grade) and silicone 
rubber gaskets. Operates with a remote driver. Includes waterproof 
connectors. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam

69

b s i l i g h t i n g . c o m



Minimalistic linear luminaires suitable for facade or wall and 
ceiling direct view applications.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Robust and High-Performance
High protection against vandalism thanks to a robust, 
anodized aluminium housing with high a mechanical impact 
rating.
Exceptional performance and compact dot-free, 
homogeneous light emission surface with impressive 
versatility.

Compact Design and Easy to Install
The compact luminaire, which is equipped with an external power supply unit, 
is optionally available with DMX or DALI control or in the user-friendly On-Off 
version.
The watertight connector system ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

For detailed information about the 
BS Line
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BS Line

Codes Power A (mm) B (mm) L (mm)

AR9658101 MONO 7W 28 65 500

AR9658102 MONO 14W 28 65 1000

AR9658103 MONO 21W 28 65 1500

AR9658104 MONO 28W 28 65 2000

AR9659101 RGB 7W 28 65 500

AR9659102 RGB 14W 28 65 1000

AR9659103 RGB 21W 28 65 1500

AR9659104 RGB 28W 28 65 2000

A

B

B
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VIEW

FRONT
VIEW

L
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Electronic power unit is built in. End-to-end connection via 
power connectors. Includes recessing box. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused Beam
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LED luminaire for outdoor architectural lighting with a 
perfectly homogeneous and dot-free light surface.
Architectural flexible LED linear range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Solid and Versatile
Encapsulated luminaire with excellent durability, solid 
construction and chemical resistance. Pario can be 
manufactured in custom lengths using a wide range of LED 
colours and brightness to meet your design requirements.
Exceptional performance and compact dot-free, 
homogeneous light emission surface with impressive 
versatility.
Slim Design and Easy to Install
The slim luminaire, which is equipped with an external power 
supply unit, is optionally available with DMX or DALI control 
or in the user-friendly On-Off version.
The watertight connector system ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.

For detailed information about the 
Pario Neon
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Pario Neon

Codes Power A (mm) B (mm) L (mm) Colour Temperature

AR187751 10W 8 16 1000 3000K - 4000K

AR187761 10W 8 16 1000 RGB

A

B
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Technical Features

Super Bright NICHIA LEDs mounted on a circuit board bonded 
with Polyimide Film for exceptional insulating. Ultra Flexible and 
unbreakable PVC jacket housing to enhance thermal conductivity.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP66

Impact Resistance IK08

Insulation Class III

Complies with EN60598 and relevant standards.

Diffused Beam
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For detailed information about the 
iAxis PX
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iAxis PX

Codes Power Colour Temperature A (mm) B (mm) H (mm) L (mm) 

iAxis PX 10W RGB / RGBW / DW 33 45 73 1000

iAxis PX 15W RGB / RGBW / DW 33 45 73 1000

Encapsulated linear pixel luminaires designed to highlight 
the exceptional character of large-scale architectural 
structures and spaces such as skyscrapers, stadiums, theme 
parks, bridges, airports, and shopping malls. iAxis PX video 
pixel linear engineered to provide powerful pixel mapping 
and media effects. It is a versatile tool for linear and radial 
installations where high-visibility and a very flexible setup are 
essential.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Sleek and High-Performance
Efficient design luminaire that features tremendous 
modularity and ease of use. iAxis PX is made of anodized 
aluminum, resulting in a form with simplicity matches 
its function. Available in different lengths with multiple 
accessories like opal lenses, brackets, and extension cables.
Exceptional performance and compact dot-free, 
homogeneous light-emitting surface with polyurethane.

Functional and Easy to Install
Thanks to its ultra-flat profile, it blends perfectly into any architectural 
environment and is characterized by its functionality, versatility and exceptional 
appearance. By integrating exceptional pixel mapping features, it allows to 
create 3D elements and abstract images with solid artistic impact.
The watertight connector system ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

L A

H B
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW- 6060) with stainless steel screws (A4 grade) and silicone 
rubber gaskets. Operates with a remote driver. Includes waterproof 
connectors. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP66

Impact Resistance IK10

Insulation Class I  I

Complies with EN60598-1 and relevant standards.

Diffused Beam
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For detailed information about the 
Sword PX
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Encapsulated linear pixel luminaires designed to highlight 
the exceptional character of large-scale architectural 
structures and spaces such as skyscrapers, stadiums, theme 
parks, bridges, airports, and shopping malls. Sword PX video 
pixel linear engineered to provide powerful pixel mapping 
and media effects. It is a versatile tool for linear and radial 
installations where high-visibility and a very flexible setup are 
essential.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Sleek and High-Performance
Efficient design luminaire that features tremendous 
modularity and ease of use. Sword PX is made of anodized 
aluminum, resulting in a form with simplicity matches 
its function. Available in different lengths with multiple 
accessories like opal lenses, brackets, and extension cables.
Exceptional performance and compact dot-free, 
homogeneous light-emitting surface with polyurethane 
encapsulation make it more resistant to salt water, UV light 
and solvents.
Functional and Easy to Install
Thanks to its ultra-flat profile, it blends perfectly into any 
architectural environment and is characterized by its 
functionality, versatility and exceptional appearance. By 
integrating exceptional pixel mapping features, it allows to 
create 3D elements and abstract images with solid artistic 
impact.
The watertight connector system ensures easy, fast and 
secure installation. The robust luminaire fits seamlessly into 
the architecture.

Sword PX

Codes Power Colour Temperature A (mm) B (mm) L (mm) 

AR106611 DIRECT 15 W/m RGB / RGBW / DW 31 45,5 300 / 600 / 900 /1200

AR106613 RADIUS 15 W/m RGB / RGBW / DW 31 65,5 300 / 600 / 900 /1200

AR106615 ROUND 15 W/m RGB / RGBW / DW 50 94 300 / 600 / 900 /1200

AR106617 FLAT 15 W/m RGB / RGBW / DW 31 65,5 300 / 600 / 900 /1200

L

SWORD PX FLAT

SWORD PX ROUND

SWORD PX DIRECT

SWORD PX RADIUS
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Technical Features

Corrosion resistant extruded anodized aluminium housing with stainless steel 
screws and silicone rubber gaskets. Back connection via XLR connectors and 
no gaps between two products. Includes adjustable mounting brackets. Confirms 
vibration standards for bridge applications.

High efficiency 3 in 1 Chip RGB LEDs, 4 in 1 Chip RGBW LEDs, color 
temperatures ranging from 2700 K to 6500K, LED MacAdam Step 3

Nominal Voltage 48V DC

Operating Temperature -40°C / +55°C

Control Systems DMX: USITT DMX512-1990 / RDM: 4ANSI/ESTA E1.20-2010

Protection Class IP67

Impact Resistance IK10

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam

77

b s i l i g h t i n g . c o m



For detailed information about the 
BS Line PX
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BS Line PX

Codes Power Colour Temperature A (mm) B (mm) L (mm) 

AR9732102 PX 10W/m Full On RGB 28 65 300

AR9732104 PX 10W/m Full On RGB 28 65 600

AR9732106 PX 10W/m Full On RGB 28 65 900

AR9732108 PX 10W/m Full On RGB 28 65 1200

AR9732110 PX 10W/m Full On RGB 28 65 1500
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Encapsulated linear pixel luminaires designed to highlight the 
exceptional character of large-scale architectural structures 
and spaces such as skyscrapers, stadiums, theme parks, 
bridges, airports, and shopping malls. BS Line PX video 
pixel linear engineered to provide powerful pixel mapping 
and media effects. It is a versatile tool for linear and radial 
installations where high-visibility and a very flexible setup are 
essential.
Architectural LED linear range inspires architects, designers 
and system integrators with its exceptional quality, 
homogeneous light output and remarkable creativity.
Sleek and High-Performance
Efficient design luminaire that features tremendous 
modularity and ease of use. BS Line PX is made of anodized 
aluminum, resulting in a form with simplicity matches 
its function. Available in different lengths with multiple 
accessories like opal lenses, brackets, and extension cables.
Exceptional performance and compact dot-free, 
homogeneous light-emitting surface with polyurethane 
encapsulation make it more resistant to salt water, UV light 
and solvents.

Functional and Easy to Install
Thanks to its ultra-flat profile, it blends perfectly into any architectural 
environment and is characterized by its functionality, versatility and exceptional 
appearance. By integrating exceptional pixel mapping features, it allows to 
create 3D elements and abstract images with solid artistic impact.
The watertight connector system ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and epoxy resin. 
Operates with a remote driver. Includes waterproof connectors and 
mounting bracket.

High efficiency 42 LEDs Per Meter with in LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK09

Insulation Class III

Complies with EN60598 and relevant standards.

Diffused Beam
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For detailed information about the 
BS Dot
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Compact LED module providing ultra-bright spot light 
output. BS Dot is the ideal solution for displaying video files, 
stunning visual effects and graphic patterns. The luminaire 
has an adjustable pixel pitch and is suitable for outdoor use. 
It is also available with an alternative opal dome that allows 
for maximum adaptability and design flexibility.
Widely used in large-scale projects for the production of 
point-pixel solutions with direct view, such as media facade 
lighting and special lighting applications. 
Highly Efficient and Flexible
Possible to create the appearance of facades or highlight 
details. Facades illuminated with subtle coloured or properly 
white light are important elements of architecture.
This powerful outdoor LED spot for large venues enables 
long runtimes with variable pixel pitches for flexible designs.
Easy Set-Up and Innovative
Easy setup and long cable runs for clean installation. Flexible 
mounting system allows for customized solutions.  
Provides power and data transmission via input and output 
connectors. IP67 connectors are in push-lock structure and 
can be easily dismantled and assembled. There is no need 
to use extra junction-box via input and output. 

BS Dot

Codes Power Colour Temperature A (mm) B (mm) C (mm)

AR642201 6W MONO / RGB / RGBW / DW 100 85 35

AR642202 6W MONO / RGB / RGBW / DW 100 85 50

B

A
A

B

C
C

AR642201 AR642202
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) 
and silicone gaskets. Operates with a remote driver Any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam
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For detailed information about the 
Dot PD60
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Compact LED module providing ultra-bright spot light 
output. BS Dot is the ideal solution for displaying video files, 
stunning visual effects and graphic patterns. The luminaire 
has an adjustable pixel pitch and is suitable for outdoor use. 
It is also available with an alternative opal dome that allows 
for maximum adaptability and design flexibility.
Widely used in large-scale projects for the production of 
point-pixel solutions with direct view, such as media facade 
lighting and special lighting applications. 
Highly Efficient and Flexible
Possible to create the appearance of facades or highlight 
details. Facades illuminated with subtle coloured or properly 
white light are important elements of architecture.
This powerful outdoor LED spot for large venues enables 
long runtimes with variable pixel pitches for flexible designs.

Easy Set-Up and Innovative
Easy setup and long cable runs for clean installation. Flexible mounting system 
allows for customized solutions.  
Provides power and data transmission via input and output connectors. IP67 
connectors are in push-lock structure and can be easily dismantled and 
assembled. There is no need to use extra junction-box via input and output. 

Dot PD60

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) 

AR116611 5W Full On RGB / RGBW 60 90 76 49

AR116811 3W Full On DW 60 90 76 49

AR116613 5W Full On RGB / RGBW 60 90 76 72

AR116813 3W Full On DW 60 90 76 72

H H
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AR116613 - AR116813 AR116611 - AR116811
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish die cast 
aluminium housing with stainless steel screws and silicone gaskets. Operates with 
a remote driver.

High efficiency 3 in 1 Chip RGB LEDs, 4 in 1 Chip RGBW LEDs, color 
temperatures ranging from 2700 K to 6500K, LED MacAdam Step 3

Nominal Voltage 12V DC - 48V DC

Operating Temperature -40°C / +55°C

Control Systems DMX: USITT DMX 512 A / RDM: ANSI/ESTA E1.20-2010

Protection Class IP67

Impact Resistance IK08

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam
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For detailed information about the 
iErgo FL
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iErgo FL

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

FL9222 12W 3000K / 4000K 127 108 130 210 80

FL9224 24W 3000K / 4000K 127 108 130 210 80

FL9226 36W 3000K / 4000K 190 160 197 300 120

FL9228 48W 3000K / 4000K 190 160 197 300 120

FL9230 72W 3000K / 4000K 238 200 240 365 150

FL9232 108W 3000K / 4000K 238 200 240 365 150

FL9234 144W 3000K / 4000K 238 200 240 365 150

C

A B

F

H

iErgo Series provide an elegant solution for lighting various 
environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
High Performance and Creative
With precise optics, the iErgo series are used for accent 
lighting on facades or to illuminate objects from a long 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible.
Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. A wide range of attractive accessories; honeycomb 
louvre and glare shield, as well as mounting types such as 
floor, wall and pole.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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For detailed information about the 
iOvi
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FL9144 - FL9145 - FL9146
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H

FL9142 - FL9143

Earth Spike

The iOvi floodlight complements lighting at lower heights. Its 
compact size makes it ideal for lighting buildings, landscape 
areas or walkways.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Creative and Innovative
With precise optics, the iOvi series are used for accent 
lighting on facades or to illuminate objects from a medium 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. Innovative optic 
technology with special lenses provides a combination of 
comfort, power and a clear, sharp light beam. 
Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
iOvi is available with a mounting bracket which allows 
the spotlight to be precisely adjusted and tilted on site. 
The luminaire can be mounted on a wall, floor, ceiling or 
suspended to provide the best lighting solution for buildings 
and monuments.

iOvi

Codes Power Colour Temperature A (mm) B (mm) H (mm)

FL9142 3W 3000K / 4000K 92 110 125

FL9143 6W 3000K / 4000K 92 110 125

FL9144 9W 3000K / 4000K 140 170 250

FL9145 12W 3000K / 4000K 140 170 250

FL9146 18W 3000K / 4000K 140 170 250
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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For detailed information about the 
iSigma
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The iSigma floodlight is a reliable partner for any project, 
large or small. Its compact size makes it the perfect solution 
and offers more than expected.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Stylish and Creative 
A stylish but discreet spotlight that will give your outdoor 
space the accent it deserves at night. Available as a wall 
lamp or a minimalist ground spike. 
The combination of floodlights with different optics makes 
creative lighting scenarios possible. Innovative optic 
technology with special lenses provides a combination of 
comfort, power and a clear, sharp light beam. 
Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
Adjustable micro spotlight is easily integrated into the 
gardens, facades and walkways, enhances the scene with 
quality light.

iSigma

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

FL928101 3W 3000K / 4000K 66 120 125 60

FL928102 6W 3000K / 4000K 66 120 125 60

FL928103 9W 3000K / 4000K 66 120 125 60

FL928104 12W 3000K / 4000K 102 180 190 80

FL928105 18W 3000K / 4000K 102 180 190 80

FL928106 24W 3000K / 4000K 127 245 235 100

FL928107 38W 3000K / 4000K 127 245 235 100
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

15 degree 24 degree

36 degree 60 degree
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For detailed information about the 
iVio

iVi
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The iVio complements lighting at lower heights. Its ultra 
compact size makes it ideal for lighting buildings, landscape 
areas or walkways. The spotlight series for outdoor use 
stands out with its versatility and clear design language.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Creative and Innovative
The adjustable and fixable alignment ensures individual 
usability whether for illuminating walls, sculptures, logos or 
for accentuating sections of facades and objects in outdoor 
areas or for illuminating highlights in parks and gardens.
iVio offers maximum design freedom and the right mounting 
option for a flexible solution in architectural and technical 
outdoor lighting.
Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
iVio is available with a mounting bracket which allows 
the spotlight to be precisely adjusted and tilted on site. 
The luminaire can be mounted on a wall, floor, ceiling or 
suspended to provide the best lighting solution for buildings 
and monuments.

iVio

Codes Power Colour Temperature A (mm) B (mm)

FL9551 2W 3000K / 4000K 40 130

A

B
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface (External)

Protection Class IP66

Impact Resistance IK08

Insulation Class II

Complies with EN60598 and relevant standards.

30 degree
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For detailed information about the 
iCubus
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iCubsu Series provide an elegant solution for lighting 
various environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
High Performance and Creative
With precise optics, the iCubus series are used for accent 
lighting on facades or to illuminate objects from a long 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible.

Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The entire family appears in a uniform and durable modern design. A wide 
range of attractive accessories; honeycomb louvre and glare shield, as well as 
mounting types such as floor, wall and pole.

iCubus

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

FL9322 12W 3000K / 4000K 100 125 130 235 80

FL9324 24W 3000K / 4000K 100 125 130 235 80

FL9326 36W 3000K / 4000K 160 185 190 305 120

FL9328 48W 3000K / 4000K 160 185 190 305 120

FL9330 72W 3000K / 4000K 200 235 240 370 150

FL9332 108W 3000K / 4000K 200 235 240 370 150

FL9334 144W 3000K / 4000K 200 235 240 370 150

F
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI 

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree
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For detailed information about the 
iPlasma SQ
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The system enables area, sports, architectural and 
dimensional lighting to be implemented with high efficiency, 
and with maximum demands in terms of quality of light, 
functionality, design and individual needs. The family design 
has been uniformly implemented across all construction 
sizes.
The range have identical proportions, the same high quality 
of materials and appearance. Photometrically, they all 
feature the LED platform with precise light control and glare-
minimised optics, for maximum quality of lighting and finest 
visual comfort.
Refined and Elegant 
The iPlasma series offer refined floodlighting with high-
quality finish and appearance. The three versions provide a 
high degree of flexibility with high performance optics and 
precise adjustments through brackets. Compact and elegant, 
the luminaire is designed with no visible screws on the front 
of the frame to maintain the aesthetics.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. 

Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The entire family appears in a uniform and durable modern design. Thanks to 
the plug connectors, connections can be made without any special tools. 

iPlasma SQ

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm)

FL93121/S 32W 3000K / 4000K 240 200 130 260

FL93122/S 48W 3000K / 4000K 240 200 130 260

FL93123/S 54W 3000K / 4000K 240 200 130 260

FL93131/M 72W 3000K / 4000K 320 280 130 340

FL93132/M 108W 3000K / 4000K 320 280 130 340

FL93133/M 124W 3000K / 4000K 320 280 130 340

FL93141/L 164W 3000K / 4000K 410 370 130 430

FL93124/S 48W RGB 240 200 130 260

FL93134/M 96W RGB 320 280 130 340

FL93142/L 144W RGB 410 370 130 430

FL93125/S 36W RGBW 240 200 130 260

FL93135/M 72W RGBW 320 280 130 340

FL93143/L 108W RGBW 410 370 130 430
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

25x50 degree 30 degree

40 degree 45 degree

90 degree60 degree

M3 degree
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For detailed information about the 
iPlasma REC
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The system enables area, sports, architectural and 
dimensional lighting to be implemented with high efficiency, 
and with maximum demands in terms of quality of light, 
functionality, design and individual needs. The family design 
has been uniformly implemented across all construction 
sizes.
The range have identical proportions, the same high quality 
of materials and appearance. Photometrically, they all 
feature the LED platform with precise light control and glare-
minimised optics, for maximum quality of lighting and finest 
visual comfort.
Refined and Elegant 
The iPlasma series offer refined floodlighting with high-
quality finish and appearance. The three versions provide a 
high degree of flexibility with high performance optics and 
precise adjustments through brackets. Compact and elegant, 
the luminaire is designed with no visible screws on the front 
of the frame to maintain the aesthetics.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. 

iPlasma REC

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm)

FL92121/S 54W 3000K / 4000K 330 130 223 260

FL92122/S 72W 3000K / 4000K 330 130 223 260

FL92141/M 108W 3000K / 4000K 536 160 296 356

FL92142/M 144W 3000K / 4000K 536 160 296 356

FL92143/M 172W 3000K / 4000K 536 160 296 356

FL92161/L 256W 3000K / 4000K 746 160 328 378

FL92162/L 384W 3000K / 4000K 746 160 328 378

FL92181/S 96W RGB / RGBW 330 130 223 260

FL92182/M 216W RGB / RGBW 536 160 296 356

FL92183/L 256W RGB / RGBW 746 160 328 378

Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The entire family appears in a uniform and durable modern design. Thanks to 
the plug connectors, connections can be made without any special tools. 
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

25x50 degree 30 degree

40 degree 45 degree

90 degree60 degree

M3 degree
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For detailed information about the 
iClax
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FL9172 FL9174 FL9176 FL9178

Functional design with adjustable brackets and a wide 
range of optics provides a flexible approach to accent and 
architectural lighting.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Compact and Creative
With precise optics, the iClax series are used for accent 
lighting on facades or to illuminate objects from a medium 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible.

Integrated Solution and Clean Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
iClax is a compact and high-performance projector. The luminaire features a 
clean design and minimal thickness, producing a luminous flux of exceptional 
intensity and visual quality.

Louvre

iClax

Codes Power Colour Temperature A (mm) B (mm) C (mm) F (mm)

FL9171 8W MONO / RGBW / DW 90 130 105 90

FL9172 18W MONO / RGB 150 190 120 110

FL9173 24W MONO / RGB / RGBW / DW 170 210 135 110

FL9174 32W MONO / RGBW / DW 200 240 150 110
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
steel with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

18x38 degree
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For detailed information about the 
iCelia
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High-performance exterior surface mount wash lighting 
luminaire ideal for spot or flood lighting of building facades or 
large-scale architectural structures.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Compact and Creative
With precise optics, the iCelia series are used for accent 
lighting on facades or to illuminate objects from a long 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible.
Integrated Solution and Easy Installation
Plug and play built-in system with the fully integrated 
universal power supply unit. 
iCelia features a durable housing and watertight plug 
connector to ensure easy installation, ease of use and clean 
setup. It meets the latest design requirements and aesthetics 
for powerful and efficient lighting solutions that provide high 
levels of performance with reduced power consumption.

iCelia

Codes Power Colour Temperature A (mm) B (mm) F (mm)

FL9202 36W MONO / RGB / RGBW / DYNAMIC 270 110 150

FL9203 72W MONO / RGB / RGBW / DYNAMIC 270 110 150

FL9204 120W MONO / RGB / RGBW / DYNAMIC 320 130 150

FL9205 170W MONO / RGB / RGBW / DYNAMIC 320 130 150
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
steel with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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For detailed information about the 
Procolour 60 RGBW
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Powerful and outdoor rated floodlight with high lumen output 
and excellent color consistency. Procolour 60 floodlights 
are excellent solution for accent lighting, spot lighting, wall 
washing, facade lighting applications and widely used in 
illuminating historical places, monuments, smaller structures 
in parks and areas. 
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Hi-Tech and Durable
The luminaire consists of 6 High Power RGBW LEDs (4 in 
1 Chip). Available in 3 different beam angles and provides 
easy setup and programming with standard DMX512 and 
RDM without special or complex communication protocols.
Designed to meet the challenging requirements of exterior 
applications with their robust and durable structure. It is 
resistant to shock, vibration and other harsh conditions 
through die-cast aluminium body and tempered glass cover. 
Integrated Solution and Versatile
Plug and play built-in system with the fully integrated 
universal power supply unit. 
Available with a mounting bracket which allows the spotlight 
to be precisely adjusted and tilted. The mounting apparatus, 
which can move on the fixture, is oriented and secured 
with a stable gear system at 6° angles, thus maintaining its 
position with a sturdy lock.

Procolour 60 RGBW

Codes Power Colour Temperature A (mm) B (mm) H (mm)

FL6001RGBW 60W RGBW 145 120 173
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) 
and silicone gaskets. Adjustable and lockable with 6 degree angle. 
Evaporated with PG9 Stainless Steel Cable Glands&Ventilation Plug. 
Power unit is built in. Available in silver gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 90 ~ 264VAC 50/60Hz Universal AC input

Operating Temperature -40°C / +55°C

Control Systems USITT DMX 512 A

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10 degree 25 degree

35 degree
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For detailed information about the 
iCross
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The iCross floodlight complements lighting at lower heights. 
Its compact size makes it ideal for lighting buildings, 
landscape areas or walkways.
Architectural floodlight range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Compact and Creative
With precise optics, the iCross series are used for accent 
lighting on facades or to illuminate objects from a medium 
distance.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. Innovative optic 
technology with special lenses provides a combination of 
comfort, power and a clear, sharp light beam. 
Integrated Solution and Multi-Purpose
Plug and play built-in system with the fully integrated 
universal power supply unit. 
iCross is available with a mounting bracket which allows 
the spotlight to be precisely adjusted and tilted on site. 
The luminaire can be mounted on a wall, floor, ceiling or 
suspended to provide the best lighting solution for buildings 
and monuments.

iCross

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

FL9772 12W 3000K / 4000K 150 100 220 120

FL9774 18W 3000K / 4000K 150 100 220 120

A B

F F

H
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree

105

b s i l i g h t i n g . c o m



BS
 B

ea
me

r

For detailed information about the 
BS Beamer
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BS Beamer presents a harmonious combination of ease of 
use and elegant design, an aesthetic and flexible addition to 
versatile lighting, a solution for architectural lighting projects 
that emphasize shapes, volumes and colours.
Designed to illuminate the facades of historical buildings and 
modern elements of urban architecture.
Highly Efficient and Compact
Thanks to RGBW technology, it is possible to create 
the appearance of facades or highlight details. Facades 
illuminated with subtle coloured or properly white light are 
important elements of architecture.
Multicolor LED floodlight features highly efficient optics 
and delivers remarkable performance at medium to long 
distances from the extremely compact housing.

Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The entire family appears in a uniform and durable modern design. Thanks to 
the plug connectors, connections can be made without any special tools. 

A

H

B

BS Beamer

Codes Power Colour Temperature A (mm) B (mm) H (mm)

FL922203 36W RGB / RGBW / DW 171 123 213

FL922204 72W RGB / RGBW / DW 171 123 213
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
steel with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 15 degree

30 degree 45 degree
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For detailed information about the 
BS Vision
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The system enables area, sports, architectural and 
dimensional lighting to be implemented with high efficiency, 
and with maximum demands in terms of quality of light, 
functionality, design and individual needs. The family design 
has been uniformly implemented across all construction 
sizes.
The range have identical proportions, the same high quality 
of materials and appearance. Photometrically, they all 
feature the LED platform with precise light control and a 
variety of optics, for maximum quality of lighting and finest 
visual comfort.
Modular and High Performance
BS Vision RGBW LED Floodlight is available with a wide 
range of combinable optics, providing maximum flexibility in 
lighting design and ideal for stadiums, arenas, convention 
centers, high rise buildings, bridges, shows, sports, or any 
event that requires an ultra-bright and super long throw 
luminaire.
The combination of floodlights with different optical options 
allows creative lighting scenarios in all multifunctional spaces 
and events such as shows and concerts.
Integrated Solution and Elegant Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. Thanks to the plug connectors, connections can be 
made without any special tools.

A B

H

BS Vision

Codes Power Colour Temperature A (mm) B (mm) H (mm)

FL773101 300W RGB 956 128 555

FL773102 440W RGBW 956 128 555
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in gray as a standard 
finish or any desired RAL colour. Mounting bracket made of steel with 
polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 90 ~ 264VAC 50/60Hz Universal AC input

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

8 degree 15 degree

30 degree

90 degree

60 degree
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For detailed information about the 
iUplight XS
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iUplight XS

Codes Power Colour Temperature A (mm) B (mm)

AC89101 1W 3000K / 4000K 90 127

AC89102 3W 3000K / 4000K 90 127

AC89103 6W RGB 90 127

AC89104 8W RGBW 90 127

iUplight Series is a versatile solution for all architectural 
areas. Mechanical strength, corrosion resistance, perfect 
watertightness, serviceability for pedestrians and traffic, and 
a wide range of optical systems and light sources are the 
basic characteristics that allow these luminaires to solve any 
lighting task from scratch with the highest reliability.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, a variety of beam angles and 
remarkable creativity.
High Impact and High Performance
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance product. 
iUplight is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.

Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

A

B
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

8 degree 15 degree

25 degree

60 degree

36 degree
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iUplight Series is a versatile solution for all architectural 
areas. Mechanical strength, corrosion resistance, perfect 
watertightness, serviceability for pedestrians and traffic, and 
a wide range of optical systems and light sources are the 
basic characteristics that allow these luminaires to solve any 
lighting task from scratch with the highest reliability.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, a variety of beam angles and 
remarkable creativity.
High Impact and High Performance
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance product. 
iUplight is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

B

iUplight S

Codes Power Colour Temperature A (mm) B (mm)

AC89201 3W 3000K / 4000K 105 123

AC89202 5W 3000K / 4000K 105 123

AC89203 6W RGB 105 123

AC89204 8W RGBW 105 123
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

25 degree 40 degree

60 degree 80 degree
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iUplight series is a versatile solution for all architectural 
areas. Mechanical strength, corrosion resistance, perfect 
watertightness, serviceability for pedestrians and traffic, and 
a wide range of optical systems and light sources are the 
basic characteristics that allow these luminaires to solve any 
lighting task from scratch with the highest reliability.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, a variety of beam angles and 
remarkable creativity.
High Impact and High Performance
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance product. 
iUplight is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.

Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

A

B

iUplight M

Codes Power Colour Temperature A (mm) B (mm)

AC89301 9W 3000K / 4000K 158 232

AC89302 15W 3000K / 4000K 158 232

AC89303 12W RGB 158 232

AC89304 25W RGB 158 232

AC89305 12W RGBW 158 232

AC89306 25W RGBW 158 232
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree

50 degree
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iUplight series is a versatile solution for all architectural 
areas. Mechanical strength, corrosion resistance, perfect 
watertightness, serviceability for pedestrians and traffic, and 
a wide range of optical systems and light sources are the 
basic characteristics that allow these luminaires to solve any 
lighting task from scratch with the highest reliability.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, a variety of beam angles and 
remarkable creativity.
High Impact and High Performance
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance product. 
iUplight is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

B

iUplight L

Codes Power Colour Temperature A (mm) B (mm)

AC89401 18W 3000K / 4000K 198 232

AC89402 25W 3000K / 4000K 198 232

AC89403 25W RGB 198 232

AC89404 35W RGB 198 232

AC89405 25W RGBW 198 232

AC89406 35W RGBW 198 232
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

8 degree 25 degree

45 degree 60 degree
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Inox by nature. A real dialogue between illumination and the 
environment. Architectural in-ground stainless steel LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, a variety of beam 
angles and remarkable creativity.
Innovative and High Performance
Innovative light sources and precise optical systems 
combine to form a high impact and low maintenance product. 
Adjustable optics with 355° rotatable and 20° tiltable.
iNoxi is a compact and high performance uplight luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iNoxi XS

Codes Power Colour Temperature A (mm) B (mm)

AC81022 3W 3000K / 4000K 93 100

A

B
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. 20° tilt and 355° rotatable.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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Inox by nature. A real dialogue between illumination and the 
environment. Architectural in-ground stainless steel LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, a variety of beam 
angles and remarkable creativity.
Innovative and High Performance
Innovative light sources and precise optical systems 
combine to form a high impact and low maintenance product. 
Adjustable optics with 355° rotatable and 20° tiltable.
iNoxi is a compact and high performance uplight luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iNoxi S

Codes Power Colour Temperature A (mm) B (mm)

AC81023 9W 3000K / 4000K 140 140

A

B
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. 20° tilt and 355° rotatable.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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Inox by nature. A real dialogue between illumination and the 
environment. Architectural in-ground stainless steel LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, a variety of beam 
angles and remarkable creativity.
Innovative and High Performance
Innovative light sources and precise optical systems 
combine to form a high impact and low maintenance product. 
Adjustable optics with 355° rotatable and 20° tiltable.
iNoxi is a compact and high performance uplight luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iNoxi M

Codes Power Colour Temperature A (mm) B (mm)

AC81024 12W 3000K / 4000K 160 150

A

B
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. 20° tilt and 355° rotatable.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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Inox by nature. A real dialogue between illumination and the 
environment. Architectural in-ground stainless steel LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, a variety of beam 
angles and remarkable creativity.
Innovative and High Performance
Innovative light sources and precise optical systems 
combine to form a high impact and low maintenance product. 
Adjustable optics with 355° rotatable and 20° tiltable.
iNoxi is a compact and high performance uplight luminaire 
with impressive versatility. Suitable for easy installation 
on walkways, promenades and squares. Ideal for lighting 
building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iNoxi L

Codes Power Colour Temperature A (mm) B (mm)

AC81025 18W 3000K / 4000K 240 180

A

B
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. 20° tilt and 355° rotatable.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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Inox by nature. A real dialogue between illumination and the 
environment. Architectural in-ground stainless steel LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, a variety of beam 
angles and remarkable creativity.
High Impact and Versatile
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance product. 
iNoxi Nano is a compact and high performance uplight 
luminaire with impressive versatility. Suitable for easy 
installation on walkways, promenades and squares. Ideal for 
lighting building facades and other architectural elements.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iNoxi Nano

Codes Power Colour Temperature A (mm) B (mm)

AC82022 4W 3000K / 4000K 85 85

A

B
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. 20° tilt and 355° rotatable.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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iObzor series is a versatile solution for all architectural areas. 
New generation recessed floor mounting luminaire features 
innovative technologies and design solutions that guarantee 
very low temperatures on the outer surface of the luminaire.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, homogeneous beam and 
remarkable creativity.
Compact and High Performance
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iObzor is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
walkways, promenades and squares. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

H

A A

AC8052 AC8054 AC8056 AC8058

H H

A

H

iObzor

Codes Power Colour Temperature A (mm) B (mm)

AC8052 ROUND Max 6W 3000K / 4000K 93 95

AC8054 HALF MOON Max 6W 3000K / 4000K 93 95

AC8056 SQUARE Max 6W 3000K / 4000K 93 95
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam

AC8052

AC8054

AC8056
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iObzor R series is a versatile solution for all architectural 
areas. New generation recessed floor mounting luminaire 
features innovative technologies and design solutions that 
guarantee very low temperatures on the outer surface of the 
luminaire.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, homogeneous beam and 
remarkable creativity.
Compact and High Performance
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iObzor R is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation on 
walkways, promenades and squares. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

H

A A

AC8052 AC8054 AC8056 AC8058

H H

A

H

iObzor R

Codes Power Colour Temperature A (mm) B (mm)

AC8058 Max 6W 3000K / 4000K 93 95
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class II

Complies with EN60598 and relevant standards.

Diffused Beam
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iServo is ideal for lighting effects in private and residential 
areas. Available in two versions: mono-emission and bi-
emission.
The entire product range is characterized by innovative 
mounting techniques and design solutions that guarantee 
very low temperatures on the external surface of the 
luminaire. 
Architectural in-ground die-cast aluminium LED range 
inspires architects, designers and system integrators with its 
exceptional quality, beams and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iServo is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
walkways, promenades and squares. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

AC8032 AC8034

AC8036 AC8038

A

BB

C C

C C

BB

A

AA

iServo

Codes Power Colour Temperature A (mm) B (mm) C (mm)

AC8032 SINGLE SIDED 3W 3000K / 4000K 157 34 110

AC8034 DOUBLE SIDED 6W 3000K / 4000K 157 34 110

AC8036 SINGLE SIDED 3W 3000K / 4000K 160 45 110

AC8038 DOUBLE SIDED 6W 3000K / 4000K 160 45 110
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AC8032 AC8034

AC8036 AC8038

Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

Two sided ligth distribution
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iMetos is ideal for lighting effects in private and residential 
areas. The entire product range is characterized by 
innovative mounting techniques and design solutions that 
guarantee very low temperatures on the external surface of 
the luminaire. 
Architectural in-ground die-cast aluminium LED range 
inspires architects, designers and system integrators with its 
exceptional quality, beams and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iMetos is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
walkways, promenades and squares. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

AC8042 AC8044 AC8046

A

B

C C C

B B

A A

iMetos

Codes Power Colour Temperature A (mm) B (mm) C (mm)

AC8042 6W 3000K / 4000K 156 26 110

AC8044 6W 3000K / 4000K 170 28 110

AC8046 6W 3000K / 4000K 155 46 110
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AC8042

AC8044

AC8046

Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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iFrame series is a versatile solution for all architectural 
areas. New generation recessed floor mounting luminaire 
features innovative technologies and design solutions that 
guarantee very low temperatures on the outer surface of the 
luminaire.
Architectural in-ground die-cast aluminium LED recessed 
range inspires architects, designers and system integrators 
with its exceptional quality, homogeneous beam and 
remarkable creativity.
High Impact and Compact
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iFrame is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
walkways, promenades and squares. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

H

A

iFrame

Codes Power Colour Temperature A (mm) H (mm)

AC8152 Max 3W 3000K / 4000K 100 100
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes inox recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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iObzor series is a versatile solution for all architectural areas. 
Offers a long-lasting illumination for recessed wall lighting. 
The entire product range is characterized by innovative 
mounting techniques and design solutions that guarantee 
very low temperatures on the external surface of the 
luminaire. 
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
Compact and High Performance
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iObzor is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iObzor

Codes Power Colour Temperature A (mm) B (mm)

AC5052 ROUND Max 6W 3000K / 4000K 93 95

AC5054 HALF MOON Max 6W 3000K / 4000K 93 95

AC5056 SQUARE Max 6W 3000K / 4000K 93 95

AH

A

A

AC5052

AC5054

AC5056

AC5058

H

H

AH
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class II

Complies with EN60598 and relevant standards.

120 degree

AC5052

AC5054

AC5056
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For detailed information about the 
iObzor R

iO
bz

or
 R

iObzor R series is a versatile solution for all architectural 
areas. Offers a long-lasting illumination for recessed wall 
lighting. The entire product range is characterized by 
innovative mounting techniques and design solutions that 
guarantee very low temperatures on the external surface of 
the luminaire. 
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
Compact and High Performance
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iObzor R is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iObzor R

Codes Power Colour Temperature A (mm) B (mm)

AC5058 Max 6W 3000K / 4000K 93 95

AH
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120 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Includes recessing box and 
stainless steel frame.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP67

Impact Resistance IK10

Insulation Class II

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLarix

iL
ar

ix

Recessed wall lights are ideal for lighting wall perimeters for 
pathways and stairways.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
Compact and High Performance
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iLarix is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

H

iLarix

Codes Power Colour Temperature A (mm) H (mm)

AC5082 3W 3000K / 4000K 130 80

AC5084 6W 3000K / 4000K 130 80
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

120 degree
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For detailed information about the 
iObzor R

iZ
em

ar

Recessed lighting system for walkways designed for use 
with LED light sources to ensure high visual comfort.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iZemar is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

H

A

iZemar

Codes Power Colour Temperature A (mm) H (mm)

AC5062 4W 3000K / 4000K 155 80
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

120 degree
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For detailed information about the 
iCore

iC
or

e

A

BC

iCore

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA683201 3W 3000K / 4000K 95 25 127

Recessed lighting system for walkways designed for use 
with LED light sources to ensure high visual comfort.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Compact
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iCore is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.
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Technical Features

Corrosion resistant die cast aluminium with 
natural brass frame and temperature-resistant silicone gaskets.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface (External)

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

15 degree
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For detailed information about the 
iNerra

iN
er

ra
iNerra series is a versatile solution for all architectural areas. 
Offers a long-lasting illumination for recessed wall lighting.
The subtle yet evidently adorable design makes this light a 
perfect fit for interior and exterior staircases alike, while the 
concealed light provides an evenly bright beam for longer 
hours.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iNerra is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

B

H

AC5022

B

AH

AC5021

iNerra

Codes Power Colour Temperature A (mm) B (mm) H (mm)

AC5021 6W 3000K / 4000K 150 150 115

AC5022 6W 3000K / 4000K 230 100 100
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Directed downwards light

Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iFlap

iF
la

p

iFlap series is a versatile solution for all architectural areas. 
Offers a long-lasting illumination for recessed wall lighting. 
LED power source concealed in the light is perfect to 
illuminate the interior as well the exterior staircases for all 
corporate and personal spaces.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iFlap is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

B

A

C

iFlap

Codes Power Colour Temperature A (mm) B (mm) C (mm)

AC5091 12W 3000K / 4000K 98 240 94
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

Directed downwards light
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For detailed information about the 
iAlda

iA
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a

iAlda series is a versatile luminaire for all architectural areas. 
Offers a solution for recessed wall lighting. 
The pure modular design along with minimal yet bold 
details make the outdoor step light, a perfect fit for all your 
staircases.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iAlda is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

B A

H

iAlda

Codes Power Colour Temperature A (mm) B (mm) H (mm)

AC5032 6W 3000K / 4000K 270 85 75
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iRenzo

iR
en

zo

iRenzo series is a versatile solution for all architectural 
areas. Offers a long-lasting illumination for recessed wall 
lighting.
The luminaire is powered by a LED light source that perfectly 
illuminates all the interior and exterior staircases alike. 
Maintains its durability with the strong die-cast aluminum 
housing and the recessed light form.
Architectural wall recessed die-cast aluminium LED 
recessed range inspires architects, designers and system 
integrators with its exceptional quality, homogeneous beam 
and remarkable creativity.
High Impact and Versatile
Innovative light sources with low recessing depth combine to 
form a high impact and low maintenance product. 
iRenzo is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 

Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

B A

H

iRenzo

Codes Power Colour Temperature A (mm) B (mm) H (mm)

AC5042 3W 3000K / 4000K 160 43 130

AC5044 6W 3000K / 4000K 280 63 130
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Technical Features

Corrosion resistant stainless steel housing (316) with stainless steel 
screws (A4 grade) and temperature-resistant silicone gaskets. Power 
unit is built in. Includes recessing box and stainless steel frame. Sealed 
cable gland. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

Directed downwards light

AC5044AC5042
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For detailed information about the 
Ilda

iR
in

a
iRina is a steplight perfect for functional outdoor lighting; it 
has been specially developed to combine the possibility of 
creating light paths that improve orientation with extremely 
discreet and comfortable lighting. 
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, soft beam 
and remarkable creativity.
Compact and Versatile
The uniform, clear and glare-free light beams offer a high 
level of visual comfort and enrich walkways, stairwells and 
pedestrian entrances with atmospheric ambiance.
Compact and high-performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iRina

Codes Power Colour Temperature A (mm) B (mm) 

AC5013 24W 3000K / 4000K 300 116

AC5014 24W 3000K / 4000K 300 116

AC5015 12W 3000K / 4000K 250 116

AC5016 12W 3000K / 4000K 250 116

AC5013 - AC5015 AC5014 - AC5016

A A

A

B B

A
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Technical Features

Corrosion resistant double layer polyester powder coated paint fnish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Includes recessing box.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

Directed downwards light

AC5014 - AC5016AC5013 - AC5015
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For detailed information about the 
iTubo

iT
ub

o

iTubo is a round, up and down wall lamp that is the definition 
of elegant and minimalist design. The luminaire can be 
installed both horizontally and vertically, making it even more 
versatile to fit into existing systems. Available in four sizes.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iTubo is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

H

A

TOP VIEW

iTubo

Codes Power Colour Temperature A (mm) H (mm)

WA4101 1 x 3W 3000K / 4000K 60 100

WA4102 1 x 9W 3000K / 4000K 60 140

WA4103 1 x 12W 3000K / 4000K 120 170

WA4104 1 x 18W 3000K / 4000K 150 210

WA4105 2 x 3W 3000K / 4000K 60 170

WA4106 2 x 9W 3000K / 4000K 90 210

WA4107 2 x 12W 3000K / 4000K 120 250

WA4108 2 x 18W 3000K / 4000K 150 280
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
aluminium housing (EN AW-6060) with stainless steel screws (A4 
grade) and silicone gaskets. Power unit is built in. Available in 
anthracite gray as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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For detailed information about the 
iTetta

iT
et

ta

The iTetta series is a range of aluminium cubic volumes 
presented in different combinations. The defining 
characteristic of this lighting range is its timeless formal 
purity, which makes it ideal for use in both living and contract 
spaces. Available in three sizes.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, a variety 
of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iTetta is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

TOP VIEW

A

A

H

iTetta

Codes Power Colour Temperature A (mm) H (mm)

WA4112 1 x 3W 3000K / 4000K 100 115

WA4114 1 x 9W 3000K / 4000K 100 115

WA4116 1 x 14W 3000K / 4000K 100 115

WA4118 1 x 24W 3000K / 4000K 150 165

WA4120 1 x 39W 3000K / 4000K 150 165

WA4122 1 x 54W 3000K / 4000K 150 165

WA4124 2 x 3W 3000K / 4000K 100 200

WA4126 2 x 9W 3000K / 4000K 100 200

WA4128 2 x 14W 3000K / 4000K 100 200

WA4130 2 x 24W 3000K / 4000K 150 300

WA4132 2 x 39W 3000K / 4000K 150 300

WA4134 2 x 54W 3000K / 4000K 150 300
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
aluminium housing (EN AW-6060) with stainless steel screws (A4 
grade) and silicone gaskets. Power unit is built in. Available in 
anthracite gray as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

10x60 degree 12 degree

18x38 degree 30 degree

45 degree 60 degree

90 degree
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For detailed information about the 
iTrace

iT
ra

ce

The use of a cubic luminaire in combination with special 
lenses creates narrow and perfectly defined light lines on the 
walls.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, unique 
light effects and remarkable creativity.
Compact and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise narrow lenses combine 
to form a high impact and low maintenance lighting system.
iTrace is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on walls. 

A B

B

iTrace

Codes Power Colour Temperature A (mm) B (mm)

WA4420 4 x 3W 3000K / 4000K 135 120

Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

Narrow beam
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For detailed information about the 
iTecla

iT
ec

la
With its elegant design, iTecla is developed to illuminate 
outdoor areas; enhance and blend with the surrounding 
architecture. Provides high visual comfort without glare. 
The shape is pleasing to the eye and blends into any 
environment.
Architectural wall lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous beam and remarkable creativity.
Comfortable and Versatile
The wall luminaire emits soft comfortable light. The diffuser 
is designed to provide a uniformly lit surface. Compact 
and high-performance luminaire with impressive versatility. 
Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

B

iTecla

Codes Power Colour Temperature A (mm) B (mm)

AC4490 10W 3000K / 4000K 260 163
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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For detailed information about the 
iLata
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With its slim, minimalist design and optionally double 
light output, iLata is the ideal choice for warm illumination 
of exterior walls. Luminaires in various designs that set 
lighting accents on wall surfaces. Depending on the ambient 
brightness, they enable creative illumination of surfaces at 
night.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, directing 
beam and remarkable creativity.
Clever and Versatile
Technology and design merge in a wide range of 
applications, lighting effects and uses. This range of 
luminaires enhances the surrounding volumes through a 
clever balance of light, order and space.
Compact and high-performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iLata

Codes Power Colour Temperature A (mm) B (mm)

AC4610 12W 3000K / 4000K 200 79

A

B
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

15 - 90 degree
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For detailed information about the 
iCircum

iC
irc

um
With its elegant design, iCircum is developed to illuminate 
outdoor areas; enhance and blend with the surrounding 
architecture. Provides high visual comfort without glare. 
Architectural wall lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous beam and remarkable creativity.
Unique and Versatile
iCircum embraces the walls as a unique decoration, 
characterized by its round minimal shape and is a structured 
luminaire suitable for any type of context, classic or modern. 
Creates a charming atmosphere for the surrounding spaces.
Compact and high performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

A

B

C

iCircum

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA672201 18W 3000K / 4000K 230 50 210
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

360 degree
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For detailed information about the 
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Wall light with minimal, contemporary aesthetics blends into 
any architectural environment. Luminaires in various designs 
that set lighting accents on wall surfaces. Depending on 
the ambient brightness, they enable creative illumination of 
surfaces at night.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, directing 
beam and remarkable creativity.
Clever and Versatile
Technology and design merge in a wide range of 
applications, lighting effects and uses. This range of 
luminaires enhances the surrounding volumes through a 
clever balance of light, order and space.
Compact and high-performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iVesti

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm)

AC4710 16W 3000K / 4000K 140 155 88 230

C

H

B

FRONT VIEW
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iDrano

iD
ra

no
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iDrano 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and opal 
diffusers provide high visual comfort and glare control.  The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions.
For all its diversity and flexibility, iDrano with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iDrano

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA3282 18W 3000K / 4000K 140 570 215

WA3284 18W 3000K / 4000K 140 450 150

WA3286 18W 3000K / 4000K 120 450 100

C C CA

BB
B

WA3282 WA3284 WA3286

FRONT VIEWFRONT VIEWFRONT VIEW

A A
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iOtto

iO
tto

Wall light series with a minimal and robust design. 
Graphically slender and gives every composition a distinctive 
lighting mood.
Class combines the refined; intimate aesthetics of a wall light 
with the functional performance of LED technology. It does 
not only blend in with any surroundings, but stands elegantly 
and proudly with its cylindrical shape that emits a soft, diffuse 
light.
Architectural LED wall lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
functional lighting and remarkable creativity.
Smooth and Pure
Smooth, decorative wall light with clear lines and opal 
diffusers provide high visual comfort and glare control.  
The modular luminaires, based on round shape aluminium 
housing, offer various aesthetic and performance solutions.
For all its diversity and flexibility, iOtto with its purist 
look stands for an attractive structure that enhances 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.

Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid and safe installation.

iOtto

Codes Power Colour Temperature A (mm) B (mm)

WA3182 18W 3000K / 4000K 80 400

A

B
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iPark

iP
ar

k
iPark is a family of robust and high-quality construction 
bollards, designed on the basis of rectangular shapes. Offers 
LED technology solutions for the lighting of pathways and 
urban areas. The innovative optical systems designed for 
the iPark line guarantee visual comfort, safety and enhanced 
quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Modular and Refined
Efficient design that features tremendous modularity and 
ease of use. iPark is made of extruded aluminum, resulting 
in a form with simplicity matches its function.
The iPark family of luminaires creates beautiful and 
intentional light emanating from a refined design. The various 
modes of installation and the orientability of the product 
respond to specific functional and architectural requirements 
of every urban context. 
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A A

B B

WA4152 WA4154

iPark

Codes Power Colour Temperature A (mm) B (mm)

WA4152 12W 3000K / 4000K 150 400

WA4154 12W 3000K / 4000K 300 260
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iDuplic

iD
up
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Perfect for modern, sophisticated interiors: iDuplic has a 
refined, elegant shape that adds a touch of elegance to any 
environment. The wall luminaire provides a pleasant glare-
free illumination and creates a relaxing and sophisticated 
atmosphere.
Architectural wall lighting range inspires architects, designers 
and system integrators with its exceptional quality, soft beam 
and remarkable creativity.
Clever and Versatile
Technology and design merge in a wide range of 
applications, lighting effects and uses. This range of 
luminaires enhances the surrounding volumes through a 
clever balance of light, order and space.
Compact and high-performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iDuplic

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA4320 12W 3000K / 4000K 120 50 200

FRONT VIEW

A

 

B

C
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Technical Features

Corrosion resistant double layer polyester powder coated paint 
finish aluminium housing (EN AW-6060) with stainless steel screws 
(A4 grade) and silicone gaskets. Power unit is built in. Available in 
anthracite gray as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP54

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

Two sided - 120 degree
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For detailed information about the 
iMelbo

iM
el

bo
Wall light with minimal, contemporary aesthetics blends into 
any architectural environment. Luminaires in various designs 
that set lighting accents on wall surfaces. Depending on 
the ambient brightness, they enable creative illumination of 
surfaces at night.
Architectural wall lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogenous beam and remarkable creativity.
Clever and Versatile
Technology and design merge in a wide range of 
applications, lighting effects and uses. This range of 
luminaires enhances the surrounding volumes through a 
clever balance of light, order and space.
Compact and high-performance luminaire with impressive 
versatility. Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

iMelbo

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA4520 12W 3000K / 4000K 85 250 86

B

FRONT VIEW

A

C
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Technical Features

Corrosion resistant double layer polyester powder coated paint 
finish aluminium housing (EN AW-6060) with stainless steel screws 
(A4 grade) and silicone gaskets. Power unit is built in. Available in 
anthracite gray as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iTrape

iT
ra

pe
An extremely versatile luminaire for clear and well-
defined illumination. iTrape is a wall light suited to various 
architectural styles. Provides high visual comfort without 
glare. The shape is pleasing to the eye and blends into any 
environment.
Architectural wall lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous beam and remarkable creativity.
Comfortable and Versatile
The wall luminaire emits soft comfortable light. The diffuser 
is designed to provide a uniformly lit surface. Compact 
and high-performance luminaire with impressive versatility. 
Suitable for easy installation on walls. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

B A

A

iTrape

Codes Power Colour Temperature A (mm) B (mm)

AC4410 12W 3000K / 4000K 220 110

AC4412 27W 3000K / 4000K 280 140
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iArte

iA
rt

e
Outdoor LED luminaire for urban lighting with an iconic 
design, enhances historic centres and pedestrian areas 
with classic taste. The available radial or street optics allow 
adequate lighting of different types of urban areas and avoid 
light pollution.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iArte’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iArte offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

L

B

A

WA7744

H

L

B

A

WA7742

iArte

Codes Power Colour Temperature A (mm) B (mm) H (mm) L (mm)

WA7742 54W 3000K / 4000K 490 240 1000 825

WA7744 54W 3000K / 4000K 490 175 1000 825
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

60 degree

90 degree

M3 degree
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For detailed information about the 
iBaros

iB
ar
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iBaros guarantees a high degree of standardized design 
quality in urban spaces with timeless style and classical 
design. The luminaires have a unique appearance and 
at the same time meet the high requirements of modern 
lighting technology. iBaros fits perfectly into large inner-city 
areas and is ideal for illuminating the streets or squares with 
historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBaros’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBaros offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

H

L

WA4252
WA4254

WA4256
WA4258

TOP VIEW

SIDE VIEW

A

B

iBaros

Codes Power Colour Temperature A (mm) B (mm) H (mm) L (mm)

WA4252 18W 3000K / 4000K 240 450 570 460

WA4254 54W 3000K / 4000K 330 650 750 620

WA4256 18W 3000K / 4000K 240 450 570 460

WA4258 54W 3000K / 4000K 330 650 750 620
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iMistral

iM
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iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

L B

iMistral

Codes Power Colour Temperature A (mm) B (mm) L (mm)

WA1397 54W 3000K / 4000K 80 150 800
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40 degree

60 degree

90 degree

M3 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRegor

iR
eg

or
iRegor is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iRegor has been designed to offer better lighting 
performances, simplify the installation and the maintenance 
of the lighting devices and promote the maximum energy-
saving. It is the ideal solution to all types of urban and 
interurban road lighting, round-about, outdoor areas and 
parking lots, both for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW

B

A

C

iRegor

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA4148 82W 3000K / 4000K 450 270 115
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40 degree

60 degree

90 degree

M3 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as 
a standard finish or any desired RAL colour. Adjustable joint for beam 
direction 0° - 15°. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iFlat
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iFlat is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iFlat has been designed to offer better lighting performances, 
simplify the installation and the maintenance of the lighting 
devices and promote the maximum energy-saving. It is 
the ideal solution to all types of urban and interurban road 
lighting, round-about, outdoor areas and parking lots, both 
for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A C

B

iFlat

Codes Power Colour Temperature A (mm) B (mm) C (mm)

WA6771 54W 3000K / 4000K 400 50 250
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as 
a standard finish or any desired RAL colour. Adjustable joint for beam 
direction 0° - 30°. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

60 degree

90 degree

M3 degree

193

b s i l i g h t i n g . c o m



iD
isc

For detailed information about the 
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iDisc stands as the perfect solution for creating 360° light 
blades with optical lenses. 
Offers several application possibilities, directing the beam in 
different inclinations and axes, allowing the fixture to adapt 
very well to the architectural scene. 
Functional and Creative
The functionality is achieved by special blinds that adjust the 
degree of the light beam and perfectly match it to the scene 
to be illuminated.
Creative lighting trend for 3D light blade effects, the light 
adapts perfectly to the frame shape of the place used. 
Compact and Easy to Install
Featuring very compact and slim housing for convenient 
installation in confined or remote spaces. 
The surface-mounted product consists of a base and 
a shade. The robust luminaire fits seamlessly into the 
architecture.

iDisc

Codes Power Colour Temperature A (mm) B (mm) C (mm) F (mm)

WA4670 4W 3000K / 4000K 110 37 152 80

A

C

B

FF
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Technical Features

Aluminum body, silicone gasket, narrow angle circular lens.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On - Off

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

360 degree
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iPetra is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iPetra has been designed to offer better lighting 
performances, simplify the installation and the maintenance 
of the lighting devices and promote the maximum energy-
saving. It is the ideal solution to all types of urban and 
interurban road lighting, round-about, outdoor areas and 
parking lots, both for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

For detailed information about the 
iPetra

TOP VIEW

SIDE VIEW

B

A

A

C

L

iPetra

Codes Power Colour Temperature A (mm) B (mm) C (mm) L (mm)

WA4986 54W 3000K / 4000K 395 320 155 510
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iMetis
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The clear luminaire fits a variety of site designs and 
architectural styles in street and urban decor installations, 
and its compact housing strikes an aesthetic balance for 
varying pole heights and spacing.  The harmonious design 
of the housing fits in ideally in squares, historic centres and 
pedestrian walkways.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Attractive 
Visually decorative and technically innovative, the iMetis 
post-top luminaires score points with their attractive design 
and innovative lighting technology. The optical properties can 
be individually adapted using a large selection of lenses.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

A

A

B

L

iMetis

Codes Power Colour Temperature A (mm) B (mm) L (mm)

WA1139 72W 3000K / 4000K 450 190 610
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40 degree

60 degree

90 degree

M3 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iFlash
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Powerful LED luminaire specially developed for installation in 
handrails and balustrades. The luminaire blends seamlessly 
and unobtrusively into the profile of a round handrail. 
Suits commercial and residential projects and also public 
spaces and industrial handrail installations.
Flexible and Versatile
iFlash offers maximum design freedom and the right 
mounting option for a flexible solution in architectural and 
technical lighting.
The luminaire is a highly efficient, incredibly versatile, 
infinitely elegant and completely waterproof handrail lighting 
solution.
Elegant Design and Uniform İllumination
The luminaire is optically controlled to produce a sharp 
cut-off line, ensuring exceptionally uniform illumination with 
minimal glare or spill light.

A

H

B

iFlash Handrail

Codes Power Colour Temperature A (mm) B (mm) F (mm)

AC732001 2W 3000K / 4000K 20 15 40
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60 degree

Technical Features

Corrosion resistant stainless steel housing with stainless steel screws 
(A4 grade) and temperature-resistant silicone gaskets.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface (External)

Protection Class IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iTubo Ceiling
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iTubo is a round ceiling lamp that is the definition of elegant 
and minimalist design. Available in four sizes. Specially 
developed for architectures that require powerful but discreet 
lighting.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iTubo is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
ceilings. 
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation The robust luminaire fits seamlessly into the 
architecture.

iTubo Ceiling

Codes Power Colour Temperature A (mm) H (mm)

IC6221 3W 3000K / 4000K 60 110

IC6222 9W 3000K / 4000K 90 150

IC6223 12W 3000K / 4000K 120 180

IC6224 18W 3000K / 4000K 150 220

H

TOP VIEW

A
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree

45 degree

60 degree

90 degree
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For detailed information about the 
iTetta Ceiling
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The iTetta series is a range of aluminium cubic volumes 
presented in different combinations. The defining 
characteristic of this lighting range is its timeless formal 
purity, which makes it ideal for use in both living and contract 
spaces. Available in three sizes.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iTetta is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
ceilings.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

TOP VIEW

IC6321 / IC6322 IC6323 / IC6324 / IC6325 / IC6326 / IC6327

A A

A A

H H

iTetta Ceiling

Codes Power Colour Temperature A (mm) H (mm)

IC6321 9W 3000K / 4000K 100 167

IC6322 12W 3000K / 4000K 100 167

IC6323 16W 3000K / 4000K 150 167

IC6324 19W 3000K / 4000K 150 167

IC6325 27W 3000K / 4000K 150 167

IC6326 41W 3000K / 4000K 150 167

IC6327 54W 3000K / 4000K 150 167
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die castaluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standardfinish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree

45 degree

60 degree

90 degree
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For detailed information about the 
iTetta S
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The iTetta S series is a range of aluminium solid volumes 
presented in different combinations. The defining 
characteristic of this lighting range is its timeless formal 
purity, which makes it ideal for use in both living and contract 
spaces. 
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iTetta S is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation on 
ceilings.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation The robust luminaire fits seamlessly into the 
architecture.

iTetta S

Codes Power Colour Temperature A (mm) B (mm) H (mm)

IC6421 9W 3000K / 4000K 200 50 100

TOP VIEW

H

B

A
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die castaluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standardfinish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree

45 degree

60 degree

90 degree
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For detailed information about the 
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iWheel offers a wide range of pendant lighting as well as 
spot lighting. This allows for a system that is suitable for 
various applications, providing maximum variability. In 
addition, we offer a perfect consistency in design.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and High Performance
Defining architectural spaces with precision optics. 
Innovative light sources and precise optical systems combine 
to form a high impact and low maintenance lighting system.
iWheel is a compact and high performance system with 
impressive versatility. Suitable for easy installation as a 
pendant luminaire.
Integrated Solution and Flexible 
Plug and play built-in system with the fully integrated 
universal power supply unit. 
Flexible suspension light easily integrated into the hall, 
atrium and general lighting, enhances the scene with quality 
light.

A

B

C

iWheel

Codes Power Colour Temperature A (mm) B (mm) C (mm)

IC623401 112W 3000K / 4000K 420 200 320

IC623402 54W + 18W 3000K / 4000K 420 200 320
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
extruded aluminium housing with stainless steel screws 
(A4 grade) and silicone gaskets. Power unit is built in. Any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP40 / IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree

45 degree

60 degree

90 degree
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For detailed information about the 
iBanda
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iBanda stands as the perfect lighting solution for various 
settings. It adds a touch of style and pleasant illumination, 
enhancing environments with a modern and elegant design.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogenous beam angles and remarkable creativity.
High Performance and Uniform
iBanda is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
ceilings.
Continuous LED aluminium profiles installed continuously to 
create uniform lines of light and provide high visual comfort.

Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The watertight plug connector ensures easy, fast and secure installation. The 
robust luminaire fits seamlessly into the architecture.

iBanda Pendant

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC6051 18W 3000K / 4000K 60 60 1000

L A

B
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
extruded aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSITECH® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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iAsta stands as the perfect lighting solution for various 
settings. It adds a touch of style and pleasant illumination, 
enhancing environments with a modern and elegant design.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogenous beam angles and remarkable creativity.
High Performance and Uniform
iAsta is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
ceilings.
Continuous LED aluminium profiles installed continuously to 
create uniform lines of light and provide high visual comfort.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation The robust luminaire fits seamlessly into the 
architecture.

L B

A

iAsta

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC6042 36W 3000K / 4000K 90 160 1000
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
extruded aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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iEnna stands as the perfect lighting solution for various 
settings. It adds a touch of style and pleasant illumination, 
enhancing environments with a modern and elegant design.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogenous beam angles and remarkable creativity.
High Performance and Uniform
iEnna is a compact and high performance luminaire with 
impressive versatility. Suitable for easy installation on 
ceilings. The system is available in recessed and surface 
mounted versions.
Continuous LED aluminium profiles installed continuously to 
create uniform lines of light and provide high visual comfort.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

IC6302 IC6304 IC6306

LB
LB

LB

A

A

A

iEnna

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC6302 SUSPENDED 54W 3000K / 4000K 100 100 1000

IC6304 SURFACE 54W 3000K / 4000K 100 100 1000

IC6306 RECESSED 54W 3000K / 4000K 100 100 1000
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IC6302

IC6304

IC6306

Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
extruded aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSITECH® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLevel Pendant
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iLevel Pendant stands as the perfect lighting solution for 
various settings. It adds a touch of style and pleasant 
illumination, enhancing environments with a modern and 
elegant design.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
homogenous beam angles and remarkable creativity.
High Performance and Uniform
iLevel Pendant is a compact and high performance luminaire 
with impressive versatility. Suitable for easy installation on 
ceilings.
Continuous LED aluminium profiles installed continuously to 
create uniform lines of light and provide high visual comfort.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

L

B

A

IC6071 IC6072 IC6073 IC6074 IC6075 IC6076 IC6077 IC6078 IC6079

iLevel Pendant

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC6071 10W / 14W / 16W / 18W 3000K / 4000K 19 17 1000

IC6072 10W / 14W / 16W / 18W 3000K / 4000K 19 21 1000

IC6073 10W / 14W / 16W / 18W 3000K / 4000K 19 20 1000

IC6074 10W / 14W / 16W / 18W 3000K / 4000K 19 21 1000

IC6075 10W / 14W / 16W / 18W 3000K / 4000K 19 25 1000

IC6076 10W / 14W / 16W / 18W 3000K / 4000K 19 35 1000

IC6077 10W / 14W / 16W / 18W 3000K / 4000K 19 60 1000

IC6078 10W / 14W / 16W / 18W 3000K / 4000K 21 60 1000

IC6079 10W / 14W / 16W / 18W 3000K / 4000K 36 60 1000
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Technical Features

Corrosion resistant extruded anodized aluminium housing (EN 
AW-6060) with stainless steel screws (A4 grade) and silicone rubber 
gaskets. Operates with a remote driver. Includes waterproof 
connectors. 
BSILINEA® LED Module.

LED MacAdam Step 3

Nominal Voltage 24V DC

Operating Temperature -40°C / +55°C

Control Systems On-Off, 1-10V DIM, DALI Interface (External)

Protection Class IP65

Impact Resistance IK08

Insulation Class III

Complies with EN60598 and relevant standards.

Diffused beam
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For detailed information about the 
iAxis Recessed Ceiling
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Linear recessed ceiling system that ensures excellent light 
distribution without glare thanks to its innovative optics. The 
luminaire is available in three sizes, all with a reduced depth 
of just 60 mm. With the clip fastening system, it is completely 
free of visible screws.
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
precise optical systems and remarkable creativity.
High Performance and Versatile  
iAxis Recessed Ceiling is a compact and high performance 
luminaire with impressive versatility. The system has 
complete mobility and flexibility of its modules within the 
installed housing.
Recessed ceiling LED aluminium luminaires installed 
continuously to create uniform lines of light and provide high 
visual comfort.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

LA

B

iAxis Recessed Ceiling

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC4546 24W 3000K / 4000K 92 660 1067

IC4547 30W 3000K / 4000K 92 660 1317

IC4548 36W 3000K / 4000K 92 660 1567
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Technical Features

Corrosion resistant extruded anodized aluminium housing with 
stainless steel screws (A4 grade) and silicone rubber gaskets. Auto-
ranging electronic power unit is built in. End-to-end connection via 
power connectors. Marine grade powder coating for weather and UV 
resistance.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, DMX / RDM, DALI Interface

Protection Class IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree 45 degree

60 degree 90 degree
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For detailed information about the 
BS Smartline
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Thanks to the high protection classes, BS Smartline is 
suitable for use in operating areas in production spaces, 
supermarkets and warehouses. It adds a touch of style 
and pleasant illumination, enhancing environments with a 
modern and elegant design. Combines different luminaires 
and profiles that allow various combinations. 
Architectural ceiling lighting range inspires architects, 
designers and system integrators with its exceptional quality, 
precise optical systems and remarkable creativity.
Versatile and Continuous
BS Smartline is a flexible, compact and high performance 
luminaire with impressive versatility. 
Continuous LED aluminium profiles installed continuously to 
create uniform lines of light and provide high visual comfort.
Integrated Solution and Easy to Install
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The watertight plug connector ensures easy, fast and secure 
installation. The robust luminaire fits seamlessly into the 
architecture.

 A

B

L

BS Smartline

Codes Power Colour Temperature A (mm) B (mm) L (mm)

IC895001 25W 3000K / 4000K 66 62 600

IC895002 40W 3000K / 4000K 66 62 900

IC895003 50W 3000K / 4000K 66 62 1200

IC895004 75W 3000K / 4000K 66 62 1500
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10 degree

10x60 degree

30 degree

Technical Features

Corrosion resistant polyester powder coated paint finish extruded 
aluminium housing with stainless steel screws (A4 grade) and silicone 
gaskets. Power unit is built in. Any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off, DALI Interface

Protection Class IP67

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iErgo Platz
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iErgo Series provide an elegant solution for lighting various 
environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks. Functional LED outdoor pole mounted luminaire, with 
wide range of beams, sizes and powers, ideal for residential, 
urban and landscape lighting.
iErgo offers a wide range of options for realizing impressive 
and efficient lighting concepts and individual design solutions 
within urban spaces. Architectural floodlight range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Creative Freedom
With precise optics, the iErgo series are ideal for squares, 
roads, pedestrian precincts, car parks and sports grounds. 
The system is available with wide selection of arms and pole 
types for individual configurations.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. With pole heights of 
up to 12meter, various arms and the ability to place various 
lighting points in differing heights, provide a great deal of 
creative freedom.

Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated universal power supply 
unit. 
The entire family appears in a uniform and durable modern design. A wide 
range of attractive accessories; honeycomb louvre, glare shield, as well as wide 
selection of mounting arms. 

H

D
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C

A

iErgo Platz

Codes Power Colour Temperature A (mm) B (mm) C (mm) D (mm) H (mm)

UA18111 48W 3000K / 4000K 190 160 197 120 300

UA18112 72W 3000K / 4000K 238 200 240 120 365

UA18113 108W 3000K / 4000K 238 200 240 120 365

UA18114 144W 3000K / 4000K 238 200 240 120 365

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating. Conical poles are in 
galvanized steel or aluminium, available in different heights from 4m to 
10m.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree 45 degree

60 degree 90 degree
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For detailed information about the 
iErgo Flow

iE
rg

o 
Fl

ow
iErgo Series provide an elegant solution for lighting various 
environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks. Functional LED outdoor pole mounted luminaire, with 
wide range of beams, sizes and powers, ideal for residential, 
urban and landscape lighting.
iErgo offers a wide range of options for realizing impressive 
and efficient lighting concepts and individual design solutions 
within urban spaces. Architectural floodlight range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Creative Freedom
With precise optics, the iErgo series are ideal for squares, 
roads, pedestrian precincts, car parks and sports grounds. 
The system is available with wide selection of arms and pole 
types for individual configurations.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. With pole heights of 
up to 12meter, various arms and the ability to place various 
lighting points in differing heights, provide a great deal of 
creative freedom.
Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. A wide range of attractive accessories; honeycomb 
louvre, glare shield, as well as wide selection of mounting 
arms.
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H

iErgo Flow

Codes Power Colour Temperature A (mm) B (mm) C (mm) D (mm) E (mm) H (mm)

UA18711 48W 3000K / 4000K 190 160 197 180 75 525

UA18713 72W 3000K / 4000K 238 200 240 180 75 573

UA18715 108W 3000K / 4000K 238 200 240 180 75 573

UA18717 144W 3000K / 4000K 238 200 240 180 75 573

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating. Conical poles are in 
galvanized steel or aluminium, available in different heights from 4m to 
10m.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree 45 degree

60 degree 90 degree
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For detailed information about the 
iErgo Supra

iE
rg

o 
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iErgo Series provide an elegant solution for lighting various 
environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks. Functional LED outdoor pole mounted luminaire, with 
wide range of beams, sizes and powers, ideal for residential, 
urban and landscape lighting.
iErgo offers a wide range of options for realizing impressive 
and efficient lighting concepts and individual design solutions 
within urban spaces. Architectural floodlight range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
High Performance and Creative Freedom
With precise optics, the iErgo series are ideal for squares, 
roads, pedestrian precincts, car parks and sports grounds. 
The combination of floodlights with different optics makes 
creative lighting scenarios possible.
Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. A wide range of attractive accessories; honeycomb 
louvre, glare shield, as well as wide selection of mounting 
arms.

H

L

D

F

F

FF

C
BASIDE VIEW

iErgo Supra

Codes Power Colour Temperature A (mm) B (mm) C (mm) L (mm) D (mm) H (mm) F (mm)

UA19111 48W 3000K / 4000K 190 160 197 3600 200x200 6000 / 8000 350

UA19112 72W 3000K / 4000K 238 200 240 3600 200x200 6000 / 8000 350

UA19113 108W 3000K / 4000K 238 200 240 3600 200x200 6000 / 8000 350

UA19114 144W 3000K / 4000K 238 200 240 3600 200x200 6000 / 8000 350
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Tiltable by up to 45° horisontal 
and vertical axis. Available in anthracite gray as a standard finish 
or any desired RAL colour. Adjustable mounting bracket made of 
aluminium with polyester powder coating. Aluminium pole 200x200mm. 
Optional pole heights and floolight arrangements.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

30 degree 45 degree

60 degree 90 degree
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For detailed information about the 
iCubus Platz

iC
ub

us
 P
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iCubus series provide an elegant solution for lighting 
various environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks. Functional LED outdoor pole mounted luminaire, with 
wide range of beams, sizes and powers, ideal for residential, 
urban and landscape lighting.
iCubus offers a wide range of options for realizing impressive 
and efficient lighting concepts and individual design solutions 
within urban spaces. Architectural floodlight range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
Versatile and Creative 
Urban floodlights create a simple and versatile base for 
cities and streetscapes to extend their beauty, safety and 
functionality beyond daylight. The iCubus adjustable urban 
floodlights complement each other with accessories that 
allow installation on a pole, available with a wide range of 
arms and pole types for customized configurations.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. With pole heights of 
up to 12meter, various arms and the ability to place various 
lighting points in differing heights, provide a great deal of 
creative freedom.
Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. A wide range of attractive accessories; honeycomb 
louvre, glare shield, as well as wide selection of mounting 
arms.

iCubus Platz

Codes Power Colour Temperature A (mm) B (mm) C (mm) D (mm) H (mm)

UA16111 48W 3000K / 400OK 160 125 130 120 305

UA16112 72W 3000K / 400OK 160 125 130 120 305

UA16113 108W 3000K / 400OK 200 235 240 120 370

UA16114 144W 3000K / 400OK 200 235 240 120 370

A

B
C

D

D

H

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating. Conical poles are in 
galvanized steel or aluminium, available in different heights from 4m to 
10m.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3
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For detailed information about the 
iCubus Flow

iC
ub
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iCubus series provide an elegant solution for lighting 
various environments in towns and cities such as urban and 
residential streets, squares, parks, pedestrian areas and car 
parks. Functional LED outdoor pole mounted luminaire, with 
wide range of beams, sizes and powers, ideal for residential, 
urban and landscape lighting.
iCubus offers a wide range of options for realizing impressive 
and efficient lighting concepts and individual design solutions 
within urban spaces. Architectural floodlight range inspires 
architects, designers and system integrators with its 
exceptional quality, a variety of beam angles and remarkable 
creativity.
Versatile and Creative 
Urban floodlights create a simple and versatile base for 
cities and streetscapes to extend their beauty, safety and 
functionality beyond daylight. The iCubus adjustable urban 
floodlights complement each other with accessories that 
allow installation on a pole, available with a wide range of 
arms and pole types for customized configurations.
The combination of floodlights with different optics makes 
creative lighting scenarios possible. With pole heights of 
up to 12meter, various arms and the ability to place various 
lighting points in differing heights, provide a great deal of 
creative freedom.
Integrated Solution and Modern Design
Plug and play built-in system with the fully integrated 
universal power supply unit. 
The entire family appears in a uniform and durable modern 
design. A wide range of attractive accessories; honeycomb 
louvre, glare shield, as well as wide selection of mounting 
arms.

iCubus Flow

Codes Power Colour Temperature A (mm) B (mm) C (mm) D (mm) E (mm) H (mm)

UA17111 48W 3000K / 400OK 160 125 130 180 75 525

UA17112 72W 3000K / 400OK 160 125 130 180 75 573

UA17113 108W 3000K / 400OK 200 235 240 180 75 573

UA17114 144W 3000K / 400OK 200 235 240 180 75 573

A

B

C

D

E

H

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Adjustable mounting bracket 
made of aluminium with polyester powder coating. Conical poles are in 
galvanized steel or aluminium, available in different heights from 4m to 
10m.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3
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For detailed information about the 
iAero

iA
er

o
Their modern and minimalist design is the perfect synthesis 
of aesthetic features and shapes. With its high efficiency 
standards and remarkable lighting performance, iAero is the 
ideal solution for urban settings, pathways, outdoor public 
and private areas, parks and gardens.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Attractive 
The iAero has a three-sided shape and is the optimal 
solution for both modern and traditional lighting applications. 
The visual comfort light engine requires less eye adaptation 
through reduced glare, enabling lower light levels and lower 
energy use with excellent visual acuity.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW

H

A

A

B

F

F

iAero

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1542 54W 3000K / 4000K 550 930 4000 - 6000 250

UA1544 82W 3000K / 4000K 550 930 5000 - 6000 250

UA1546 110W 3000K / 4000K 550 930 5000 - 6000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iAero Duo

iA
er

o 
D

uo
Their modern and minimalist design is the perfect synthesis 
of aesthetic features and shapes. With its high efficiency 
standards and remarkable lighting performance, iAero is the 
ideal solution for urban settings, pathways, outdoor public 
and private areas, parks and gardens.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Attractive 
The iAero has a flat shape with two slim arms and is the 
optimal solution for both modern and traditional lighting 
applications. The visual comfort light engine requires less 
eye adaptation through reduced glare, enabling lower light 
levels and lower energy use with excellent visual acuity.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iAero Duo

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1552 54W 3000K / 4000K 560 830 3000 - 5000 250

UA1554 82W 3000K / 4000K 560 830 5000 - 6000 250

UA1556 110W 3000K / 4000K 560 830 5000 - 6000 250

TOP VIEW

SIDE VIEW

H

A

A

B

F

F

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iMagna

iM
ag

na
Outdoor post-top luminaire for urban lighting with a conical 
shape that enhances urban areas with a pleasant effect, 
high-quality photometric performance avoiding light pollution. 
The innovative optical systems designed for the line 
guarantee visual comfort, safety and enhanced quality of 
space. With its aesthetic design, iMagna blends into all types 
of urban environments, such as squares and pedestrian 
areas, parking lots, cycle paths, bridges and urban roads.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
Functional and Effective
Clear and functional lines, high-performance optical 
modules, equipped with the latest technologies for intelligent 
lighting and energy efficiency, the iMagna urban post-top 
luminaire combines elegance and innovation with the highest 
quality of illumination without creating light pollution. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iMagna offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

F

F

A

B

A

TOP VIEW

SIDE VIEW

iMagna

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA53821 60W 3000K / 400OK 450 515 3000 - 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

C1

C2

C3
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For detailed information about the 
iMetis

iM
et

is
The clear luminaire fits a variety of site designs and 
architectural styles in street and urban decor installations, 
and its compact housing strikes an aesthetic balance for 
varying pole heights and spacing.  The harmonious design 
of the housing fits in ideally in squares, historic centres and 
pedestrian walkways.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Attractive 
Visually decorative and technically innovative, the iMetis 
post-top luminaires score points with their attractive design 
and innovative lighting technology. The optical properties can 
be individually adapted using a large selection of lenses.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW
H

A

A

B

F

iMetis

Codes Power Colour Temperature A (mm) B (mm) H (mm)

UA1133 ST 72W 3000K / 4000K 450 190 4000 / 5000

UA1135 ST 120W 3000K / 4000K 550 240 4000 / 5000

*Poles to be ordered separately. See tables on pages 470 - 475.
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40 degree 60 degree

90 degree Asymmetric M3

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. Mounting bracket made of 
aluminium with polyester powder coating.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLeno
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The clear luminaire fits a variety of site designs and 
architectural styles in street and urban decor installations, 
and its compact housing strikes an aesthetic balance for 
varying pole heights and spacing.  The harmonious design 
of the housing fits in ideally in squares, historic centres and 
pedestrian walkways.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Attractive 
Visually decorative and technically innovative, the iLeno 
post-top luminaires score points with their attractive design 
and innovative lighting technology. The optical properties can 
be individually adapted using a large selection of lenses.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iLeno

Codes Power Colour Temperature A (mm) B (mm) C (mm) D (mm) H (mm) F (mm)

UA54821 60W 3000K / 400OK 585 425 134 90 3000 - 4000 250

TOP VIEW

SIDE VIEW
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*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

C1

C2

C3
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For detailed information about the 
iPetra
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iPetra is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iPetra has been designed to offer better lighting 
performances, simplify the installation and the maintenance 
of the lighting devices and promote the maximum energy-
saving. It is the ideal solution to all types of urban and 
interurban road lighting, round-about, outdoor areas and 
parking lots, both for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iPetra

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm) L (mm)

UA1481 54W 3000K / 4000K 395 320 155 4000 / 7000 250 / 350 485

UA1482 81W 3000K / 4000K 395 320 155 4000 / 7000 250 / 350 485

UA1483 108W 3000K / 4000K 395 320 155 4000 / 7000 250 / 350 485

TOP VIEW

WA4986

SIDE VIEW
H

B
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*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

Asymmetric M3 M3
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For detailed information about the 
iRackett

iR
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iRackett is a modular urban lighting system with the 
perfect combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iRackett has been designed to offer better lighting 
performances, simplify the installation and the maintenance 
of the lighting devices and promote the maximum energy-
saving. It is the ideal solution to all types of urban and 
interurban road lighting, round-about, outdoor areas and 
parking lots, both for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iRackett

Codes Power Colour Temperature A (mm) B (mm) C (mm) L (mm) H (mm) F (mm)

UA1681 112W 3000K / 4000K 420 610 110 672 6000 / 10000 250 - 350

UA1682 144W 3000K / 4000K 420 610 110 672 6000 / 10000 250 - 350

UA1683 172W 3000K / 4000K 420 610 110 672 6000 / 10000 250 - 350

TOP VIEW

SIDE VIEW
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*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

60 degree 90 degree

Asymmetric M3 M3
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For detailed information about the 
iFizy

iF
iz

y
Lighting system for large urban areas with asymmetrical and 
symmetrical optics with independent modules for excellent 
illuminance uniformity and optimum visual comfort. The 
remarkably refined design of iFizy enhances the urban 
landscape. From residential areas, streets to squares, parks 
and public spaces, the system perfectly blends into various 
urban districts.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Distinctive and Effective
With its distinctive and elegant design, the iFizy luminaire is 
a plus for creating a unique identity for any environment. The 
clear and pure lines of the fixture play an important aesthetic 
role both by day and by night.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW
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iFizy

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1452/SYM 72W 3000K / 4000K 800 640 5000 / 6000 300

UA1453/ASY 108W 3000K / 4000K 800 640 5000 / 6000 300

UA1454/SYM 54W 3000K / 4000K 600 380 3000 / 4000 250

UA1455/ASY 72W 3000K / 4000K 600 380 3000 / 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSIFIX® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

BSIFIX® LED Module
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For detailed information about the 
iBrezel

iB
re

ze
l

Lighting system for urban areas with asymmetrical and 
symmetrical optics with independent modules for excellent 
illuminance uniformity and optimum visual comfort. The 
remarkably refined design of iBrezel enhances the urban 
landscape. From residential areas, streets to squares, parks 
and public spaces, the system perfectly blends into various 
urban districts.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Distinctive and Effective
Outdoor luminaire presents an elegant design that perfectly 
integrates any urban or residential area. It is particularly 
suited to lighting environments such as city centers, public 
squares, parks and residential streets. As an option, iBrezel 
can be equipped with a ring of monochrome or RGB LEDs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

UA1402 - UA1404 UA1406 - UA1408

SIDE VIEW B

A

FF

F

H

A

H

A

iBrezel

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1402 54W 3000K / 4000K 700 62 4000 250

UA1404 72W 3000K / 4000K 700 62 4000 250

UA1406 54W 3000K / 4000K 700 62 4000 250

UA1408 72W 3000K / 4000K 700 62 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSIFIX® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

BSIFIX® LED Module
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iFo
rte

For detailed information about the 
iForte

iF
or

te
Lighting system for urban areas with symmetrical optics and 
independent modules for excellent illuminance uniformity 
and optimum visual comfort. The remarkably refined design 
of iForte enhances the urban landscape. From residential 
areas, streets to squares, parks and public spaces, the 
system perfectly blends into various urban districts.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Distinctive and Effective
Outdoor luminaire has an elegant, flat shape that blends 
perfectly into any urban or residential area. iForte is not only 
an aesthetic solution for urban lighting, but also impresses 
with its performance and photometric versatility. It offers a 
symmetrical light distribution that represents a harmonious 
compromise between safety, comfort and energy efficiency 
for different environments.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iForte offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW

H

A

B

A

F

F

iForte

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1472 48W 3000K / 4000K 600 165 3000 / 4000 250

UA1474 72W 3000K / 4000K 800 200 5000 / 6000 300

*Poles to be ordered separately. See tables on pages 470 - 475.
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BSIFIX® LED Module

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSIFIX® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBrett

iB
re

tt
iBrett is an outdoor luminaire specially designed for urban 
areas and blends perfectly into the environment. It is 
equipped with powerful LEDs that enables exceptionally 
uniform light distribution and provides perfectly 
homogeneous lighting without shadows. The luminaire has 
very balanced and elegant proportions and is available in 
two different heights.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
Distinctive and Effective
Clear and functional lines, high-performance optical 
modules, equipped with the latest technologies for intelligent 
lighting and energy efficiency, the iBrett urban post-top 
luminaire combines elegance and innovation with the highest 
quality of illumination without creating light pollution. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBrett offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

F

F

A

B

A

TOP VIEW

SIDE VIEW

iBrett

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1412 36W 3000K / 4000K 520 170 3000 / 4000 250

UA1414 54W 3000K / 4000K 520 170 3000 / 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational diffused beam
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iA
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For detailed information about the 
iAlba

iA
lb

a
Timeless urban lighting system integrating the latest LED 
technology. The innovative optical systems designed for the 
line guarantee visual comfort, safety and enhanced quality 
of space. The luminaire emits symmetrical, glare-free light 
directed downwards. With its aesthetic design, iAlba blends 
into all types of urban environments, such as squares and 
pedestrian areas, parking lots, cycle paths, bridges and 
urban roads.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
Functional and Effective
Clear and functional lines, high-performance optical 
modules, equipped with the latest technologies for intelligent 
lighting and energy efficiency, the iAlba urban post-top 
luminaire combines elegance and innovation with the highest 
quality of illumination without creating light pollution. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iAlba offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEWH

F

A

B

F

F

iAlba

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1222 54W 3000K / 4000K 600 635 3000 / 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution

255

b s i l i g h t i n g . c o m



iFl
y

For detailed information about the 
iFly

iF
ly

iFly has high-performance optics and is suitable for 
environmentally compatible management of public lighting. 
The light emission is directed completely downwards to 
ensure powerful light distribution and the compact design 
and reduced size of the luminaire allow its addition with 
balance and discretion to any urban context, from big cities 
to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Clear and Powerful 
iFly has been designed to offer better lighting performances, 
simplify the installation and the maintenance of the lighting 
devices and promote the maximum energy-saving. It is 
the ideal solution to all types of urban and interurban road 
lighting, round-about, outdoor areas and parking lots, both 
for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iFly

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1524 20W 3000K / 4000K 680 170 3000 250

UA1526 28W 3000K / 4000K 680 170 3000 250

UA1512 41W 3000K / 4000K 1100 200 4000 / 6000 250

UA1514 82W 3000K / 4000K 1250 200 6000 / 8000 300

UA1516 123W 3000K / 4000K 1600 300 8000 / 10000 350

UA1518 164W 3000K / 4000K 1600 300 8000 / 10000 350

TOP VIEW

SIDE VIEW
H

AB

A

B

F

FF

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree M3
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iFl
at

For detailed information about the 
iFlat

iF
la

t
iFlat is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iFlat has been designed to offer better lighting performances, 
simplify the installation and the maintenance of the lighting 
devices and promote the maximum energy-saving. It is 
the ideal solution to all types of urban and interurban road 
lighting, round-about, outdoor areas and parking lots, both 
for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iFlat

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

UA1160 54W 3000K / 4000K 400 50 250 3000 / 4000 200

UA1161 84W 3000K / 4000K 400 50 250 3000 / 4000 200

UA1162 96W 3000K / 4000K 450 60 325 5000 / 6000 250

UA1163 122W 3000K / 4000K 450 60 325 5000 / 6000 250

UA1164 158W 3000K / 4000K 520 60 370 5000 / 6000 300

UA1165 206W 3000K / 4000K 580 60 370 7000 / 8000 350

TOP VIEW

SIDE VIEW

H

L L

F

F

A

A

B

C

F F

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as 
a standard finish or any desired RAL colour. Adjustable joint for beam 
direction 0° - 30°. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree M3
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For detailed information about the 
iRegor

iR
eg

or
iRegor is a modular urban lighting system with the perfect 
combination of design and innovation. The different 
installation configurations and the wide range of optics 
ensure lighting for urban environments that guarantees 
energy savings and respect for the ecosystem. The compact 
design and reduced size of the luminaire allow its addition 
with balance and discretion to any urban context, from big 
cities to small district towns.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
iRegor has been designed to offer better lighting 
performances, simplify the installation and the maintenance 
of the lighting devices and promote the maximum energy-
saving. It is the ideal solution to all types of urban and 
interurban road lighting, round-about, outdoor areas and 
parking lots, both for new and existing installations.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW

F F

F

H

B

A

C

iRegor

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

UA1642 82W 3000K / 4000K 450 270 115 4000 / 5000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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40 degree 60 degree

90 degree M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as 
a standard finish or any desired RAL colour. Adjustable joint for beam 
direction 0° - 15°. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBriza

iB
riz

a
Outdoor luminaire ensures effective lighting with excellent 
light output. With its high efficiency standards and 
remarkable lighting performance, iBriza is the ideal solution 
for urban settings, pathways, outdoor public and private 
areas, parks and gardens providing uniqueness and 
functionality.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Innovative and Effective
The iBriza is equipped with adjustable optics that guarantee 
homogeneous and pleasant lighting while producing a well-
directed beam of light that is perfect for street lighting without 
causing light pollution. With a very high degree of impact 
resistance and a high sealing level, the fixture is built to 
withstand harsh environmental conditions.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iBriza

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1442 41W 3000K / 4000K 200 310 4000 250

UA1444 54W 3000K / 4000K 200 310 4000 250

TOP VIEW

SIDE VIEW B

A

H

F F

F

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree M3
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iLe
tto

For detailed information about the 
iLetto

iL
et

to
Outdoor LED luminaire for urban lighting with an iconic 
design, enhances historic centres and pedestrian areas 
with classic taste. The available radial or street optics allow 
adequate lighting of different types of urban areas and avoid 
light pollution.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iLetto’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iLetto offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW
H

A

B

F

iLetto

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1231 54W 3000K / 4000K 450 140 4000 / 5000 300

UA1232 72W 3000K / 4000K 450 140 4000 / 5000 300

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iArte

iA
rt

e
Outdoor LED luminaire for urban lighting with an iconic 
design, enhances historic centres and pedestrian areas 
with classic taste. The available radial or street optics allow 
adequate lighting of different types of urban areas and avoid 
light pollution.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iArte’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iArte offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW
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H

F

F F

iArte

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1142 54W 3000K / 4000K 490 330 3000 / 4000 250

UA1144 72W 3000K / 4000K 490 330 3000 / 4000 250

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iTivoli

iT
iv

ol
i

iTivoli guarantees a high degree of standardized design 
quality in urban spaces with timeless style and classical 
design. The luminaires have a unique appearance and at the 
same time meet the high requirements of modern lighting 
technology. iTivoli fits perfectly into large inner-city areas and 
is ideal for illuminating the streets or squares with historical 
significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
High-performance light engines customize iTivoli’s 
performance specifically for pedestrian environments and 
beyond for applications such as parking lots, streetscapes, 
transit and other environments with every lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iTivoli offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

SIDE VIEW
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F

iTivoli

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA6941 54W 3000K / 4000K 450 885 4000 / 6000 400

UA6943 72W 3000K / 4000K 450 885 4000 / 6000 400

*Poles to be ordered separately. See tables on pages 470 - 475.
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40 degree 60 degree

90 degree Asymmetric M3

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBaros

iB
aro

s
iB

ar
os

iBaros guarantees a high degree of standardized design 
quality in urban spaces with timeless style and classical 
design. The luminaires have a unique appearance and 
at the same time meet the high requirements of modern 
lighting technology. iBaros fits perfectly into large inner-city 
areas and is ideal for illuminating the streets or squares with 
historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBaros’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBaros offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iBaros

Codes Power Colour Temperature A (mm) B (mm) H (mm) L (mm) F (mm)

UA1182 54W 3000K / 4000K 330 650 3000 / 4000 675 270

*Poles to be ordered separately. See tables on pages 470 - 475.

TOP VIEW

SIDE VIEW
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBell

iB
el

l
iBell combines the classic style with a touch of modernity. It 
creates a distinctive ambiance both for historic centres and 
contemporary spaces and environments. The luminaires 
have a unique appearance and at the same time meet 
the high requirements of modern lighting technology. iBell 
fits perfectly into large inner-city areas and is ideal for 
illuminating the streets or squares with historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBell’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBell offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iBell

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F (mm)

UA1321 72W 3000K / 4000K 555 390 1325 4000 / 6000 300

UA1322 128W 3000K / 4000K 660 460 1325 5000 / 8000 300

UA1323 72W 3000K / 4000K 555 390 1435 4000 / 6000 300

UA1324 128W 3000K / 4000K 660 460 1435 5000 / 8000 300

TOP VIEW

SIDE VIEW
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H

UA1321 - UA1322  UA1323 - UA1324 

*Poles to be ordered separately. See tables on pages 470 - 475.
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40 degree 60 degree

90 degree Asymmetric M3

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBella

iB
el

la
iBella offers cities the opportunity to preserve their heritage 
while creating a source of well-being and safety in public 
spaces. It creates a distinctive ambiance both for historic 
centres and contemporary spaces and environments. The 
luminaires have a unique appearance and at the same time 
meet the high requirements of modern lighting technology. 
iBella fits perfectly into large inner-city areas and is ideal for 
illuminating the streets or squares with historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBella’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBella offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

L

H

F

A

B

iBella

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F (mm)

UA1341 60W 3000K / 4000K 486 846 768 4000 - 5000 360

UA1342 120W 3000K / 4000K 486 846 768 5000 - 6000 360

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iFlora

iF
lo

ra
The heritage luminaire enriches the visual experience in 
urban environments. Its stylish design creates a sense of 
belonging to a particular place, with a unique character 
both day and night that evokes a feeling of joy. It creates 
a distinctive ambiance both for historic centres and 
contemporary spaces and environments. The luminaires 
have a unique appearance and at the same time meet the 
high requirements of modern lighting technology. iFlora 
fits perfectly into large inner-city areas and is ideal for 
illuminating the streets or squares with historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iFlora’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iFlora offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iFlora

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F (mm)

UA1711 60W 3000K / 4000K 590 740 1325 4000 / 5000 380

UA1712 120W 3000K / 4000K 590 740 1325 5000 / 6000 380

H

L

A

B

F

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module."

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
IAura

iA
ur

a
The heritage luminaire enriches the visual experience in 
urban environments. Its stylish design creates a sense of 
belonging to a particular place, with a unique character 
both day and night that evokes a feeling of joy. It creates 
a distinctive ambiance both for historic centres and 
contemporary spaces and environments. The luminaires 
have a unique appearance and at the same time meet the 
high requirements of modern lighting technology. iAura 
fits perfectly into large inner-city areas and is ideal for 
illuminating the streets or squares with historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iAura ‘s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iAura offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iAura

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F (mm)

UA1721 60W 3000K / 4000K 435 800 768 4000 - 5000 360

UA1722 120W 3000K / 4000K 435 800 768 5000 - 6000 360

H

L

F
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B

*Poles to be ordered separately. See tables on pages 470 - 475.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour. BSISQ® LED Module."

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iMistral

iM
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al

LIGHT COLUMNS

iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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F1 F2

WA1397

iMistral

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F1 (mm) F2 (mm)

LB1381 54W 3000K / 4000K 80 120 900 3000 - 4000 200 220

LB1382 54W 3000K / 4000K 100 150 900 3000 - 6000 220 270

LB1383 72W 3000K / 4000K 100 150 900 4000 - 6000 220 270

LB1384 96W 3000K / 4000K 100 200 900 6000 - 8000 220 300

LB1385 144W 3000K / 4000K 100 200 1200 6000 - 10000 220 300

*For different lighting pole options see selection table pages.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iMistral Decor

iM
is
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al

 D
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iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iMistral Decor

Codes Power Colour Temperature A (mm) B (mm) L (mm) H (mm) F1 (mm) F2 (mm)

LB1431 54W 3000K / 4000K 100 150 900 3000 - 6000 200 270

LB1432 72W 3000K / 4000K 100 150 900 4000 - 6000 220 270

LB1433 96W 3000K / 4000K 100 200 900 4000 - 8000 220 300

LB1434 144W 3000K / 4000K 100 200 1200 6000 - 10000 220 300

*For different lighting pole options see selection table pages.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree 60 degree

90 degree Asymmetric M3

M3
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For detailed information about the 
iMistral Plus
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iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iMistral Plus

Codes Power Colour Temperature A (mm) B (mm) H (mm) L (mm) F1 (mm) F2 (mm)

LB1385 54W 3000K / 4000K 100 150 3000 - 6000 900 200 300

LB1386 72W 3000K / 4000K 100 150 4000 - 6000 1000 200 300

LB1387 96W 3000K / 4000K 100 200 6000 - 8000 1200 200 300

LB1388 144W 3000K / 4000K 100 200 6000 - 10000 1500 200 300

*Integrated Pole LED Module Power: 18W Standard 
*For different lighting pole options see selection table pages.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

60 degree

90 degree

M3
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For detailed information about the 
iMistral T
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 T
iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive compact 
features, illuminates in a versatile way and discreetly 
blends into its surroundings. iMistral T is made of extruded 
aluminum, resulting in a form with simplicity matches its 
function. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Aesthetic and Easy to Install
Charming and independent: The light element is an aesthetic 
sight by day and night. The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. 
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

H

F1

F1

F2

F2

C
B

iMistral T

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F1 (mm) F2 (mm)

LB1395 54W 3000K / 4000K 200 100 275 3000 - 6000 250 210

LB1396 72W 3000K / 4000K 200 100 275 3000 - 6000 250 210

*For different lighting pole options see selection table pages.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

M3
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For detailed information about the 
iMistral Rota
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iMistral is a family of robust and high-quality construction 
light elements, installed as pole mounted. The series offers 
a high level of performance and visual comfort, creating 
the right atmosphere for all applications. Its design gives a 
coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F F
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A L L

iMistral Rota

Codes Power Colour Temperature A (mm) L (mm) H (mm) F (mm)

LB88501 54W 3000K / 4000K 104 1000 4000 250

LB88502 72W 3000K / 4000K 104 1000 5000 250

LB88503 86W 3000K / 4000K 104 1000 6000 250

LB88504 102W 3000K / 4000K 114 1000 7000 350

LB88505 128W 3000K / 4000K 114 1000 8000 350

*For different lighting pole options see selection table pages.
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, hot dip galvanised steel column with 
stainless steel screws (A4 grade) and silicone gaskets. Power unit is 
built in. Available in anthracite gray as a standard finish or any desired 
RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

M3
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For detailed information about the 
iMistral Deta
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Illuminating light design elements with modularity and 
multifunctionality. Visual comfort is provided by the 
aluminium optics and diffuser. The optical system is 
engineered to provide outstanding control of the light beam 
and light emission.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive compact 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral Deta is made of extruded 
aluminum, resulting in a form with simplicity matches its 
function. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modular and Easy to Install
Modular and multifunctional column lamp. The lighting 
fixture is fully customizable. It is possible to choose different 
optical modules and smart modules such as Wi-Fi access 
points, video surveillance cameras and motion sensors. The 
luminaire part is equipped with an integral power supply unit, 
is optionally available with DALI control or in the user-friendly 
On-Off version. 
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iMistral Deta

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm)

LB63851 54W 3000K / 4000K 250 100 5000 320 240
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
aluminium extruded column (EN AW-6060) with stainless steel screws 
(A4 grade) and silicone gaskets. Power unit is built in. Available in 
anthracite gray as a standard finish or any desired RAL colour. 
BSISQ® LED Module integrated.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

M3
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For detailed information about the 
iMistral Duo
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iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral Duo is made of extruded 
aluminum, resulting in a form with simplicity matches its 
function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Functional Design and Easy to Install
Functional family of systems fully adjustable via two 
independently bi-directional and asymmetrical modules; 
ability to create unique lighting arrangements. The luminaire 
is equipped with an integral power supply unit, is optionally 
available with DALI control or in the user-friendly On-Off 
version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A B
C

H

F1 F2

iMistral Duo

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F1 (mm) F2 (mm)

LB89701 38W (Fixed) + 24W (Adjustable) 3000K / 4000K 350 1100 100 4000 450 280

LB89702 52W (Fixed) + 48W (Adjustable) 3000K / 4000K 350 1100 100 5000 450 280

LB89703 82W (Fixed) + 72W (Adjustable) 3000K / 4000K 350 1100 100 6000 450 280
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSISQ® LED Module

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

M3
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For detailed information about the 
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iBanda is a family of robust and high-quality construction 
light elements, designed on the basis of square shapes. The 
series offers a high level of performance and visual comfort, 
creating the right atmosphere for all applications. Its design 
gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous beam and remarkable creativity.
Versatile and Stylized Appearance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iBanda is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
without light pollution. 
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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F

F
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F F

iBanda

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

LB1271 36W 3000K / 4000K 80 60 80 3000 160
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120 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
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iZera is a family of robust and high-quality construction light 
elements, designed on the basis of rectangular shapes. The 
series offers a high level of performance and visual comfort, 
creating the right atmosphere for all applications. Its design 
gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iZera is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F
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A B

iZera

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

LB1312 54W 3000K / 4000K 100 150 3000 - 4000 220 x 270

LB1314 72W 3000K / 4000K 100 200 5000 - 6000 220 X 320

*Integrated Pole LED Module Power: 27W Standard
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing aluminium extruded column (EN AW-6060) 
with stainless (A4 grade) steel screws and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

M3
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iLara is ideal for lighting up modern and architectural squares 
or walkways, it has 4 vertical arms at each corner, which give 
it a thin and slender silhouette.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iLara collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
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iLara

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1352 38W 3000K / 4000K 220 3000 300

LB1354 54W 3000K / 4000K 220 4500 300

Modern Design and Easy to Install
Modern design adapted to the requirements and conditions of the client 
and project. The luminaire is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version. The 
columns can be illuminated from the inside by an independent light source, so 
that even at night the column is an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid and safe installation.
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40 degree

90 degree

60 degree

Asymmetric M3   

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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iRuta Decor
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iRuta Decor is an architectural lighting structure with a 
square cross section creates an impressive alternation of 
light and shadow on the floor. Efficient tool for lighting open 
spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iLara

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1361 38W 3000K / 4000K 220 3000 - 4000 300

LB1362 54W 3000K / 4000K 220 4000 - 6000 300
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40 degree

90 degree

60 degree

Asymmetric M3   

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

301

b s i l i g h t i n g . c o m



iR
uta

 D
ec

or
 FL

For detailed information about the 
iRuta Decor FL
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iRuta Décor FL is an architectural lighting structure with a 
square cross section creates an impressive alternation of 
light and shadow on the floor. Efficient tool for lighting open 
spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iRuta Decor FL

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1364 54W + 1x36W 3000K / 4000K 220 3000 - 4000 300

LB1365 54W + 2x36W 3000K / 4000K 220 4000 - 5000 300

LB1366 54W + 3x36W 3000K / 4000K 220 4000 - 6000 300
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40 degree

90 degree

60 degree

Asymmetric M3   

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRuta Decor Plus
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iRuta Decor Plus is an architectural lighting structure with 
a square cross section creates an impressive alternation 
of light and shadow on the floor. Top luminaire installation 
responds to the specific functional and architectural 
requirements of each urban context. Efficient tool for lighting 
open spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iRuta Decor Plus

Codes Power Colour Temperature A (mm) L (mm) H (mm) F (mm)

LB1367 54W 3000K / 4000K 220 1000 4000 300

LB1368 72W 3000K / 4000K 220 1000 6000 300

*Integrated Pole LED Module Power: 48W Standard
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

Asymmetric M3   

M3
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For detailed information about the 
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iRuta Skew is an architectural lighting structure with a 
trapezoidal cross section creates an impressive alternation 
of light and shadow on the floor. Efficient tool for lighting 
open spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iRuta Skew

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

LB1582 38W 3000K / 4000K 165 250 215 3000 - 5000 300

LB1584 54W 3000K / 4000K 165 250 215 4000 - 5000 300
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Customizable patterns. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

Asymmetric 90 degree

Asymmetric M3degree M3

307

b s i l i g h t i n g . c o m



iR
uta

 T

For detailed information about the 
iRuta T

iR
ut

a 
T

iRuta T is ideal for lighting up modern and architectural 
squares or walkways, it has 3 vertical arms at each corner, 
which give it a thin and slender silhouette.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
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iRuta T

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB75451 36W 3000K / 4000K 165 3000 220

LB75453 48W 3000K / 4000K 165 4000 220

Modern Design and Easy to Install
Modern design adapted to the requirements and conditions of the client 
and project. The luminaire is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version. The 
columns can be illuminated from the inside by an independent light source, so 
that even at night the column is an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid and safe installation.
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Technical Features

Double layer polyester powder coated paint finish die cast aluminium 
housing with stainless steel screws and silicone gaskets. Power unit is 
built in. Available in anthracite gray as a standard finish or any desired 
RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

40 degree

90 degree

60 degree

Asymmetric 90  

M3
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iRuta Smart is an interactive, modular lighting column 
designed for connectivity in cities and communities.
The top luminaire installation meets the specific functional 
and architectural requirements of each urban context.
An efficient tool for lighting open spaces, pedestrian 
areas and urban zones, integrating functions such as 
loudspeakers, CCTV, night vision, wireless internet, electric 
vehicle charging and visual guidance.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
In addition to multifunctionality, the iRuta Smart offers 
a network control solution, a remote control system for 
monitoring and managing a lighting network. Combining 
state-of-the-art LED lighting technology, the luminaire offers 
a wide range of light levels, from intense to extensive, 
symmetrical and asymmetrical, with Nema & Zhaga sockets 
for almost any lighting application, including streets, squares, 
ambience, crosswalks, architecture and signage.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped
with an integral power supply unit, is optionally available with 
DALI control or in the user-friendly On-Off version.
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is
an interesting feature in the landscape. The product is 
supplied pre-wired, permitting simple, rapid and safe 
installation.

iRuta Smart

Codes Module A (mm) H (mm)

MD1001 Projektor 250 400

MD1002 Light 250 500

MD1003 Wifi 250 300

MD1004 Speaker 250 250

MD1005 RGB 250 600

MD1006 Main 250 1200

SC1007 Nema Socket

SC1008 Zhaga Socket

* Wattages and modules can be customized.   

Projector Module

Lighting Module

Speaker Module

Communication Module

RGB Module

Main ModuleH

H

H

H

H

H

AA
Socket
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45 degree

90 degree

60 degree

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Customizable patterns and rotatable modules. Available in 
anthracite gray as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems DMX / RDM, Wifi, Bluetooth, DALI, Nema / Zhaga 
Socket

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. The 
innovative optical systems developed for iRuta R guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with 
clear lines and aluminium reflectors provides high visual 
comfort and glare control. The upper reflectors are aluminum 
cone and anodized. Suitable for various designs and heights 
in combination with separately ordered supporting columns.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iRuta LE

Codes Power Colour Temperature A (mm) B (mm) H (mm) F(mm)

LB1172  41W 3000K / 4000K 200 790 3000 - 5000 200
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

45 degree

90 degree

60 degree

Asymmetric M3 

M3
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iCali is an architectural lighting structure with a circular 
section, creates an impressive alternation of light and 
shadow on the floor. Efficient tool for lighting open spaces, 
pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Pure and Fully Customizable
The iCali collection is characterized by clean, pure and 
minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
Fully customizable light columns create a variety of unique 
looks and features to meet your desired function. The 
possibility to use various lighting distribution with optional 
mounting heights allows designers to illuminate differing 
urban spaces with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (logo, emblem or any pattern 
adjusted to surrounding). The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

H

H

H1H1

BB

A

iCali

Codes Power Colour Temperature A (mm) B (mm) H (mm) H1 (mm)

LB886391 24W 3000K / 4000K 200 154 2200 150
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45 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column 
(EN AW-6060) with stainless steel screws (A4 grade) and silicone 
gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour."

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLia

iL
ia

Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with high 
lighting efficiency and uniform light emission.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.

F

A

H

H

A

Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid and safe installation.

iLia

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1356 38W 3000K / 4000K 200 3000 200

LB1358 54W 3000K / 4000K 200 4000 200
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45 degree

90 degree

60 degree

Asymmetric M3 

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLia Decor

iL
ia

 D
ec

or
Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Clean and Functional
The iLia collection is characterized by clean, pure and 
minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
Fully customizable light columns create a variety of unique 
looks and features to meet your desired function. The 
possibility to use various lighting distribution with optional 
mounting heights allows designers to illuminate differing 
urban spaces with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (logo, emblem or any pattern 
adjusted to surrounding). The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

A

H

H

A

iLia Decor

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1473 38W 3000K / 4000K 200 3000 200

LB1475 54W 3000K / 4000K 200 4000 200
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

45 degree

90 degree

60 degree

Asymmetric M3 

M3
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For detailed information about the 
iLia Soft

iL
ia

 S
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with high 
lighting efficiency and uniform light emission. In combination 
with an extruded aluminium pole and a transparent or 
opal polycarbonate diffuser with impact resistance and UV 
protection.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.

F F

F

A

H

H

A

iLia Soft

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1372 48W 3000K / 4000K 200 3500 200

LB1374 56W 3000K / 4000K 200 4500 200

LB1376 65W 3000K / 4000K 200 6000 200

Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid and safe installation.
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45 degree

90 degree

60 degree

Asymmetric M3 

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLia Velur

iL
ia

 V
el

ur
Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
The system offers multiple technologies in one reformer 
column. This smart design reduces any mix-up on public 
spaces while bringing an aesthetic touch to outdoor living 
spaces.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Individual and Functional
The iLia collection is characterized by clean, pure and 
minimal lines that soberly articulate in space, while 
responding to a modular and flexible design. The columns 
are illuminated from the inside and light up the streets 
at night, while making a statement during the day. iLia 
Velur uses high-precision laser cut patterns and improved 
aluminium reflectors with individual options such as 
integrated loudspeakers, CCTV cameras, WiFi, intercoms, 
chargers and more…
Fully customizable light columns create a variety of unique 
looks and features to meet your desired function. The 
possibility to use various lighting distribution with optional 
mounting heights allows designers to illuminate differing 
urban spaces with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (logo, emblem or any pattern 
adjusted to surrounding). The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iLia Velur

Codes Power Colour Temperature A (mm) H (mm) H1 (mm) F(mm)

LB1513 (Top Module) 41W 3000K / 4000K 200 4000 - 5000 700 350

LB1514 (2 Inter Module) 41W 3000K / 4000K 200 6000 - 7000 700 350

MODULE
1-A

MODULE
1-B

MODULE
1-C

MODULE
1-D

MODULE
1-E

BSIFL® LED
MODULE

BSISQ® LED
MODULE

TOP MODULE

INTER MODULE

F

F

H

A

H1

H1
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.

45 degree

90 degree

60 degree

Asymmetric M3 

M3
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For detailed information about the 
SQ Millenium

SQ
 M

ill
en

iu
m

SQ Millenium is a family of robust and high-quality 
construction light elements, designed on the basis of square 
shapes. Offers LED technology solutions for the lighting of 
pathways and urban areas. The innovative optical systems 
designed for the SQ Millenium line guarantee visual comfort, 
safety and enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Millenium is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F FFF

F

F
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H

H

A

SQ Millenium

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2172 54W 3000K / 4000K 170 2500 210
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
SQ Smart

SQ
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SQ Smart is a family of robust and high-quality construction 
light elements, designed on the basis of square shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the SQ Smart line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Smart is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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H

SQ Smart

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB87401 50W 3000K / 4000K 150 4000 260
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLoft

iL
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t
iLoft is a family of robust and high-quality construction light 
elements, designed on the basis of rectangular shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the iLoft line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. iLoft is made of extruded aluminum, resulting in 
a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

B

H

A

H

A B A B

LB2322 LB2324

iLoft

Codes Power Colour Temperature A (mm) B (mm) H (mm)

LB1482 27W 3000K / 4000K 300 140 3000

LB1484 41W 3000K / 4000K 350 140 3500

LB1486 54W 3000K / 4000K 400 140 4000
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

60 degree

90 degree

M3
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For detailed information about the 
iAmorf

iA
m
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Bollard and light column series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Visual comfort is created by an intelligent mix of LED colours 
distributed throughout the column.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Decorative and Attractive 
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iAmorf with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.

TOP VIEW

A

H

H
F

A

F

A

iAmorf

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1362 36W 3000K / 4000K 157 2500 157

Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid and safe installation.

330

Light Columns



Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iPlure

iP
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iPlure is a family of robust and high-quality construction light 
elements, designed on the basis of integrating the optics 
into a vertical line. Offers LED technology solutions for the 
lighting of pathways and urban areas. The innovative optical 
systems designed for the iPlure guarantee visual comfort, 
safety and enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative light column with clear lines and 
linear optical modules provides high visual comfort and glare 
control. 
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Creative Design and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iPlure

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1772 36W 3000K / 4000K 200 3000 200

H

A A

F F
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOtto

iO
tto

Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iOtto 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control.  The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOtto with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.
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iOtto

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

UA1530 54W 3000K / 4000K 157 900 3500 250
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Rotational Light Distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOtto Plus

iO
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Multi-functional light columns that meet all requirements 
in urban areas. Straight, smooth, round decorative lighting 
system with various inter, top modules and adjustable 
projector options.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, flexibility and remarkable creativity.
Modular and Attractive
The modular luminaires, based on round shape aluminium 
profile and housing, offer various aesthetic and high-
performance solutions. The iOtto brings individuality to urban 
outdoor lighting and is ideal to create an identity and provide 
information or entertainment for any outdoor environment.
With all its diversity and flexibility, iOtto with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

MODULE
1-A

MODULE
1-B

MODULE
1-C

MODULE
1-D

MODULE
1-E

BSIFL® LED
MODULE

BSISQ® LED
MODULE

TOP MODULE

INTER MODULE

iOtto Plus

Codes Power Colour Temperature D (mm) H (mm) H1 (mm) H2 (mm) F(mm)

LB1531 (Top Module) 41W 3000K / 4000K 160 4000 - 5000 445 780 250

LB1532 (2 Inter Module) 41W 3000K / 4000K 180 6000 - 7000 445 780 250

H2

H

D

H1

F
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.

90 degree

Asymmetric M3

M3
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For detailed information about the 
iOtto Sum

iO
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Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iOtto 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control.  The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOtto with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

F

iOtto Sum

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1844 36W 3000K / 4000K 157 2500 - 4000 157
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Rotational Light Distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iDrano

iD
ra

no
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iDrano 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and opal 
diffusers provide high visual comfort and glare control.  The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions.
For all its diversity and flexibility, iDrano with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

H

C

A B

C

F

F

F FFF

A B

iDrano

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

LB1234 36W 3000K / 4000K 140 120 875 3000 215
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iSign

iS
ig

n
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Directed beam or vertical diffused lighting distribution 
developed for iSign guarantees visual comfort, safety and 
improved quality of space. 
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and directed 
beam provide high visual comfort and glare control. The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions. The range is available in single-emission and bi-
emission versions.
For all its diversity and flexibility, iSign with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

F

F

B

iSign

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

LB1291 (ONE SIDED) 36W 3000K / 4000K 163 100 3500 220

LB1292 (TWO SIDED) 2 x 36W 3000K / 4000K 163 100 3500 220
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOdin RX

iO
di

n 
R

X
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. The 
lighting system offers discreet aesthetics during the day and 
an absolutely impressive effect at night providing harmonious 
hidden illumination and absolutely surprising light effects.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOdin RX with its purist 
look stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iOdin RX

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm) 

LB79641 2 x 12W 3000K / 4000K 80 150 3000 - 4000 220 250

LB79642 2 x 24W 3000K / 4000K 100 150 5000 - 6000 220 250

F2

F1

F2F1

H

A B
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

60 degree

90 degree
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For detailed information about the 
iOdin Range

iO
di

n 
R

an
ge

Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. The 
lighting system offers discreet aesthetics during the day and 
an absolutely impressive effect at night providing harmonious 
hidden illumination and absolutely surprising light effects.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOdin Range with its purist 
look stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

H

A

iOdin Range

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB89901 1 x 36W 3000K / 4000K 160 3000 250

LB89902 2 x 36W 3000K / 4000K 160 4000 250

LB89903 3 x 36W 3000K / 4000K 160 5000 250
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSIEN® LED Module."

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

60 degree

90 degree
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For detailed information about the 
iFlute

iF
lu

te
Light column series with minimal and robust design in 
different heights, ideal for ambient illumination of squares, 
avenues, paths, parks, walkways and gardens. Directed 
beam technology with innovative optical modules developed 
for iFlute guarantees visual comfort, safety and improved 
quality of space. 
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Elegant light column with clear lines and directed beam 
provide high visual comfort and glare control. The modular 
luminaires, based on elegant design aluminium profile and 
housing, offer various aesthetic and performance solutions. 
For all its diversity and flexibility, iFlute with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A A

F F

F

H1

iFlute

Codes Power Colour Temperature A (mm) F (mm) H (mm) H1 (mm)

LB571601 1 x 48W 3000K / 4000K 200 200 3000 415

LB571602 2 x 48W 3000K / 4000K 200 200 4000 415

LB571603 3 x 48W 3000K / 4000K 200 200 5000 415
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60 degree

90 degree

90 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSIEN® LED Module

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBaton

iB
at

on
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iBaton 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control.  The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iBaton with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F F

F

H

H

A

A

iBaton

Codes Power Colour Temperature A (mm) H (mm) F (mm)

UA1392 36W 3000K / 4000K 76 3000 250

UA1394 54W 3000K / 4000K 89 4000 280

UA1396 72W 3000K / 4000K 114 5000 280
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
hot dip galvanised steel housing, with stainless steel screws (A4 grade) 
and silicone gaskets. Power unit is built in. Available in anthracite gray 
as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBaton P

iB
at

on
 P

Light column series with minimal and robust design in 
different heights, ideal for ambient illumination of squares, 
avenues, paths, parks, walkways and gardens. Vertical 
diffused lighting distribution developed for iBaton guarantees 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative light column with clear lines and opal 
diffusers provide high visual comfort and glare control.  The 
modular luminaires, based on rectangular shape aluminium 
profile and housing, offer various aesthetic and performance 
solutions.
For all its diversity and flexibility, iBaton with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F1 F2

H

A

B

F2

F1

iBaton P

Codes Power Colour Temperature A (mm) B (mm) F1 (mm) F2 (mm) H (mm)

LB1611 36W 3000K / 4000K 80 150 220 250 3000

LB1612 54W 3000K / 4000K 80 150 220 250 4000

LB1613 72W 3000K / 4000K 80 150 220 250 5000
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40 degree

60 degree

90 degree

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
hot dip galvanised steel housing, with stainless steel screws (A4 grade) 
and silicone gaskets. Power unit is built in. Available in anthracite gray 
as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

353

b s i l i g h t i n g . c o m



iM
ist

ral

For detailed information about the 
iMistral

iM
is

tr
al

iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F1

F2

F1

L

H

A

B

F1 F2

iMistral

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm)

LB2372 27W 3000K / 4000K 60 120 1000 120 160
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or 
any desired RAL colour. Adjustable joint for beam direction 0° - 30°. 
BSISQ® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iMistral Decor

iM
is

tr
al

 D
ec

or
iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iMistral Decor

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm)

LB2592 22W 3000K / 4000K 200 100 220 1000 - 1200

LB2593 30W 3000K / 4000K 200 100 220 1000 - 1200

H

A C

B
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iMistral T

iM
is
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al

 T
iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive compact 
features, illuminates in a versatile way and discreetly 
blends into its surroundings. iMistral T is made of extruded 
aluminum, resulting in a form with simplicity matches its 
function. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Aesthetic and Easy to Install
Charming and independent: The light element is an aesthetic 
sight by day and night. The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. 
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A C

B

iMistral T

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm)

LB2492 22W 3000K / 4000K 200 100 220 1000 - 1200

LB2493 30W 3000K / 4000K 200 100 220 1000 - 1200
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iMistral W

iM
is
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al

 W
iMistral is a family of robust and high-quality construction 
light elements, designed on the basis of rectangular shapes. 
The series offers a high level of performance and visual 
comfort, creating the right atmosphere for all applications. Its 
design gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iMistral is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iMistral W

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm)

LB2992 10W 3000K / 4000K 200 100 580 200 50

H

A B

F2F1
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iZera

iZ
er

a
iZera is a family of robust and high-quality construction light 
elements, designed on the basis of rectangular shapes. The 
series offers a high level of performance and visual comfort, 
creating the right atmosphere for all applications. Its design 
gives a coherent and elegant identity to the cityscape.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Versatile and High-Performance
With a minimalist lighting system and distinctive linear 
features, illuminates in a versatile way and discreetly blends 
into its surroundings. iZera is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian areas 
and streets without light pollution. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A B

F F

iZera

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

LB2772 (ONE SIDED) 18W 3000K / 4000K 120 294 1050 160

LB2773 (TWO SIDED) 6W + 18W 3000K / 4000K 120 294 1050 160
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120 degree

M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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iLoft is a family of robust and high-quality construction light 
elements, designed on the basis of rectangular shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the iLoft line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. iLoft is made of extruded aluminum, resulting in 
a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A B

iLoft R

Codes Power Colour Temperature A (mm) B (mm) H (mm)

LB2422 6W 3000K / 4000K 270 150 600
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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iLoft is a family of robust and high-quality construction light 
elements, designed on the basis of rectangular shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the iLoft line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. iLoft is made of extruded aluminum, resulting in 
a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A B

iLoft

Codes Power Colour Temperature A (mm) B (mm) H (mm)

LB2424 6W 3000K / 4000K 270 150 700
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iUntel
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Outdoor bollard series with minimal and robust design in 
different heights, ideal for ambient illumination of outdoor 
areas, paths, parks, walkways and gardens. Homogeneous 
and glare-free light beams offer a high level of visual comfort 
and create a welcoming ambiance.
Architectural LED bollard and light bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Refined and Attractive
Refined bollard with clear lines provide high visual comfort 
and glare control. The modular luminaires, based on elegant 
design aluminium profile and housing, offer exceptional 
durability and strong continuity in design.
For all its diversity and flexibility, iUntel with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

H

A

iUntel

Codes Power Colour Temperature A (mm) H (mm)

LB742511 12W 3000K / 4000K 120 700

LB742512 18W 3000K / 4000K 120 800

LB742513 27W 3000K / 4000K 120 1200
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M3

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
SQ Smart
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SQ Smart is a family of robust and high-quality construction 
light elements, designed on the basis of square shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the SQ Smart line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Smart is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

A

A

H

SQ Smart

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB87405 20W 3000K / 4000K 150 1000 150
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
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iLara is ideal for lighting up modern and architectural squares 
or walkways, it has 4 vertical arms at each corner, which give 
it a thin and slender silhouette.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iLara collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project. The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

H

A

iLara

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1356 20W 3000K / 4000K 150 1000 150
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRuta Decor
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iRuta Decor is an architectural lighting structure with a 
square cross section creates an impressive alternation of 
light and shadow on the floor. Efficient tool for lighting open 
spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

F

iRuta Decor

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1364 20W 3000K / 4000K 220 1200 220
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRuta Skew
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iRuta Skew is an architectural lighting structure with a 
trapezoidal cross section creates an impressive alternation 
of light and shadow on the floor. Efficient tool for lighting 
open spaces, pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (company logo, city emblem or any 
pattern adjusted to surrounding). The luminaire is equipped 
with an integral power supply unit, is optionally available 
with DALI control or in the user-friendly On-Off version. 
The columns can be illuminated from the inside by an 
independent light source, so that even at night the column is 
an interesting feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

B

CF1

F

iRuta Skew

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm) F1 (mm)

LB1584 20W 3000K / 4000K 140 210 180 1100 285 240
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
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iRuta T is ideal for lighting up modern and architectural 
squares or walkways, it has 3 vertical arms at each corner, 
which give it a thin and slender silhouette.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iRuta collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project. The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

F H

iRuta T

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB75455 18W 3000K / 4000K 210 1100 255
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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For detailed information about the 
iRuta R SQ
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iRuta R SQ bolllard is a beautiful addition to urban 
landscapes and traditional and contemporary architecture, 
enhancing but not altering the composition. The luminaire 
with advanced LED optical design provides directional 
illumination and excellent visibility to extend the safe use of 
outdoor spaces. 
Architectural LED bollard and light bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Refined and Attractive
Refined bollard with clear lines provide functional illumination 
and glare control. The modular luminaires, based on elegant 
design aluminium profile and housing, offer exceptional 
durability and strong continuity in design.
For all its diversity and flexibility, iRuta with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iRuta R SQ

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2823 24W 3000K / 4000K 120 1000 200

A

F

F

H
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in light gray as a standard finish or any desired RAL 
colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
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Curved aluminium bollard series with minimal and robust 
design ideal for homogeneous illumination of paths, 
parks, walkways and gardens. In iRuta C emits a warm, 
atmospheric light and presents a unique design vision with 
a range of durable, high-performance models suitable for 
versatile and translucent outdoor use.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Elegant and Modern
Offers visual guidance with its comfortable and 
homogeneous lighting without glare. The modular 
luminaires, based on elegant design aluminium housing offer 
exceptional durability and strong continuity in design.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

F

A

F

iRuta C

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB8803 SS 10W 3000K / 4000K 95 1000 190

LB8805 AL 10W 3000K / 4000K 95 1000 190
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Diffused beam

Technical Features

Corrosion resistant marine grade stainless steel AISI 304 or 
alternatively die-cast aluminium housing with stainless steel screws (A4 
grade) and silicone gaskets. Cup head screw M4x16 Inox. Self forming 
screw M4x6 Inox A2 DIN 7500. Slash cut head screw UNI 5933 M4x10 
stainless steel. Power unit is built in. Powder coated epoxy paint finish.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. The 
innovative optical systems developed for iRuta R guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with 
clear lines and aluminium reflectors provides high visual 
comfort and glare control. 
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iRuta R

Codes Power Colour Temperature A (mm) H (mm)

LB2763 18W 3000K / 4000K 160 1000

LB2766 36W 3000K / 4000K 200 1000
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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Timeless lighting bollard series with minimal and robust 
design ideal for homogeneous illumination of paths, parks, 
walkways and gardens. In iCone emits a warm, atmospheric 
light and presents a unique design vision with a range of 
durable, high-performance models suitable for versatile and 
translucent outdoor use.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Modern
Smooth, round, decorative bollard with clear lines and pure 
architectural volumes of light provides high visual comfort. 
Combines elements and geometric shapes in a clean design 
with high performance LED module for proper illumination.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iCone

Codes Power Colour Temperature A (mm) H (mm)

LB2392 18W 3000K / 4000K 200 1000
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with high 
lighting efficiency and uniform light emission.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

H

A

iLia

Codes Power Colour Temperature A (mm) H (mm)

LB1361 18W 3000K / 4000K 200 1000

LB1362 18W 3000K / 4000K 160 1000
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

389

b s i l i g h t i n g . c o m



iLi
a D

ec
or

For detailed information about the 
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Clean and Functional
The iLia collection is characterized by clean, pure and 
minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
Fully customizable light columns create a variety of unique 
looks and features to meet your desired function. The 
possibility to use various lighting distribution with optional 
mounting heights allows designers to illuminate differing 
urban spaces with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (logo, emblem or any pattern 
adjusted to surrounding). The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iLia Decor

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1477 18W 3000K / 4000K 200 1000 200
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLia Soft

iL
ia

 S
of

t
Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with high 
lighting efficiency and uniform light emission. In combination 
with an extruded aluminium pole and a transparent or 
opal polycarbonate diffuser with impact resistance and UV 
protection.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

H

A

iLia Soft

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB1378 18W 3000K / 4000K 160 1000 160

LB1379 18W 3000K / 4000K 200 1000 200
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing aluminium, extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK10

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iVoli

iV
ol

i
Create a feeling of well-being and comfort in outdoor 
areas with the iVoli bollard. Its simple, modern design 
blends successfully into any landscape. Directed beam 
technology with innovative optical modules developed for 
iVoli guarantees visual comfort, safety and improved quality 
of space. 
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Modular and Creative
Elegant bollard with clear lines and directed beam provide 
high visual comfort and glare control. The modular 
luminaires, based on elegant design aluminium profile and 
housing, offer various aesthetic and performance solutions. 
For all its diversity and flexibility, iVoli with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

B

A A

F F F

iVoli

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

LB2757 1 x 12W 3000K / 4000K 150 180 845 150

LB2758 2 x 12W 3000K / 4000K 150 180 845 150
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36 degree

60 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSIEN® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRano

iR
an

o

Versatile and stylish solution for homogeneous lighting in 
public and private areas. Developed with comfort reflectors 
that provides 360° distribution directing the light completely 
towards the walking area ensuring great performance,. The 
innovative optical systems developed for iRano guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Clear and Functional
Smooth, round, decorative bollard and light column with 
clear lines and aluminium reflectors provide high visual 
comfort and glare control. 
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iRano

Codes Power Colour Temperature A (mm) H (mm)

LB2022 (ALUMINUM) 18W 3000K / 4000K 157 600 - 1200

LB2024 (WOODEN) 18W 3000K / 4000K 120 600 - 1000
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LB2024

Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. Wooden tube alternative.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iRagno

iR
ag

no

Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. The 
innovative optical systems developed for iRagno guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with 
clear lines and aluminium reflectors provides high visual 
comfort and glare control. 
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iRagno

Codes Power Colour Temperature A (mm) H (mm)

LB2014 54W 3000K / 4000K 150 2500

LB2016 12W 3000K / 4000K 150 900

H

H

A

A
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iAmorf

iA
m

or
f

Bollard and light column series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Visual comfort is created by an intelligent mix of LED colours 
distributed throughout the column.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Decorative and Attractive 
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iAmorf with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

TOP VIEW

H

A

iAmorf

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2292 18W 3000K / 4000K 157 1000 157
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iCali

iC
al

i
iCali is an architectural lighting structure with a circular 
section, creates an impressive alternation of light and 
shadow on the floor. Efficient tool for lighting open spaces, 
pedestrian areas and urban zones.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Pure and Fully Customizable
The iCali collection is characterized by clean, pure and 
minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
Fully customizable light columns create a variety of unique 
looks and features to meet your desired function. The 
possibility to use various lighting distribution with optional 
mounting heights allows designers to illuminate differing 
urban spaces with original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project (logo, emblem or any pattern 
adjusted to surrounding). The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iCali

Codes Power Colour Temperature A (mm) B (mm) H (mm) H1 (mm)

LB886393 12W 3000K / 4000K 200 154 800 150

A

H

H

H1H1

BB

A
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45 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column 
(EN AW-6060) with stainless steel screws (A4 grade) and silicone 
gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iMarine

iM
ar

in
e

Diffused lighting distribution developed for iMarine 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Robust and Attractive
Stylish bollard with clear lines and opal diffusers provide high 
visual comfort and glare control. The mariner engineered 
centrifugal steel housing is designed to withstand the harsh 
marine and land environments. High degree of resistance 
and robust structure.
For all its diversity and flexibility, iMarine with its purist 
look stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

F

iMarine

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2082 12W 3000K / 4000K 160 600 195
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Rotational light distribution

Technical Features

Corrosion resistant marine grade steel centrifugal housing with 
stainless steel screws (A4 grade) and silicone gaskets. Power unit is 
built in. Available in anthracite gray as a standard finish or any desired 
RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iAlbus

iA
lb

us

The modern, discreet design of the iAlbus makes it 
a timeless lighting bollard blending in every kind of 
environment. Designed with comfort reflectors that provide 
360° distribution and direct the light entirely onto the walking 
area, ensuring great performance without glare or light 
pollution.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Clear and Functional
Smooth, round, decorative bollard and light column with 
clear lines and aluminium reflectors provide high visual 
comfort and glare control. 
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative 
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iAlbus

Codes Power Colour Temperature A (mm) H (mm)

LB796301 12W 3000K / 4000K 160 600

LB796302 12W 3000K / 4000K 160 900
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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iLo
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For detailed information about the 
iLotus

iL
ot

us
The iLotus bollard luminaire in 316 stainless steel is stylish, 
modern and durable and is ideal for lighting parking lots, 
paths or golf courses where a high level of light is required. 
Marine Grade bollard is designed to withstand the most 
challenging of conditions making it perfect for coastal areas.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard with high lighting 
efficiency and uniform light emission.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

H

F

iLotus

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2062 SS 12W 3000K / 4000K 114 600 180

LB2064 AL 12W 3000K / 4000K 120 600 146

LB2066 SS 12W 3000K / 4000K 114 1000 180

LB2068 AL 12W 3000K / 4000K 120 1000 146
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Rotational light distribution

Technical Features

Corrosion resistant stainless steel housing (LB2062) Corrosion 
resistant double layer polyester powder coated paint finish die cast 
aluminium housing (LB2063) with stainless steel screws (A4 grade) 
and silicone gaskets. Power unit is built in. Available in anthracite gray 
as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iCorona

iC
or
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a

Timeless lighting bollard series with minimal and robust 
design ideal for homogeneous illumination of paths, 
parks, walkways and gardens. In iCorona emits a warm, 
atmospheric light and presents a unique design vision with 
a range of durable, high-performance models suitable for 
versatile and translucent outdoor use.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Modern
Smooth, round, decorative bollard with clear lines and pure 
architectural volumes of light provides high visual comfort. 
Combines elements and geometric shapes in a clean design 
with high performance LED module for proper illumination.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

iCorona

Codes Power Colour Temperature A (mm) H (mm)

LB2052 12W 3000K / 4000K 150 1000

LB2054 24W 3000K / 4000K 150 2000
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOtto

iO
tto

Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iOtto 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control.  The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOtto with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

B

A

F

iOtto

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm) 

LB2298 18W 3000K / 4000K 125 350 1000 180

412

Bollards



Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOdin

iO
di
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Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. The 
lighting system offers discreet aesthetics during the day and 
an absolutely impressive effect at night providing harmonious 
hidden illumination and absolutely surprising light effects.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOdin with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iOdin

Codes Power Colour Temperature A (mm) H (mm)

LB2312 1 x 8W 3000K / 4000K 200 450 - 650

LB2314 2 x 8W 3000K / 4000K 200 450 - 650

LB2316 2 x 8W 3000K / 4000K 200 450 - 650

H

A A A

LB2312 LB2314 LB2316
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BSIFIX® Modules

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off

Protection Class IP65

Impact Resistance IK09

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOdin Range

iO
di

n 
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Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. The 
lighting system offers discreet aesthetics during the day and 
an absolutely impressive effect at night providing harmonious 
hidden illumination and absolutely surprising light effects.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOdin Range with its purist 
look stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iOdin Range

Codes Power Colour Temperature A (mm) H (mm)

LB2990 12W 3000K / 4000K 120 800

H

A

416

Bollards



60 degree

90 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSIEN® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOdin RX

iO
di

n 
R

X
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. The 
lighting system offers discreet aesthetics during the day and 
an absolutely impressive effect at night providing harmonious 
hidden illumination and absolutely surprising light effects.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control. The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iOdin RX with its purist 
look stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iOdin RX

Codes Power Colour Temperature A (mm) B (mm) H (mm)

LB79643 2 x 12W 3000K / 4000K 60 120 1000

LB79644 2 x 12W 3000K / 4000K 60 120 1500

BA

H
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power 
unit is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour. BSIEN® LED Module.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems On-Off

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

60 degree

90 degree

M3
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For detailed information about the 
iSign

iS
ig

n
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Directed beam or vertical diffused lighting distribution 
developed for iSign guarantees visual comfort, safety and 
improved quality of space. 
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and directed 
beam provide high visual comfort and glare control. The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions. The range is available in single-emission and bi-
emission versions.
For all its diversity and flexibility, iSign with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

F

A B

F1

iSign

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm) F1 (mm)

LB2362 (ONE SIDED) 1 x 18W 3000K / 4000K 100 165 1200 180 214

LB2363 (TWO SIDED) 2 x 18W 3000K / 4000K 100 165 1200 180 214

420

Bollards



Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iDrano

iD
ra

no

Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iDrano 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and opal 
diffusers provide high visual comfort and glare control.  The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions.
For all its diversity and flexibility, iDrano with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.

Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power supply unit, is 
optionally available with DALI control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid and safe installation.

H

C

FF

A B

iDrano

Codes Power Colour Temperature A (mm) B (mm) C (mm) H (mm) F (mm)

LB2184 18W 3000K / 4000K 140 120 435 1000 165
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
SQ Millenium

SQ
 M

ill
en

iu
m

SQ Millenium is a family of robust and high-quality 
construction light elements, designed on the basis of square 
shapes. Offers LED technology solutions for the lighting of 
pathways and urban areas. The innovative optical systems 
designed for the SQ Millenium line guarantee visual comfort, 
safety and enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Millenium is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

FF

A A

H

SQ Millenium

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB2173 18W 3000K / 4000K 170 1000 210
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iPark

iP
ar

k

iPark is a family of robust and high-quality construction 
bollards, designed on the basis of rectangular shapes. Offers 
LED technology solutions for the lighting of pathways and 
urban areas. The innovative optical systems designed for 
the iPark line guarantee visual comfort, safety and enhanced 
quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Modular and Refined
Efficient design that features tremendous modularity and 
ease of use. iPark is made of extruded aluminum, resulting 
in a form with simplicity matches its function.
The iPark family of luminaires creates beautiful and 
intentional light emanating from a refined design. The various 
modes of installation and the orientability of the product 
respond to specific functional and architectural requirements 
of every urban context. 
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A B

F1 F2

iPark

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm) 

LB2112 12W 3000K / 4000K 300 240 1000 180 240
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iParyo

iP
ar

yo

Minimalist design optional with single or dual pillars blends 
in with both contemporary and modern architecture, 
offers a high level of safety and is sensitive to the natural 
environment with low emissions.
Architectural LED bollard and light bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Refined and Attractive
Refined bollard with clear lines provide high visual comfort 
and glare control. The modular luminaires, based on elegant 
design aluminium profile and housing, offer exceptional 
durability and strong continuity in design.
For all its diversity and flexibility, iParyo with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iParyo

Codes Power Colour Temperature A (mm) H (mm) F (mm) 

LB2092 18W 3000K / 4000K 260 900 260

LB2094 18W 3000K / 4000K 260 900 260

H

A A A

F F F

LB2092 LB2094
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120 degree

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iCupio

iC
up

io
Landscape lighting plays a crucial role in enhancing the 
aesthetics, safety, and functionality of the environment. 
iCupio is a perfect synergy of sophisticated design and 
practical functionality. Designed to enhance the aesthetic 
appeal of your spaces and provide efficient lighting solutions.
Architectural LED bollard range inspires architects, designers 
and system integrators with its exceptional quality, functional 
light distribution and remarkable creativity.
Timeless and Refined
iCupio boasts a timeless and versatile design that 
seamlessly integrates with various architectural styles. The 
sleek and modern aesthetics make them a perfect choice for 
a wide range of outdoor environments. 
The iCupio family of bollards create beautiful and intentional 
light emanating from a refined design. The various modes 
of installation and the orientability of the product respond to 
specific functional and architectural requirements of every 
urban context. 
Integrated Solution and Easy to Install
The robust luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

H

A

F

iCupio

Codes Power Colour Temperature A (mm) H (mm) F (mm)

LB67521 12W 3000K / 4000K 114 1000 250

LB67522 18W 3000K / 4000K 114 1500 250
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Diffused beam

Technical Features

Corrosion resistant marine grade stainless steel AISI 304L / 316L 
housing with stainless steel screws (A4 grade) and silicone gaskets. 
Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBaton

iB
at

on

Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iBaton 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Smooth and Pure
Smooth, decorative bollard and light column with clear lines 
and opal diffusers provide high visual comfort and glare 
control.  The modular luminaires, based on round shape 
aluminium profile and housing, offer various aesthetic and 
performance solutions.
For all its diversity and flexibility, iBaton with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation. F

H

A

iBaton

Codes Power Colour Temperature A (mm) H (mm) F (mm) 

LB2262 12W 3000K / 4000K 50 1140 120
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
hot dip galvanised steel housing, with stainless steel screws (A4 grade) 
and silicone gaskets. Power unit is built in. Available in anthracite gray 
as a standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBrett

iB
re

tt
iBrett is an outdoor luminaire specially designed for urban 
areas and blends perfectly into the environment. It is 
equipped with powerful LEDs that enables exceptionally 
uniform light distribution and provides perfectly 
homogeneous lighting without shadows. The luminaire has 
very balanced and elegant proportions and is available in 
two different heights.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
Distinctive and Effective
Clear and functional lines, high-performance optical 
modules, equipped with the latest technologies for intelligent 
lighting and energy efficiency, the iBrett urban post-top 
luminaire combines elegance and innovation with the highest 
quality of illumination without creating light pollution. 
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBrett offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iBrett

Codes Power Colour Temperature A (mm) H (mm) F (mm) 

LB2412 18W 3000K / 4000K 260 600 - 1200 150

F

H

A
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBaros
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ar
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iBaros guarantees a high degree of standardized design 
quality in urban spaces with timeless style and classical 
design. The luminaires have a unique appearance and 
at the same time meet the high requirements of modern 
lighting technology. iBaros fits perfectly into large inner-city 
areas and is ideal for illuminating the streets or squares with 
historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBaros’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBaros offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

A

B

H

iBaros

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

LB2212 18W 3000K / 4000K 240 400 1000 - 1500 180
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iOmni
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Constructed from high-quality stainless steel, the iOmni 
luminaire seamlessly integrates durability, aesthetics, 
and versatility. Designed for various installations, iOmni 
illuminates pathways, gardens, residential areas, and 
more, making it a timeless and functional addition to any 
environment.
Architectural LED bollard range inspires architects, designers 
and system integrators with its exceptional quality, functional 
light distribution and remarkable creativity.
Sleek and Modern
The contemporary design adds a touch of sophistication 
to outdoor areas and complements a wide range of 
architectural styles. The luminaire offers multiple lighting 
options that allow you to customize the ambience with 
different color temperatures, brightness levels and adjustable 
settings.
The iOmni family of bollards create beautiful and intentional 
light emanating from a refined design. The various modes 
of installation and the orientability of the product respond to 
specific functional and architectural requirements of every 
urban context. 
Integrated Solution and Easy to Install
The robust luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

F

A

H

iOmni

Codes Power Colour Temperature A (mm) H (mm) F (mm) 

LB67402 2W 3000K / 4000K 38 500 100

LB67403 2W 3000K / 4000K 38 1000 100

LB67404 2W 3000K / 4000K 38 1500 100
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Symmetrical light distribution

Technical Features

Corrosion resistant stainless steel housing AISI316 with stainless steel 
screws (A4 grade) and silicone gaskets. Power unit is built in.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DMX / RDM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLenti
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Designed with narrow beam optics, the iLenti creates a 
marked blade of light on steps and walkways. This perfectly 
engineered bollard is not only a source of illumination, but 
also a design statement that transforms any space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Clean and Functional
Decorative bollards with clean lines and special optical 
modules illuminate pathways and outdoor areas with 
unparalleled precision control.
Perfect for creating visual interest and targeted lighting 
effects. In addition to its functional brilliance, the bollard is 
also a visual delight with its focused lighting effect that adds 
a touch of sophistication to any setting.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

BA

H

F

iLenti

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm) 

LB30221 12W 3000K / 4000K 60 160 190 120

440

Bollards



Narrow beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP66

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLara
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iLara is ideal for lighting up modern and architectural squares 
or walkways, it has 4 vertical arms at each corner, which give 
it a thin and slender silhouette.
Architectural LED lighting column range inspires architects, 
designers and system integrators with its exceptional quality, 
a variety of beam angles and remarkable creativity.
Modular and Flexible
The iLara collection is characterized by clean, pure 
and minimal lines that soberly articulate in space, while 
responding to a modular and flexible design.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers a wide variety of light distributions that ensure effective 
values, visual comfort and light output for pedestrian 
areas without light pollution. The possibility to use various 
photometric distribution with optional mounting heights 
allows designers to illuminate differing urban spaces with 
original system configurations.
Modern Design and Easy to Install
Modern design adapted to the requirements and conditions 
of the client and project. The luminaire is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version. The columns 
can be illuminated from the inside by an independent light 
source, so that even at night the column is an interesting 
feature in the landscape.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iLara

Codes Power Colour Temperature A (mm) H (mm) F (mm)

PA3052 12W 3000K / 4000K 150 300 150

A

A

H

F
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iLia

iL
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Bollard and light column series with minimal and robust 
design in different heights, ideal for glare-free lighting of 
squares, avenues, paths, parks, walkways and gardens. 
The innovative optical systems developed for iLia guarantee 
visual comfort, safety and improved quality of space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Functional
Smooth, round, decorative bollard and light column with high 
lighting efficiency and uniform light emission.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. Basic form in geometry 
meets the most innovative technology to create this product 
with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iLia

Codes Power Colour Temperature A (mm) H (mm) F (mm)

PA1471 12W 3000K / 4000K 160 300 160

A

H

F
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iCone

iC
on

e

Timeless lighting bollard and pillar series with minimal and 
robust design ideal for homogeneous illumination of paths, 
parks, walkways and gardens. In iCone emits a warm, 
atmospheric light and presents a unique design vision with 
a range of durable, high-performance models suitable for 
versatile and translucent outdoor use.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional light distribution and 
remarkable creativity.
Smooth and Modern
Smooth, round, decorative bollard with clear lines and pure 
architectural volumes of light provides high visual comfort. 
Combines elements and geometric shapes in a clean design 
with high performance LED module for proper illumination.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iCone

Codes Power Colour Temperature A (mm) H (mm)

PA3172 15W 3000K / 4000K 200 220

H

A
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Diffused beam

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
iBarel

iB
ar

el

This decorative cylindrical pillar light is designed for 
diffused illumination with no glare. iBarel features bright and 
symmetrical light output and four-sided distribution.
Architectural pillar LED range inspires architects, designers 
and system integrators with its exceptional quality, functional 
light distribution and remarkable creativity.
Smooth and Modular
Smooth, round, decorative pillar with clear lines and pure 
architectural volumes of light provides high visual comfort.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iBarel

Codes Power Colour Temperature A (mm) H (mm) F (mm)

PA3022 12W 3000K / 4000K 250 400 250

PA3024 12W 3000K / 4000K 250 300 250

A

A

PA3022 PA3024

F F

H
H
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
SQ Millenium

SQ
 M

ill
en
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m

SQ Millenium is a family of robust and high-quality 
construction light elements, designed on the basis of square 
shapes. Offers LED technology solutions for the lighting of 
pathways and urban areas. The innovative optical systems 
designed for the SQ Millenium line guarantee visual comfort, 
safety and enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Millenium is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

SQ Millenium

Codes Power Colour Temperature A (mm) H (mm) F (mm)

PA2174 15W 3000K / 4000K 170 400 210

A A

F F

H
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Rotational light distribution

Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.
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For detailed information about the 
SQ Smart

SQ
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SQ Smart is a family of robust and high-quality construction 
light elements, designed on the basis of square shapes. 
Offers LED technology solutions for the lighting of pathways 
and urban areas. The innovative optical systems designed 
for the SQ Smart line guarantee visual comfort, safety and 
enhanced quality of space.
Architectural LED light column and bollard range inspires 
architects, designers and system integrators with its 
exceptional quality, adjustable light distribution and 
remarkable creativity.
Modular and Functional
Efficient design that features tremendous modularity and 
ease of use. SQ Smart is made of extruded aluminum, 
resulting in a form with simplicity matches its function.
The various modes of installation and the orientability of 
the product respond to specific functional and architectural 
requirements of every urban context. The possibility to use 
various photometric distribution with optional mounting 
heights allows designers to illuminate differing urban spaces 
with original system configurations.
Integrated Solution and Easy to Install
The iconic luminaire, which is equipped with an integral 
power supply unit, is optionally available with DALI control or 
in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

SQ Smart

Codes Power Colour Temperature A (mm) H (mm)

PA3422 20W 3000K / 4000K 160 220

A

A

H

 TOP VIEW
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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For detailed information about the 
iCube

iC
ub

e

The decorative cubic pillar light is designed for diffused 
illumination with no glare. Modern square cube LED Pillar 
Lamp outdoor waterproof landscape lighting. 
Architectural pillar LED range inspires architects, designers 
and system integrators with its exceptional quality, functional 
light distribution and remarkable creativity.
Cubic and Modular
Smooth, cubic, decorative pillar with clear lines and pure 
architectural volumes of light provides high visual comfort.
Modularity and refined look unleash creativity while 
delivering high performance for a wide range of applications. 
Basic form in geometry meets the most innovative 
technology to create this product with its ultra-modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iCube

Codes Power Colour Temperature A (mm) H (mm) F (mm)

PA3012 15W 3000K / 4000K 300 385 200

A

F

H
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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For detailed information about the 
iDrano

iD
ra

no
Light column and bollard series with minimal and robust 
design in different heights, ideal for ambient illumination of 
squares, avenues, paths, parks, walkways and gardens. 
Vertical diffused lighting distribution developed for iDrano 
guarantees visual comfort, safety and improved quality of 
space.
Architectural LED bollard and light column range inspires 
architects, designers and system integrators with its 
exceptional quality, functional lighting and remarkable 
creativity.
Elegant and Attractive
Stylish bollard and light column with clear lines and opal 
diffusers provide high visual comfort and glare control.  The 
modular luminaires, based on elegant design aluminium 
profile and housing, offer various aesthetic and performance 
solutions.
For all its diversity and flexibility, iDrano with its purist look 
stands for an attractive structure that enhances urban 
environments both by day and by night with design and 
lighting effects. Basic form in geometry meets the most 
innovative technology to create this product with its ultra-
modern style.
Solid Design and Easy to Install
The solid luminaire, which is equipped with an integral power 
supply unit, is optionally available with DALI control or in the 
user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

iDrano

Codes Power Colour Temperature A (mm) B (mm) H (mm) F1 (mm) F2 (mm)

PA3288 18W 3000K / 4000K 220 160 360 220 160

A B

F1 F2

H

FRONT VIEW
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing, aluminium extruded column (EN AW-6060) 
with stainless steel screws (A4 grade) and silicone gaskets. Power unit 
is built in. Available in anthracite gray as a standard finish or any 
desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP54

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Rotational light distribution
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For detailed information about the 
iBaros
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iBaros guarantees a high degree of standardized design 
quality in urban spaces with timeless style and classical 
design. The luminaires have a unique appearance and 
at the same time meet the high requirements of modern 
lighting technology. iBaros fits perfectly into large inner-city 
areas and is ideal for illuminating the streets or squares with 
historical significance.
Architectural LED lighting luminaire range inspires architects, 
designers and system integrators with its exceptional quality, 
homogeneous illumination and remarkable creativity.
High-Performance and Effective
The luminaire is available in both single and double pole 
and pendant arm configurations with optical lenses in a 
variety of distributions. High-performance light engines 
customize iBaros’s performance specifically for pedestrian 
environments and beyond for applications such as parking 
lots, streetscapes, transit and other environments with every 
lighting needs.
The luminaire with stylized appearance and with 
improvements in installation, maintenance and service life 
offers optimum light distributions that ensure effective values, 
visual comfort and light output for pedestrian areas and 
streets without light pollution. With the latest innovations, 
iBaros offers advanced lighting technology with refined 
aesthetics.
Modern Design and Easy to Install
The modernly designed luminaire, which is equipped with an 
integral power supply unit, is optionally available with DALI 
control or in the user-friendly On-Off version.
The product is supplied pre-wired, permitting simple, rapid 
and safe installation.

A

B

F

H

iBaros

Codes Power Colour Temperature A (mm) B (mm) H (mm) F (mm)

PA3062 18W 3000K / 4000K 240 400 500 150
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Technical Features

Corrosion resistant double layer polyester powder coated paint finish 
die cast aluminium housing with stainless steel screws (A4 grade) and 
silicone gaskets. Power unit is built in. Available in anthracite gray as a 
standard finish or any desired RAL colour.

LED MacAdam Step 3

Nominal Voltage 220V-240V AC, 50/60Hz

Operating Temperature -40°C / +55°C

Control Systems 1-10V DIM, DALI Interface

Protection Class IP65

Impact Resistance IK08

Insulation Class I

Complies with EN60598 and relevant standards.

Diffused beam
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A new and fresh approach to lighting 
products and manufacturing
BSI® Lighting Technologies controls every aspect of the production process; 
design, development, manufacturing, and distribution. The result; high quality, 
from product performance to customer service.

Integrated development, production, and 
quality assurance
At BSI® Lighting Technologies; the product development location with 
planning, development, production, and quality control units are collected in 
one place.

DynaLight Solutions
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Cutting-edge technology and artisan perfection in 
lighting
We created a new concept stands for artisan and trendy LED lighting luminaires with an 
appealing design and high-quality manufacturing.

Lighting solutions, in harmony with architecture and 
nature
We stand for innovative lighting technology and combined light expertise; from large-scale 
projects to customer project solutions.

We are the dynamic partner for high-quality lighting 
solutions
The comprehensive know-how of the BSI® lighting engineers stands for Quality Made in Turkey 
and the continuous optimisation of productivity, safety, health and energy-saving.

DynaLight Solutions
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BSI® Lighting 
Technologies: 
Illuminating 
the Future 
with 
Sustainable 
Brilliance
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Customised lighting solutions 
for unlimited freedom
BSI® Lighting Technologies is a global manufacturer 
offers architectural and technical energy-efficient, high 
quality, sustainable lighting solutions, both for indoor and 
outdoor spaces.
From product engineering and design to the prototyping 
and manufacturing of LED luminaires, the company 
uses the latest technologies to satisfy clients’ needs and 
guarantee long lasting quality. We have a total lighting 
product range for commercial, educational, public, 
residential, industrial and sports areas.
The company is also known for custom-made solutions. 
We are constantly working on improving products for the 
new generation lighting requirements. Our innovation 
is based on the continuous renewal of products and 
processes, creative system solutions for the customer 
needs.
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Hamad Medical Corporation, Doha, Qatar

Galerija Belgrade, Serbia464



Doha Bank, Qatar

Expo Sustainability Pavilion E-Trees, UAE

Dubai Expo, UAE
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Abraj Quartier, The Pearl Gateway Towers, Doha, Qatar

Hilton Resort Agadir, Morocco

Dubai Expo, UAE

St. James Church, England
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Wizo Avenue Tel Aviv, Israel

Ministry of Interior, Turkey

Bursa Khans Area, Turkey
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Galerija Belgrade, Serbia

Belgrade, Serbia468



Abu Dhabi Pedestrian Bridges, UAE

Dubai Mall, UAE Centro Comercial Lagoh Sevilla, Spain

Riyadh Front, KSA 469
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BSI® Lighting Technologies lighting pole product 
range includes cylindrical, stepped, conical, square, 
rectangular and decorative poles combine modern 
aesthetics with natural elements. The poles are 
durable and they can be fabricated for a range of 
heights. The lighting column range is designed to the 
EN40 standard. A variety of brackets and base plate 
options are available.
The company is certified to;
Quality Management System ISO 9001:2015
Customer Satisfaction Management System ISO 
10002:2018
Environmental Management System ISO 14001:2015
Occupational Health & Safety Management System 
ISO 45001:2018

Note: All product descriptions are intended as a 
general guide and the specifications may be changed 
without any prior notification. 

LIGHTING
POLES

Cylindrical hot dipped galvanised steel with superior 
powdercoat finish in desired RAL colour. Service door 
included. Standard version with flange plate and buried types 
are available on request. Comply with the EN40 standard.

ø

F F F

STP100

H

KNP200 CNP300

ø ø

d

HH

KNP200 HDG Steel Stepped Poles

 Ø ø (mm) H (mm) F (mm)

KNP101 76-60 3000 (1000-2000) 250

KNP102 76-60 3500 (1250-2250) 250

KNP103 76-60 4000 (1500-2500) 250

KNP104 89-60 3000 (1000-2000) 250

KNP105 89-60 3500 (1250-2250) 250

KNP106 89-60 4000 (1500-2500) 250

KNP107 89-76 3000 (1000-2000) 250

KNP108 89-76 3500 (1250-2250) 250

KNP109 89-76 4000 (1500-2500) 250

KNP110 114-76 4000 (1500-2500) 270

KNP111 114-76 4500 (1500-3000) 270

KNP112 114-76 5000 (2000-3000) 270

KNP113 114-89 4500 (1500-3000) 270

KNP114 114-89 5000 (2000-3000) 270

KNP115 114-89 5500 (2000-3500) 270

KNP116 114-89 6000 (2000-4000) 270

KNP117 140-89 5000 (2000-3000) 270

KNP118 140-89 5500 (2000-3500) 270

KNP119 140-89 6000 (2000-4000) 270

KNP120 140-89 6500 (2500-4000) 300

KNP121 140-89 7000 (3000-4000) 300

KNP122 169-114 6000 (2500-3500) 350

KNP123 169-114 6500 (2500-4000) 350

KNP124 169-114 7000 (3000-4000) 350

KNP125 169-114 7500 (3500-4000) 350

KNP126 169-114 8000 (3500-4500) 350

KNP127 169-114 8500 (3500-4000) 350

KNP128 169-140 9000 (4000-5000) 350

KNP129 169-140 9500 (4000-5500) 400

KNP130 169-140 10000 (4500-5500) 400

KNP131 224-167 10000 (4500-5500) 400

KNP132 224-167 11000 (5000-6000) 400

KNP133 224-167 12000 (6000-6000) 400

ø

F F F

STP100

H

KNP200 CNP300

ø ø

d
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Stepped hot dipped galvanised 
steel with superior powdercoat 
finish in desired RAL colour. 
Service door included. Standard 
version with flange plate and 
buried types are available on 
request. Comply with the EN40 
standard.

STP100 HDG Steel Cylindrical 
Poles

Ø ø (mm) H (mm) F (mm)

STP101 76 3000 250

STP102 76 3500 250

STP103 76 4000 250

STP104 89 3500 250

STP105 89 4000 250

STP106 114 4000 270

STP107 114 4500 270

STP108 114 5000 270
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CNP300 Aluminum Conical Poles

Ø ø (mm) d (mm) H (mm) F (mm)

CNP301 60 90 3000 250

CNP302 60 90 3500 250

CNP303 60 100 4000 250

CNP304 60 100 4500 250

CNP305 60 110 5000 250

CNP306 60 110 5500 250

CNP307 60 120 6000 250

CNP308 76 140 6000 280

CNP309 76 140 6500 280

CNP310 76 150 7000 280

CNP311 76 150 7500 280

CNP312 76 160 8000 300

CNP313 76 160 8500 300

CNP314 76 180 9000 300

CNP315 89 200 8000 350

CNP316 89 200 8500 350

CNP317 89 200 9000 350

CNP318 89 200 9500 350

CNP319 89 200 10000 350

CNP320 89 210 9000 350

CNP321 89 210 9500 400

CNP322 89 210 10000 400

CNP323 89 210 11000 400

CNP324 89 210 12000 400

ø

F F F
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H

KNP200 CNP300

ø ø

d
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Conical aluminium poles 
with superior powdercoat 
finish in desired RAL 
colour. Service door 
included. Standard version 
with flange plate and 
buried types are available 
on request. Comply with 
the EN40 standard.

d d

H

SQP400-AL RCP500-AL

F F

H

SQP400-AL   Aluminium Square Poles

 d (mm) H (mm) F (mm)

SQP401-AL 80*80 3000 160*160

SQP402-AL 80*80 3500 160*160

SQP403-AL 100*100 3000 200*200

SQP404-AL 100*100 3500 200*200

SQP405-AL 100*100 4000 250*250

SQP406-AL 150*150 3000 250*250

SQP407-AL 150*150 3500 250*250

SQP408-AL 150*150 4000 250*250

SQP409-AL 150*150 4500 250*250

SQP410-AL 150*150 5000 250*250

SQP411-AL 150*150 5500 250*250

SQP412-AL 150*150 6000 250*250

SQP413-AL 200*200 4000 320*320

SQP414-AL 200*200 4500 320*320

SQP415-AL 200*200 5000 320*320

SQP416-AL 200*200 5500 320*320

SQP417-AL 200*200 6000 350*350

SQP418-AL 200*200 6500 350*350

SQP419-AL 200*200 7000 350*350

SQP420-AL 200*200 7500 350*350

SQP421-AL 200*200 8000 350*350

SQP422-AL 200*200 8500 400*400

SQP423-AL 200*200 9000 400*400

SQP424-AL 200*200 9500 400*400

SQP425-AL 200*200 10000 400*400

SQP426-AL 200*200 11000 400*400

SQP427-AL 200*200 12000 400*400

Square aluminium poles 
with superior powdercoat 
finish in desired RAL colour. 
Service door included. 
Standard version with flange 
plate and buried types 
are available on request. 
Comply with the EN40 
standard.
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SQP400-ST HDG Steel Square Poles

 d (mm) H (mm) F (mm)

SQP401-ST 80*80 3000 160*160

SQP402-ST 80*80 3500 160*160

SQP403-ST 100*100 3000 200*200

SQP404-ST 100*100 3500 200*200

SQP405-ST 100*100 4000 250*250

SQP406-ST 150*150 3000 250*250

SQP407-ST 150*150 3500 250*250

SQP408-ST 150*150 4000 250*250

SQP409-ST 150*150 4500 250*250

SQP410-ST 150*150 5000 250*250

SQP411-ST 150*150 5500 250*250

SQP412-ST 150*150 6000 250*250

SQP413-ST 200*200 4000 320*320

SQP414-ST 200*200 4500 320*320

SQP415-ST 200*200 5000 320*320

SQP416-ST 200*200 5500 320*320

SQP417-ST 200*200 6000 350*350

SQP418-ST 200*200 6500 350*350

SQP419-ST 200*200 7000 350*350

SQP420-ST 200*200 7500 350*350

SQP421-ST 200*200 8000 350*350

SQP422-ST 200*200 8500 400*400

SQP423-ST 200*200 9000 400*400

SQP424-ST 200*200 9500 400*400

SQP425-ST 200*200 10000 400*400

SQP426-ST 200*200 11000 400*400

SQP427-ST 200*200 12000 400*400

d d

H

SQP40-ST RCP500-ST

F F

H

Square hot dipped galvanised 
steel poles with superior 
powdercoat finish in desired RAL 
colour. Service door included. 
Standard version with flange 
plate and buried types are 
available on request. Comply 
with the EN40 standard.

Rectangular aluminium poles 
with superior powdercoat finish in 
desired RAL colour. Service door 
included. Standard version with 
flange plate and buried types are 
available on request. Comply with 
the EN40 standard.
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H

SQP400-AL RCP500-AL
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RCP500-AL Aluminium Rectangular Poles

 d (mm) H (mm) F (mm)

RCP501-AL 120*60 3000 240*180

RCP502-AL 120*60 3500 240*180

RCP503-AL 120*80 3000 240*200

RCP504-AL 120*80 3500 240*200

RCP506-AL 120*80 4000 240*200

RCP507-AL 150*80 3000 240*200

RCP508-AL 150*80 3500 240*200

RCP509-AL 150*80 4000 240*200

RCP510-AL 150*80 4500 240*200

RCP511-AL 150*80 5000 240*200

RCP512-AL 150*80 5500 240*200

RCP513-AL 150*80 6000 240*200

RCP514-AL 150*100 3000 250*220

RCP515-AL 150*100 3500 250*220

RCP516-AL 150*100 4000 250*220

RCP517-AL 150*100 4500 250*220

RCP518-AL 150*100 5000 250*220

RCP519-AL 150*100 5500 250*220

RCP520-AL 150*100 6000 250*220

RCP521-AL 200*100 4000 300*200

RCP522-AL 200*100 4500 300*200

RCP523-AL 200*100 5000 300*200

RCP524-AL 200*100 5500 300*200

RCP525-AL 200*100 6000 300*200

RCP524-AL 200*100 6500 300*200

RCP525-AL 200*100 7000 300*200

RCP526-AL 200*100 7500 300*200

RCP527-AL 200*100 8000 300*200

LIGHTING POLES
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Rectangular hot dipped 
galvanised steel poles with 
superior powdercoat finish in 
desired RAL colour. Service door 
included. Standard version with 
flange plate and buried types are 
available on request. Comply with 
the EN40 standard.

d d

H

SQP40-ST RCP500-ST

F F

H

RCP500-ST HDG Steel Rectangular Poles

 d (mm) H (mm) F (mm)

RCP501-ST 120*60 3000 240*180

RCP502-ST 120*60 3500 240*180

RCP503-ST 120*80 3000 240*200

RCP504-ST 120*80 3500 240*200

RCP505-ST 120*80 4000 240*200

RCP506-ST 150*100 3000 250*220

RCP507-ST 150*100 3500 250*220

RCP508-ST 150*100 4000 250*220

RCP509-ST 150*100 4500 250*220

RCP510-ST 150*100 5000 250*220

RCP511-ST 150*100 5500 250*220

RCP512-ST 150*100 6000 250*220

RCP513-ST 200*100 4000 300*200

RCP514-ST 200*100 4500 300*200

RCP515-ST 200*100 5000 300*200

RCP516-ST 200*100 5500 300*200

RCP517-ST 200*100 6000 300*200

RCP518-ST 200*100 6500 300*200

RCP519-ST 200*100 7000 300*200

RCP520-ST 200*100 7500 300*200

RCP521-ST 200*100 8000 300*200

RCP522-ST (special) 160*90 3000 250*220

RCP523-ST (special) 160*90 3500 250*220

RCP524-ST (special) 160*90 4000 250*220

RCP525-ST (special) 160*90 4500 250*220

RCP526-ST (special) 160*90 5000 250*220

RCP527-ST  (special) 160*120 5000 300*280

RCP528-ST (special) 160*120 5500 300*280

RCP529-ST (special) 160*120 6000 300*280

RCP530-ST (special) 160*120 6500 300*280

RCP531-ST (special) 160*120 7000 300*280

RCP532-ST (special) 160*120 7500 300*280

RCP533-ST (special) 160*120 8000 300*280

RCP534-ST (special) 160*120 8500 300*280

RCP535-ST (special) 160*120 9000 300*280

RCP536-ST (special) 160*120 9500 300*280

RCP537-ST (special) 160*120 10000 300*280
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TSP600-CN TDP600-CN

H H

F F

ø øø

H H

F F

TSP600-ST TDP600-ST

ø ø ø

Please contact us for the sizes and 
dimensions.

LIGHTING POLES
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DCP700 DCP800 DCP900 DCP1000

H

ø

HHH

øøø

DCP1100

ø

H

F

A great variety of hot dipped galvanised 
steel or aluminium decorative poles with 
superior powdercoat finish in desired RAL 
colour. Service door included. Decorative 
basement models on request. Comply 
with the EN40 standard.

DCP700 Decorative Poles

 Ø (mm) H (mm) F (mm)

DCP701 60 2000 270

DCP702 60 2500 270

DCP703 60 3000 270

DCP704 60 3500 270

DCP705 60 4000 270

DCP800 Decorative Poles

 Ø (mm) H (mm) F (mm)

DCP801 60 4000 225

DCP802 60 4500 225

DCP803 60 5000 225

DCP900 Decorative Poles

 Ø (mm) H (mm) F (mm)

DCP901 60 2000 250

DCP902 60 2500 250

DCP903 60 3000 250

DCP904 60 3500 250

DCP905 60 4000 250

DCP1000 Decorative Poles

 Ø (mm) H (mm) F (mm)

DCP1001 76 3000 345

DCP1002 76 3500 345

DCP1003 76 4000 345

DCP1004 76 4500 345

DCP1100 Decorative Poles

 Ø (mm) H (mm) F (mm)

DCP1101 60 3000 390

DCP1102 60 3500 390

DCP1103 60 4000 390

DCP1104 60 4500 390

DCP1105 60 5000 390

475

b s i l i g h t i n g . c o m



CODE PAGE

AR9154253

022

AR9154255

AR9154257

AR9154258

AR9154412

AR9154414

AR9154416

AR9154551

AR9154552

AR9155331/RGB

024

AR9155332/RGB

AR9155333/RGB

AR9155334/RGB

AR9155335/RGBW

AR9155336/RGBW

AR9155337/RGBW

AR9156331

026

AR9156332

AR9156333

AR9156334

AR9156401

AR9156411

AR9156412

AR9157251

028

AR9157252

AR9157253

AR9157254

AR9157411

AR9157412

AR9157413

AR9157414

AR9157415

AR9157551

AR9158411

030

AR9158251

AR9158252

AR9158412

AR9158253

AR9158413

AR9158254

AR9158414

AR9158255

AR9158415

AR9152713

032

AR9152715

AR9152717

AR9152718

AR9152720

AR9152722

AR9152724

AR9152725

AR9152726

AR9344501 MONO

034

AR9344502 MONO

AR9344503 MONO

AR9344601 RGB

AR9344602 RGB

AR9344603 RGB

AR9344701 TUNABLE

AR9344702 TUNABLE

AR9344703 TUNABLE

AR9466201 MONO

036
AR9466202 MONO

AR9466203 MONO

AR9466204 MONO

CODE PAGE

AR9466301 RGB

036

AR9466302 RGB

AR9466303 RGB

AR9466401 TUNABLE

AR9466402 TUNABLE

AR9466403 TUNABLE

AR91593 1 Module

038

AR91594 1 Module

AR91595 12 Modules

AR91596 6 Modules

AR91597 24 Modules

AR91598 12 Modules

AR8122251

040

AR8122253

AR8122255

AR8122411

AR8122413

AR8122415

AR8122416

AR8122417

AR8122451

042

AR8122453

AR8122455

AR8122511

AR8122513

AR8122515

AR8122516

AR8122517

AR8122251 RGB

044

AR8122253 RGB

AR8122255 RGB

AR8122257 RGB

AR8122258 RGB

AR8122259 RGB

AR8122260 RGBW

AR8122261 RGBW

AR8122262 RGBW

AR8122264 RGBW

AR8122265 RGBW

AR8122266 RGBW

AR8122351 RGB

046

AR8122353 RGB

AR8122355 RGB

AR8122357 RGB

AR8122358 RGB

AR8122359 RGB

AR8122360 RGBW

AR8122361 RGBW

AR8122362 RGBW

AR8122364 RGBW

AR8122365 RGBW

AR8122366 RGBW

AR8124331

048

AR8124333

AR8124401

AR8124403

AR8124411

AR8124412

AR8124631

050

AR8124633

AR8124701

AR8124703

AR8124711

AR8124712

AR812601 052

CODE PAGE

AR812602

052AR812603

AR812604

AR812701

054
AR812702

AR812703

AR812704

AR8081

056AR8082

AR8083

AR8181

058AR8182

AR8183

AR8161

060

AR8162

AR8163

AR8164

AR8165

AR8166

AR8167

AR8168

AR6071

062

AR6072

AR6073

AR6074

AR6075

AR6076

AR6077

AR6078

AR6079

AR4401

064
AR4402

AR4403

AR4404

AR4482

066AR4484

AR4486

AR763301

068

AR763302

AR763303

AR763304

AR763401

AR763402

AR763403

AR763404

AR9658101 MONO

070

AR9658102 MONO

AR9658103 MONO

AR9658104 MONO

AR9659101 RGB

AR9659102 RGB

AR9659103 RGB

AR9659104 RGB

AR187751
072

AR187761 

iAxis PX
074

iAxis PX

AR106611 DIRECT

076
AR106613 RADIUS

AR106615 ROUND

AR106617 FLAT

AR9732102 PX

078

AR9732104 PX

AR9732106 PX

AR9732108 PX

AR9732110 PX

CODE PAGE

AR642201
080

AR642202

AR116611

082
AR116811

AR116613

AR116813 

FL9222

084

FL9224

FL9226

FL9228

FL9230

FL9232

FL9234

FL9142

086

FL9143

FL9144

FL9145

FL9146

FL928101

088

FL928102

FL928103

FL928104

FL928105

FL928106

FL928107

FL9551 090

FL9322

092

FL9324

FL9326

FL9328

FL9330

FL9332

FL9334

FL93121/S 

094

FL93122/S

FL93123/S 

FL93131/M 

FL93132/M

FL93133/M 

FL93141/L 

FL93124/S 

FL93134/M 

FL93142/L 

FL93125/S 

FL93135/M

FL93143/L 

FL92121/S

096

FL92122/S

FL92141/M 

FL92142/M 

FL92143/M

FL92161/L

FL92162/L

FL92181/S

FL92182/M

FL92183/L

FL9171 

098
FL9172

FL9173

FL9174

FL9202

100
FL9203

FL9204

FL9205

FL6001RGBW 102

NUMERICAL INDEX
CODE PAGE

FL9772
104

FL9774

FL922203
106

FL922204 

FL773101 
108

FL773102 

AC89101

110
AC89102

AC89103

AC89104

AC89201

112
AC89202

AC89203

AC89204

AC89301

114

AC89302

AC89303

AC89304

AC89305

AC89306

AC89401

116

AC89402

AC89403

AC89404

AC89405

AC89406

AC81022 118

AC81023 120

AC81024 122

AC81025 124

AC82022 126

AC8052 ROUND

128AC8054 HALF MOON

AC8056 SQUARE

AC8058 130

AC8032 SINGLE SIDED

132
AC8034 DOUBLE SIDED

AC8036 SINGLE SIDED

AC8038 DOUBLE SIDED

AC8042

134AC8044

AC8046

AC8152 136

AC5052 ROUND

138AC5054 HALF MOON

AC5056 SQUARE

AC5058 140

AC5082
142

AC5084

AC5062 144

WA683201 146

AC5021
148

AC5022

AC5091 150

AC5032 152

AC5042
154

AC5044

AC5013

156
AC5014

AC5015

AC5016

WA4101

158WA4102

WA4103
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CODE PAGE

WA4104

158

WA4105

WA4106

WA4107

WA4108

WA4112

160

WA4114

WA4116

WA4118

WA4120

WA4122

WA4124

WA4126

WA4128

WA4130

WA4132

WA4134

WA4420 162

AC4490 164

AC4610 166

WA672201 168

AC4710 170

WA3282

172WA3284

WA3286

WA3182 174

WA4152
176

WA4154

WA4320 178

WA4520 180

AC4410
182

AC4412

WA7742
184

WA7744

WA4252

186
WA4254

WA4256

WA4258

WA1397 188

WA4148 190

WA6771 192

WA4670 194

WA4986 196

WA1139 198

AC732001 200

IC6221

202
IC6222

IC6223

IC6224

IC6321

204

IC6322

IC6323

IC6324

IC6325

IC6326

IC6327

IC6421 206

IC623401
208

IC623402

IC6051 210

IC6042 212

IC6302 SUSPENDED

214IC6304 SURFACE

IC6306 RECESSED

IC6071 216

CODE PAGE

IC6072

216

IC6073

IC6074

IC6075

IC6076

IC6077

IC6078

IC6079

IC4546

218IC4547

IC4548

IC895001

220
IC895002

IC895003

IC895004

UA18111

222
UA18112

UA18113

UA18114

UA18711

224
UA18713

UA18715

UA18717

UA19111

226
UA19112

UA19113

UA19114

UA16111

228
UA16112

UA16113

UA16114

UA17111

230
UA17112

UA17113

UA17114

UA1542

232UA1544

UA1546

UA1552

234UA1554

UA1556

UA53821 236

UA1133 ST
238

UA1135 ST

UA54821 240

UA1481

242UA1482

UA1483

UA1681

244UA1682

UA1683

UA1452/SYM

246
UA1453/ASY

UA1454/SYM

UA1455/ASY

UA1402

248
UA1404

UA1406

UA1408

UA1472
250

UA1474

UA1412
252

UA1414

UA1222 254

UA1524 256

CODE PAGE

UA1526

256

UA1512

UA1514

UA1516

UA1518

UA1160

258

UA1161

UA1162

UA1163

UA1164

UA1165

UA1642 260

UA1442
262

UA1444

UA1231
264

UA1232

UA1142
266

UA1144

UA6941
268

UA6943

UA1182 270

UA1321

272
UA1322

UA1323

UA1324

UA1341
274

UA1342

UA1711
276

UA1712

UA1721
278

UA1722

LB1381

280

LB1382

LB1383

LB1384

LB1385

LB1431

282
LB1432

LB1433

LB1434

LB1385

284
LB1386

LB1387

LB1388

LB1395
286

LB1396

LB88501

288

LB88502

LB88503

LB88504

LB88505

LB63851 290

LB89701

292LB89702

LB89703

LB1271 294

LB1312
296

LB1314

LB1352
298

LB1354

LB1361
300

LB1362

LB1364

302LB1365

LB1366

CODE PAGE

LB1367
304

LB1368

LB1582
306

LB1584

LB75451
308

LB75453

MD1001

310

MD1002

MD1003

MD1004

MD1005

MD1006

SC1007

SC1008

LB1172 312

LB886391 314

LB1356
316

LB1358

LB1473
318

LB1475

LB1372

320LB1374

LB1376

LB1513 (Top Module)
322

LB1514 (2 Inter Module)

LB2172 324

LB87401 326

LB1482

328LB1484

LB1486

LB1362 330

LB1772 332

UA1530 334

LB1531 (Top Module)
336

LB1532 (2 Inter Module)

LB1844 338

LB1234 340

LB1291 (ONE SIDED)
342

LB1292 (TWO SIDED)

LB79641
344

LB79642

LB89901

346LB89902

LB89903

LB571601

348LB571602

LB571603

UA1392

350UA1394

UA1396

LB1611

352LB1612

LB1613

LB2372 354

LB2592
356

LB2593

LB2492
358

LB2493

LB2992 360

LB2772 (ONE SIDED)
362

LB2773 (TWO SIDED)

LB2422 364

LB2424 366

LB742511

368LB742512

LB742513

CODE PAGE

LB87405 370

LB1356 372

LB1364 374

LB1584 376

LB75455 378

LB2823 380

LB8803 SS
382

LB8805 AL

LB2763
384

LB2766

LB2392 386

LB1361
388

LB1362

LB1477 390

LB1378
392

LB1379

LB2757
394

LB2758

LB2022 (ALUMINUM)
396

LB2024 (WOODEN)

LB2014
398

LB2016

LB2292 400

LB886393 402

LB2082 404

LB796301
406

LB796302

LB2062 SS

408
LB2064 AL

LB2066 SS

LB2068 AL

LB2052
410

LB2054

LB2298 412

LB2312

414LB2314

LB2316

LB2990 416

LB79643
418

LB79644

LB2362 (ONE SIDED)
420

LB2363 (TWO SIDED)

LB2184 422

LB2173 424

LB2112 426

LB2092
428

LB2094

LB67521
430

LB67522

LB2262 432

LB2412 434

LB2212 436

LB67402

438LB67403

LB67404

LB30221 440

PA3052 442

PA1471 444

PA3172 446

PA3022
448

PA3024

PA2174 450

PA3422 452

PA3012 454

PA3288 456

PA3062 458
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glossary

Light emitting diode
LED is a semiconductor component that emits light 
when voltage is applied to it.

Color Rendering Index
Color Rendering international system to rate lighting 
device ability to render object colors. The higher the 
CRI (based on a 0-100 scale) Natural outdoor light 
has a CRI of 100.

No Ultraviolet (UV) Radiation
Radiant energy in the range of about 100-380 
nanometers (nm).

No Infrared Radiation
Electromagnetic energy radiated in teh wavelength 
of about 770 to 1.000.000 nanometers (nm).

Low Carbon Dioxide Output (VCO2)
The amount of CO2 exhaled from the body in to the 
atmosphere per unit time, expressed in milliliters 
(mL) or liters (L) per minute.

Fully Rated Life
Life time LED-module L90B50 100.000h.
100.000 h the luminaires will on average produce 
90% of the initial lumens. Replacement of some 
drivers is inevitable after 50.000h.

Energy Savings
LED is a highly energy efficient lighting technology 
and has the potential to fundamentally change the 
future of lighting in the world.

Recycling
Unlike low-energy lamps, LED contains no mercury 
and is therefore not treated as special waste.

European Union Energy Label
The energy efficiency of the appliance is rated in 
terms of a set of energy efficiency classes from A to 
G on the label, A being the most energy efficient, G 
the least efficient.

Ingress Protection
The first numerical digit describes the rating that 
is given for solid objects. The 6 here is the highest 
rating and means the LED is dust tight. The second 
numerical digit defines how well the LED can keep 
liquid out.

Impact Resistance
The IK code is an international numeric classification 
for the degrees of protection provided by enclosures 
for electrical equipment against external mechanical 
impacts. The classification is based on the 
regulations IEC 50102 (IEC 70-3), that ranges from 
a minimum value IK00 (unprotected), up to the value 
IK10 (protected from equivalent impact to the force 
exerted by a weight of 2 kg dropped from a 1 meter 
level).

Safety Classifications Class I
The luminaires in this class have basic electrical 
insulation and all of their potentially electrically 
conductive parts are connected to a protective 
conductor. The protective conductor terminal 
displays this marking.

Safety Classifications Class II
Live parts are fitted with additional insulation. 
Connection to a protective conductor is not 
permitted.

Safety Classifications Class III
Protection against electrical shock is based on use 
of safety extra low voltage (SELV).

CE Certificate
Certifies product has met EU (European) consumer 
safety, health and or environmental requirements.

RoHs Compliance
Restricts the use of certain dangerous substances 
commonly used in electrical and electronic 
equipment.

Dimming
Device that regulates the intensity of the light 
source.

DMX RDM
Remote Device Management is a protocol that 
sits on top of the normal DMX512 data standard. 
DMX512 is a unidirectional protocol which means 
that the data flows in one direction - from the control 
desk to the lights.

RGB
Red, Blue and Green LEDs. RGB LED products 
combine these three colors to produce over 16 
million hues of light.
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The luminaires are designed and manufactured in accordance with below quality procedures 
and constructed in conformity to the European EN 60598 standards and CE-marked.

Quality Management System ISO 9001:2015

Customer Satisfaction Management System ISO 10002:2018

Environmental Management System ISO 14001:2015

Occupational Health & Safety Management System ISO 45001:2018

In compliance with regulations in force, BSI® LIGHTING reserves the right to make 
unannounced technical amendments to improve the features and performance of products.

Illustrations are not binding. The Lumen (lm) listed in the catalogue are “typical” values of LED 
Modules and may be subject to change due to the continuous evolving LED technology.

The standard finishing of the products are specified in the product description. The products 
can also be finished in RAL colours on request subject to availability.

All changes, errors or involuntary omissions in this catalogue, will be published on the website 
bsilighting.com

Published 2024.

Editorial supervision BSI® LIGHTING TECHNOLOGIES

Designed and Styled by Mithat Tekin®    www.bbmt.com.tr

Copyright © 2024 by BSI AYDINLATMA SAN. TIC. A.Ş.

All rights reserved.

No part of this catalogue may be reproduced, stored in a retrieval system or transmitted in any 
form or by any means, electronic, mechanical, photocopying or otherwise, without the prior 

written permission of
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BSI AYDINLATMA SAN. TIC. A.Ş.
Factory : BASKENT OSB, 20. CAD. B/3 BLOK NO:4 MALIKOY, SINCAN, ANKARA / TURKIYE
Tel : +90 312 472 42 50
Fax : +90 312 502 74 75
Web : bsilighting.com
E-mail : info@bsilighting.com

For sales agent please contact: info@bsilighting.com
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