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PRODUCT FEATURES:

Weatherproof and UV-resistant encapsulated drive-over and walkover narrow continuous LED line, 
drive-over 4000 Kg at max 40 Km/h. Suitable for architectural illumination of squares, paths, parks 
and gardens. Designed to last in extremely harsh environments. Frameless housing ensures 
seamless transition to light-emitting surface. Monochrome, RGB DMX and DALI controllable, easy 
to install with the remote universal power supply and connect via combined low-power and data 
connectors.

RECOMMENDATIONS FOR THE USER:

1)Before the installation, make sure that there is no voltage.
2)Do not touch the fitting when it is working on / switched on
3)Do not look at the fitting directly or from a short distance.
4)Disconnect / switch off the fitting before changing the lamps

NOTES: 

-Technical amendments are reserved. 
-CE – Conformity mark 
-The manufacturer is then discharged from liability when damage is caused by improper 
  use or installation. 
-Clean luminaire regularly with solvent-free cleansers from dirt and deposits. Do not use 
  high pressure cleaners. 
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1) The hole is done to the mounting surface in accordance with the dimensions of the fitting.
   - Drainage of the mounting hole is done.
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2-a -Installation without floor mounting;

  - The case is placed with levelling.
  - Electrical connection of the luminaire is done.(Page 4)
  - The luminaire is seated on the cas.
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2-b - Installation with floor mounting;
   - The floor mounting kit is screwed into the mounting hole, which corresponds to the holes under the frame.
   - The mounting kit is levelled by tightening the side bolts.
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- The case is placed on the mounting kit and tightened with nut.
- The casing is filled with filling material.
- The luminaire electrical connection is done (Page 4)
- The luminaire is seated on the case.
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3) Electrical Connection;

  - The luminaires are connected to each other with fmale&emale connectors.

Female Socket

Male Socket

  - IP protection is done with end-cap mounting to the final luminaire connector.

Male connector end-cap Female connector end-cap

4) Driver connection;

  - The extra male or female connector is connected to the output of the driver cable.

End Cap

End Cap

IP 68 Terminal Block
(Page 5)
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*Please contact us if there are different conenctor or cables on the product.
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Considerations

- Do not cut-off or damage the cables of the products supplied as sockets.
  Otherwise, water may enter to the luminaire through cable and damage the electronic
  parts inside.

- If you make the electrical connection, except for IP.68 Terminal Block - IP.68 Plug 
  connector - IP.68 socket; the connections must be under IP protection. Otherwise, 
  water may enter to the luminaire through cable and damage the electronic parts inside.

- The IP68 Connecting kits must be assembled in accordance with the installation 
  instructions. Otherwise, water may enter to the luminaire through cable and damage 
  the electronic parts inside.

- Mounting hole should be drainaged.

Out of Warranty Situations

- Product last output cable is not protected IP67-IP68.

- Faulty electrical connection.

- Wrong IP68 socket-terminal block- plug connector connection.
  (Wrong opening of the cable length, fauly tightening the screws etc.)

- If the IP68 Connecting kits are under water.

- No drainage in the mounting hole.
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