LIGHTING TECHNOLOGIES iIENNA INSTALLATION GUIDE

PRODUCT FEATURES:

Recessed, ceiling surface or suspended modular system in continuous line,
with a visible light.

With clear shapes, cutting edge LED technology and true sophistication.
Smart construction and simple installation allow high impact effect.
Designed to last in extremely harsh environments.

RECOMMENDATIONS FOR THE USER:

1)Before the installation, make sure that there is no voltage.
2)Do not touch the fitting when it is working on / switched on
3)Do not look at the fitting directly or from a short distance.
4)Disconnect / switch off the fitting before changing the lamps

NOTES:.

-Technical amendments are reserved.

-CE - Conformity mark

-The manufacturer is then discharged from liability when damage is caused by improper
use or installation.

-Clean luminaire regularly with solvent-free cleansers from dirt and deposits. Do not use
high pressure cleaners.
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LIGHTING TECHNOLOGIES

ENNA SURFACE

1) - Holes are drilled on the mounting surface to coincide with the mounting holes of the luminaire,

and the dowels included in the package are driven into the holes.
-The luminaire is screwed into the mounting surface.

Mounting
Holes

T / Screws

by

1) - Electrical connection is made and connection joints are protected from liquid contact.
(We recommend using IP 67 terminal blocks for connection.)

When connecting the
luminaires, make sure that the

same color cables are
matching. (+) Brown

d@) Yellow - Green
(-) Blue

DALI CONTROL CONNECTION

RISK OF
ELECTRIC (+) Brown
SHOCK f (%) Green
(-) Grey
(DA) Yellow
(DA) White

| “Please contact us for cables if in different colors.
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ENNA CEILING

1) Remove the mounting parts from the luminaire.

Mounting
Part

Screws

Rozans

Mounting Part

Suspension
Bracket

2) Mounting parts are screwed onto the mounting surface.

Incoming
Energy

Mounting

Mounting
Part /
Screw

Web : www.bsilighting.com Phone : +90 31247242 50 Fax:+90 312 502 74 75 Email : info@bsilighting.com



LIGHTING TECHNOLOGIES iIENNA INSTALLATION GUIDE

3) Electrical connection is made.

Incoming
Energy

3) Electrical Connection;

When connecting the

luminaires, make sure that the

same color cables are

matching. Brown

(+)
(%) Yellow - Green
—£<-) Blue

DALI CONTROL CONNECTION

RISK OF
ELECTRIC (+) Brown
SHOCK (+) Green
(-) Grey
(DA) Yellow
(DA) White

*Please contact us for cables if in different colors.

4) The luminaire is placed on the mounting parts and the screws tightened.
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LIGHTING TECHNOLOGIES

ENNA RECESSED

The height of the
mounting part can
be adjusted.

Luminaire \\l
1k \T |

Mounting i
Surface OR t

SN AN | \
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When connecting the
luminaires, make sure that the
same color cables are
matching. (+) Brown
(%) Yellow - Green
(-) Blue 4
DALI CONTROL CONNECTION RISK OF
ELECTRIC
(+) Brown SHOCK
(ﬁ (%) Green
(-) Grey
(DA) Yellow
(DA) White
*Please contact us for cables if in different colors.
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